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		  Datasheet File OCR Text:


		    3220 commander drive, suite 102  carrollton, tx  75006                                                                      w ww. pickercomponents.com   sales:  (972) 713 - 6272                     (888) 997 - 3933              fax: (972)735 - 0964                   e - mail: sales@picker components.com   dimensions are listed for reference purposes only.                                                                                specifications and availability subject to change without notice.    sc792 - c3  rev  b 7/05/2016                                                                               1   of 2     4 / 5 pin mini iso automotive relay socket                                                   sc792 - c3   features   ?   mini iso automotive relay socket   ?   heat stabilized thermoplastic   ?   - 40 to 140 o c operating temperature   ?   for use with wire harnessing   ?   optional crimp terminals or with 12 wires   ?   rohs compliant   ordering information   socket         part number   description   terminal   form   sc792 - c3   5 pin weatherproof connector for wire harness.   crimp   1a, 1c   sc792 - c3 - 5pin - 4wire   pin connector with 4 wire harness, without mounting bracket, spdt,    12 wire leads, 14 awg at load contacts 30 and 87,     18 awg at coil contacts 85 and 86 .      1a   sc792 - c3 - 5pin - 5wire   5 pin connector with 5 wire harness, without mounting bracket, spdt,    12 wire leads, 14 awg at load contacts 30, 87 and 87a,   18 awg at coil contacts 85 and 86 .      1a, 1c   accessories         sc792 - seal - 18 - orange   orange wire seal for 18 ga wire.         sc792 - seal - 14 - 16 - grey   grey wire seal for 14 - 16 ga wire.         sc792 - seal - 14 - 16 - yellow   yellow wire seal for 12 ga wire.         sc792 - plug   grey plug for use in 1 form a open circuit applications.         for use with pc792a - c3    weather proof case   - c3 - 5pin - 4wire   - c3 - 5pin - 5wire   - c3   - seal - 14 - 16 - grey   - seal - 14 - 16 - yellow   - seal - 14 - 16 - orange   - plug  

   3220 commander drive, suite 102  carrollton, tx  75006                                                                      w ww. pickercomponents.com   sales:  (972) 713 - 6272                     (888) 997 - 3933              fax: (972)735 - 0964                   e - mail: sales@picker components.com   dimensions are listed for reference purposes only.                                                                                specifications and availability subject to change without notice.    sc792 - c3  rev  b 7/05/2016                                                                               2   of 2   dimensions (inches / mm)   sc792 - c3                                                                                                                               sc792 - c3   part number   x   y   z   color   sc792 - seal - 18 - orange   0.060   0.150   0.429   orange   sc792 - seal - 14 - 16 - grey   0.090   0.190   0.396   grey   sc792 - seal - 14 - 16 - yellow   0.130   0.230   0.376   yellow   sc792 - plug   n/a   n/a   0.353   grey   terminal compatibility   order from   part number   awg   blade   te connectivity   42100   14 - 18   1/4"   te connectivity   42281   14 - 18   1/4"   te connectivity   42904   12 - 16   1/4"   te connectivity   60249   12 - 16   1/4"   te connectivity   60253   12 - 14   1/4"   picker components references these terminals to be  used with our *automotive series connectors.  current  capability of the terminals depends on the gauge of wire  used, the quality of the crimp, the addition of solder or a  weld, operating conditions, temperature cycling, etc.   terminals to be purchased separately .   - c3 socket   seals and plug  
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