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		  Datasheet File OCR Text:


		  s1pdb35005 thru s1pdb351 8 features * rating to 1000v prv * high efficiency * glass passivated chip junction * electrically isolated metal case for maximum heat dissipation mechanical data * case: molded plastic with heatsink internally              mounted in the bridge encapsulation * polarity: as marked on body * mounting: hole for # 10 screw * weight:  18 grams s1pdb35005 s1pdb3501   s1pdb3502   s1pdb3504   s1pdb3506   s1pdb3508   S1PDB3510   s1pdb3512   s1pdb3514   s1pdb3516 s1pdb3518 v rrm v 50 100 200 400 600 800 1000 1200 1400 1600 v rms v 35 70 140 280 420 560 700 840 980 1120 v dc v 50 100 200 400 600 800 1000 1200 1400 1600 dimensions  symbol characteristics i (av) maximum average forward rectified current     @t c =50 o c (with heatsink) maximum ratings 35.0 a unit i fsm peak forward surge current 8.3ms single half-sine-wave superimposed on rated load (jedec method) maximum forward voltage at 17.5a dc v f i r maximum dc reverse current at rated dc blocking voltage @t j =25 c @t j =125 c 400 1.1 5.0 500 a v ua o o i 2 t i 2 t rating for fusing (t < 8.3 ms), (note 1) 660 a 2 s c j typical junction capacitance per element (note 2) t stg storage temperature range 150 -55 to +150 pf  c o notes: 1. measured at non-repetitive, for greater than 1ms and less than 8.3ms. 2. measured at 1.0mhz and applied reverse voltage of 4.0v dc. 3. device mounted on 300mm x 300mm x 1.6mm cu plate heatsink. typical thermal resistance (note 3) 1.2 r ojc  c/w o t j operating temperature range -55 to +150  c o single phase bridge rectifiers modules * ul file no.310749 1800 1260 1800 * rohs compliant  p1  ?2008 sirectifier all rights reserved,     tel: +86-519-86800000  fax: +86-519-88019019  e-mail: sales@sirectifier.com  www.sirectifier.com
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