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		   product datasheet strada series last update 11/12/2017 details product number cs16401_strada-ip-2x6-px family strada type lens array color clear diameter 173x71,4 mm height 9,6 mm style rectang optic material holder material fastening pin, screw status production ready rohs compliant yes date updated 11/12/2017 optical properties   viewing light effi-     led angle beam ciency cd/lm connector xt-e sim: asymmetric asymmetric - sim: 0.000  - xp-g2 asymmetric deg asymmetric 94 % 1.150  - xp-g3 asymmetric deg asymmetric 94 % 0.970  - duris s8 asymmetric deg asymmetric 94 % 0.890  - oslon square gen3 asymmetric deg asymmetric 94 % 1.200  - smjq-d36w12mx asymmetric deg asymmetric 94 % 1.100  - january 25th 2018 8:18 copyright ledil oy - subject to change without prior notice - page 1/1  ledil oy  salorankatu 10  24240 salo, finland  http://www.ledil.com  email: ledil@ledil.com  fax: +358-2-733 8001  0.5 ( ) a h b g d ec fb ga h 3 3 2 2 4 4 1 1 tolerances if not otherwise shownaccording to din iso 2768-1 linear measures: up to 30mm class  m, otherwise class c. according to din iso 2768-2 form and position: class l index product type material colour/coating 1 c16400_strada-ip-2x6-px lens pmma clear 2 c14018_2x6-seal25 seal silicone white scale 1:1 sheet 1/2 size a3 product first angle projection: this drawing is the propertyof ledil oy. it may not be reproduced, copied or communicated without a written agreement with ledil oy. pcb level heat sink level led location for more details about compatible leds please check measured results on www.ledil.com and 3d model for more detailed mechanical information see installation details page 2. mechanical drawing cs16401_strada-ip-2x6-px components z y x notes light patterndirection ledlocation location pin elongated hole shape  recommended  for minus location pin 2 1 3.2 detail b scale:  2:1 3.2 detail a scale:  2:1 50.8 12.7 25.4  x5 a b 1.7 12.7 25.4 9.55 5.35 71.4 61 173 54.2 54.2 3.45 54.2  a h b g d ec fb ga h 3 3 2 2 4 4 1 1 tolerances if not otherwise shownaccording to din iso 2768-1 linear measures: up to 30mm class  m, otherwise class c. according to din iso 2768-2 form and position: class l scale - sheet 2/2 size a3 product first angle projection: this drawing is the propertyof ledil oy. it may not be reproduced, copied or communicated without a written agreement with ledil oy. mechanical drawing cs16401_strada-ip-2x6-px pcb geometry for reference only led geometryfor reference only use washer with screw if possible location pin cutout for more details about installation please see ledil installation guide on www.ledil.com notes lens geometryfor reference only seal m3 screw recommended for fixing recommended max. torquefor screw fixing: 0.6nm recommendedpcb max. size 45x146mm
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