

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						GQM2195			C100EP			PST573D			68701			C858AF			61600			CX20703			68HC1			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				AWSCR-358CP-T Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  standard specifications  features applications options and part identification (left blank if  standard) ?  remove controls, microprocessor clocks dvd  & cd-roms, electric appliances  ?  consumer electronics ?  low resonant impedance  ?  built-in load capacitors  ?  suitable for rohs compliant refow  ?  low cost solution for cost sensitive applications parameters minimum typical maximum units notes frequency range 2.00 12.00 mhz resonant impedance (ro) 100 ? 2.00 mhz C 2.99 mhz 50 3.00 mhz C 3.49 mhz 30 3.50 mhz C 12.00 mhz standard built-in capacitance (c1=c2) 30 pf 2.00 mhz C 8.00 mhz 15 8.01 mhz C 12.00 mhz frequency tolerance  -0.5 0.5 % frequency stability -0.3 0.3 % withstanding voltage 50 v -25?c to +85?c rating voltage (1) d.c. voltage 6 v dc , 1 min. (2) a.c. voltage 15 v p-p. insulation resistance 100 m? 10v, 1 min. operation temperature -25 +85 oc storage temperature -55 +85 oc aging rate (fosc) -0.1 0.1 % 10 years awscr - x.xxcp - c          -   load capacitance  contact abracon for built  in capacitance  options  frequency frequency in mhz packaging t4: 4000pcs/reel  ll c abracon is  iso9001-2008 certified 5101 hidden creek ln spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sales, please visit: www.abracon.com revised: 12.19.2016 3-pad industrial grade ceramic resonator  awscr-cp series  msl = 1  rohs/rohs ii com pliant 6.0 x 3.0 x 1.8 mm p b in ceramic, exemption (7c-1) 

 outline dimensions t=1.80.2mm(2.00-3.99mhz)  t=1.50.2mm(4.00-12.00mhz) top view recommended landing pattern  (mm)  ll c abracon is  iso9001-2008 certified 5101 hidden creek ln spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sales, please visit: www.abracon.com revised: 12.19.2016 3-pad industrial grade ceramic resonator  awscr-cp series  msl = 1  rohs/rohs ii com pliant 6.0 x 3.0 x 1.8 mm p b in ceramic, exemption (7c-1) 

 tape and reel packaging:  t4: 4000pcs/reel reflow zone description temperature times 1 preheat t smin  ~ t smax   150 oc  ~180 oc 80~120  sec. 2 refow t l  230  oc 20~40  sec. 3 peak heat  t p   260  oc 10  sec. max     a b w t pieces per reel carrier tape size 3303 80min 16.4min 22.4max 4000typ. 16   2.0  0.1  3.4  0.1 4.0 + 0.1 1.75  0.1 1.5 0.1 8.0  0.1 16.0  0.2 7.5  0.1             r0.3max               a   a       10   max   carrier t ape   tp tape eei re   ll c abracon is  iso9001-2008 certified 5101 hidden creek ln spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sales, please visit: www.abracon.com revised: 12.19.2016 3-pad industrial grade ceramic resonator  awscr-cp series  msl = 1  rohs/rohs ii com pliant 6.0 x 3.0 x 1.8 mm p b in ceramic, exemption (7c-1) 

 caution 1.  dont apply excess mechanical stress to the component and terminals at soldering. do not use this product with bend. 2.  do not clean or wash the component for it is not hermetically sealed. 3.  do not use strong acidity fux, more than 0.2wt% chlorine content, in fow soldering. 4.  dont be close to fre. 5.  this specifcation mentions the quality of the component as a single unit. please insure the component is thoroughly evaluated  in your application circuit 6.  expire date (shelf life) of the products is 12 months after delivery under the conditions of a sealed and an unopened package.  please use the products within 12 months after delivery. if you store the products for a long time (more than 12 months), use  carefully because the products may be degraded in the solderability or rusty . please confrm solderability and characteristics for  the products regularly. notes 1.  the parts are manufactured in accordance with this specifcation. if other conditions and specifcations which are required for  this specifcation, please contact abracon for more information. 2.  abracon will supply the parts in accordance with this specifcation unless we receive a written request to modify prior to an  order placement. 3.  in no case shall abracon be liable for any product failure from in appropriate handling or operation of the item beyond the  scope of this specifcation. 4.  when changing your production process, please notify abracon immediately. 5.  abracons products are cots C commercial-off-the-shelf products; suitable for commercial, industrial and, where  designated, automotive applications. abracons products are not specifcally designed for military, aviation, aerospace,  life-dependant medical applications or any application requiring high reliability where component failure could result in loss  of life and/or property. for applications requiring high reliability and/or presenting an extreme operating environment, written   consent and authorization from abracon is required. please contact abracon  for more information. 6.  all specifcations and marking will be subject to change without notice.  ll c abracon is  iso9001-2008 certified 5101 hidden creek ln spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sales, please visit: www.abracon.com revised: 12.19.2016 3-pad industrial grade ceramic resonator  awscr-cp series  msl = 1  rohs/rohs ii com pliant 6.0 x 3.0 x 1.8 mm p b in ceramic, exemption (7c-1) 
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