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		  Datasheet File OCR Text:


		  specification lps-100-3.3 lps-100-5 lps-100-7.5 lps-100-12 lps-100-13.5 lps-100-1 5 LPS-100-24 lps-100-27 lps-100-48 model dc voltage rated current current range rated power output voltage adj. range line regulation load regulation setup, rise time hold up time (typ.) voltage range frequency range efficiency(typ.) input inrush current (typ.) leakage current working humidity working temp. storage temp., humidity temp. coefficient vibration mtbf dimension others note packing overload over voltage ac current (typ.) 3.3v 5v 7.5v 12v 13.5v 24v 27v 48v 20a 20a 13.3a 8.4a 7.5a 6.7a 4.2a 3.8a 2.1a 0 ~ 20a 0 ~ 20a 0 ~ 13.3a 0 ~ 8.4a 0 ~ 7.5a 0 ~ 6.7a 0 ~ 4.2a(6a 10s) 100.8w(144w 10s) 0 ~ 3.8a 0 ~ 2.1a 66w 100w 99.75w 100.8w 101.25w 100.5w 102.6w 100.8w 150mvp-p 100mvp-p 100mvp-p 100mvp-p 100mvp-p 100mvp-p 150 mvp-p 150mvp-p 200mvp-p 3 ~ 3.6v 4.5 ~ 5.7v 6 ~ 9v 10 ~ 13.2v 12 ~ 15v 13.5 ~ 18v 20 ~ 26.4v 26 ~ 32v 41 ~ 56v 3.0% 3.0% 2.0% 2.0% 2.0% 2.0% 1.0% 1.0% 1.0% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 2.0% 2.0% 1.5% 1.5% 1.5% 1.5% 0.5% 0.5% 0.5% 800ms, 50ms/230vac          1200ms, 50ms/115vac at full load 20ms/230vac          20ms/115vac at full load 88 ~ 132vac / 176 ~ 264vac auto switch          248 ~ 370vdc 47 ~ 63hz 69% 77% 77% 79% 79% 80% 80% 81% 81% 2.3a/115vac          1.5a/230vac cold start 30a/115vac          60a/230vac LPS-100-24). 6. mounting holes m1 and m2 should be grounded for  emi purposes. for guidance on how to perform these emc tests, please refer to ?emi testing of c omponent power supplies.? (as available on http://www.meanwell.com) 15v

 derating curve file name:lps-100-spec   2011-02-14 unit:mm fosc : 135khz 60 80 100 120 140 160 180 200 220 240 260 +12v +12v 300 13 250 12 200 11 150 10 100 9 50 8 25 7 ta=25 dc output connector (cn2) : jst b8p-vh or equivalent pin no. 1,2,3,4 5,6,7,8 assignment +v -v mating housing jst vhr or equivalent terminal jst svh-21t-p1.1 or equivalent ac input connector (cn1) : jst b5p-vh or equivalent pin no. 1 2,4 5 3 assignment ac/l fg ac/n no pin mating housing jst vhr jst svh-21t-p1.1 or equivalent or equivalent terminal 5 5 cn1 62 52 32 13 2 ac fuse f4a/250v fs1 5 4 fg +v adj. 4- 3.5 1 2 3 4 5 8 6 7 cn2 222 212 -10 0 10 20 30 40 50 60 20 40 60 80 100 convection (3.3v,7.5v~48v) lps-100-5v 18 cfm min forced air ambient temperature ( ) input voltage (v) 60hz load (%) output voltage (v) output ripple (mvp-p) (horizontal) block diagram mechanical specification static characteristics (12v) o.v.p. control -v +v rectifiers & filter switching power filter & rectifiers o.l.p. detection circuit pwm fg i/p filter emi 115/230vac auto switch 3max. 100w single output without pfc function l p s - 1 0 0 s e r i e s
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