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		  Datasheet File OCR Text:


		                                                                  production specification     super fast rectifiers           mur1020d-mur1060d       w055                                                                             www.gmicroelec.com   rev.a                                                                                               1  features  z  low cost.  z  low leakage.  z   low forward voltage drop.  z   high currnt capability.  z   easily cleaned with alcohol,isopropanol and similar solvents.  z   the plastic material carries u/l recognition 94v-0.                        to-252     maximum rating  operating temperature range applies unless otherwise specified  symbol parameter  mur  1020d  mur  1040d  mur  1060d  unit  v rrm  recurrent peak reverse voltage  200 400 600 v  v rms   rms voltage  140 280 420 v  v dc  dc blocking voltage  200 400 600 v  i f(av)  average forward rectified current @t a =100    10 a  i fsm   peak forward surgecurrent 8.3ms single half  sine-wave superimosed on rated load  125 a  t j  t stg  operating junction and  storage temperature  range  -55 to +150       electrical characteristics @ ta=25   unless otherwise specified   parameter symbol test conditions  max  unit  mur  1020d mur  1040d  mur  1060d  forward voltage  v f  i f =10a 0.975 1.3 1.5 v  reverse current  i r  v r =v rrm ,t a =25    v r =v rrm ,t a =150    5.0  250  10  500   a  reverse recover time  t rr  i f =0.5a,i r =1a,i rr =0.25a  25 50  ns      pb lead-free 

                                                                 production specification     super fast rectifiers           mur1020d-mur1060d       w055                                                                             www.gmicroelec.com   rev.a                                                                                               2  typical characteristics   @ ta=25   unless otherwise specified                                                                         

                                                                 production specification     super fast rectifiers           mur1020d-mur1060d       w055                                                                             www.gmicroelec.com   rev.a                                                                                               3  package outline  plastic surface mounted package   to-252                                       soldering footprint                                               unit:mm          to-252  a 4.95 5.59  b 5.40 6.63  c 6.05 7.10  d 2.20 2.40  e 0.40 0.61  f 8.80 10.60  g 5.35 typ.  h 1.98 2.59  i 0.50 0.90  j 0.50 1.20  k 0.45 0.89  all dimensions in mm  6.40 6.80 2.70 1.80 1.50 2.30 2.30 a c b d g h k f i j e

                                                                 production specification     super fast rectifiers           mur1020d-mur1060d       w055                                                                             www.gmicroelec.com   rev.a                                                                                               4  package  information            device package shipping  mur1020d-mur1060d to-252  80pcs/tube  2500pcs/tape&reel
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