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		  Datasheet File OCR Text:


		  api technologies ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? eis.apitech.com api technologies spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 pms 279 neg. black neg. surface mount low pass filters ssm & rsm series pi insertion loss 3000 typical smt applications 80 70 60 50 40 30 20 10 0 0.01 0.1 1 10 100 1000 frequency (mhz) insertion loss (db) 90 100 * see note 4000 pf 2500 pf 1 500 pf 1000 pf 820 pf 4 70 pf 130 pf 100 pf 6 8pf 3000 shielded or partition applications 80 70 60 50 40 30 20 10 0 0.01 0.1 1 10 100 1000 frequency (mhz) insertion loss (db) 90 100 * see note 4000 pf 2500 pf 1500 pf 1000 pf 820 pf 470 pf 135 pf 100 pf 6 8pf note: insertion loss shown for the following ssm  values* only: 101z 501p 202p *additional il charts available by request. output input ground pi working voltage . . . . . . . . . 100 vdc test voltage . . . . . . . . . . . . 250 vdc current . . . . . . . . . . . . . . . max. 10 amps insulation resistance . . . . . . . . . . . . . . min. 10 4 m? terminations . . . . . . . . . . . . silver ni-tin plated soldering conditions . . . . . . . . . . . . . max. 250c -5 sec. marking. . . . . . . . . . . . . . . none packaging. . . . . . . . . . . . . . bulk or tape and reel ssm * capacitance values for insertion loss curves are displayed left to right in the order shown. note: insertion loss shown for the following rsm  values only: 152p 402z working voltage . . . . . . . . . 100 vdc test voltage . . . . . . . . . . . . 250 vdc current . . . . . . . . . . . . . . . max. 10 amps insulation resistance . . . . . . . . . . . . . . min. 10 4 m? terminations . . . . . . . . . . . . silver ni-tin plated soldering conditions . . . . . . . . . . . . . max. 250c -5 sec. marking. . . . . . . . . . . . . . . none packaging. . . . . . . . . . . . . . bulk or tape and reel rsm .026  .014 (0.65  0.35) electrodes .083  .004 (2.1  0.1) .02 (0.5) min. .113 (2.87) .315 (8.0) max. .026  .014 (0.65  0.35) .02 (0.5) min. .02r max. (0.5) (4 plcs) ssm 0.232  (5.90)   0.26 .020  (.500) min. .012/.040  (0.3/1.0) .113  (2.58) .014  (.35) 0.020  (.500)  min. .012/.040  (0.3/1.0) .083.004 (2.1  1.0) .315   ( 8.00 )  max. ni/sn over ag plated tube dimensions in inches  (mm) rsm output input ground pi sm12 dimensions in inches (mm)

 api technologies ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? eis.apitech.com api technologies spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 sm13 surface mount low pass filters ssm & rsm series  .630 (16.0)  .069 (1.75)  .295 (7.50)  .157 (4.00)  .079 (2.00)  .059 (1.50)  .315 (8.00)  .098 (2.50)  .013 (0.33)  .157 (4.00)  .059 (1.50) ssm 1- 101z - 05 t1 style ssm (square) rsm (round) capacitance circuit configuration 1- pi current rating 05 - 5 amps  10 - 10 amps packaging t - tape and reel packaging b - bulk packaging code 101z 501p 152p 202p 402e 402z value 100 pf 500 pf 1500 pf 2000 pf 4000 pf 4000 pf tolerance +80/-20% +100/-0% +100/-0% +100/-0% 25 +80/-20% ssm & rsm ordering information example: ssm1-101z-05t tape and reel 1 - 1,000 pieces 6 - 6,000 pieces note: tape and reel  packaging -  1,000 pieces   (7") and 6,000  pieces (13")  also available through apis authorized  distributors.  also available through apis authorized  european distributors/agents.  ssm1-152p-05-t1   ssm/rsm tape and reel packaging .102 (2.6) .093 (2.36) min. .043 (1.1) .043 (1.1) ssm recommended board pattern dimensions in inches  (mm)
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