

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						7FMC2S4			SB101			AQW210TS			C226M			TC9310N			LC16NA			SB101			47N60			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				F16048 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 






			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		   product datasheet linnea series last update 25/1/2018 details product number F16048_linnea-up family linnea type lens color clear diameter  mm height  mm style rectang optic material pc holder material fastening clips status sample approved rohs compliant yes date updated 25/01/2018 optical properties   viewing light effi-     led angle beam ciency cd/lm connector tridino 1ft 1100lm xxxhe 1r hv asymmetric deg wide-area... 79 % 0.320  - xp-e asymmetric deg wide-area... 76 % 0.300  - nf2x757g asymmetric deg wide-area... 77 % 0.320  - prevaled linear slim 3 (1100lm) asymmetric deg wide-area... 74 % 0.270  - duris s5 (2 chip) asymmetric deg wide-area... 75 % 0.270  - prevaled linear slim 3 (2000lm) asymmetric deg wide-area... 74 % 0.270  - duris s5 (single chip) asymmetric deg wide-area... 76 % 0.280  - fortimo led strip 1ft 1100lm fc hv4 & lv4 asymmetric deg wide-area... 73 % 0.250  - fortimo led strip 1ft 650lm fc hv4 & lv4 asymmetric deg wide-area... 73 % 0.240  - lt-s282h asymmetric deg wide-area... 77 % 0.320  - lt-q282b asymmetric deg wide-area... 77 % 0.310  - lt-h282c asymmetric deg wide-area... 77 % 0.310  - lt-v282e asymmetric deg wide-area... 77 % 0.320  - sunlike 3030 asymmetric deg wide-area... 76 % 0.280  - lle g4 24x280mm 650lm asymmetric deg wide-area... 75 % 0.270  - lle g4 24x280mm 2000lm adv asymmetric deg wide-area... 75 % 0.260  - lle g4 24x280mm 1250lm asymmetric deg wide-area... 75 % 0.270  - january 31st 2018 10:23 copyright ledil oy - subject to change without prior notice - page 1/1  ledil oy  salorankatu 10  24240 salo, finland  http://www.ledil.com  email: ledil@ledil.com  fax: +358-2-733 8001  a h b g d ec fb ga h 3 3 2 2 4 4 1 1 tolerances if not otherwise shownaccording to din iso 2768-1 linear measures: up to 30mm class  m, otherwise class c. according to din iso 2768-2 form and position: class l scale   1:1 weight 36,13 g sheet 1/2 size a3 drawing title linnea-up mechanical drawing part number F16048 ledil oysalorankatu 10 fin 24240 salo finland first angle projectionthis drawing is the property of ledil oy. it may not be reproduced, copied or communicated without a written agreement with ledil oy. tolerances if not otherwise shownaccording to din iso 2768-1 linear measures: up to 30mm class f, otherwise class m. according to din iso 2768-2 form and position: class k control for spc marked dimensions. part no material F16048_linnea-up polycarbonate 1.1 2.7 front view scale:  2:1 pcb max width: 24mmpcb thickness: 1,6mm snap on for1mm plate 285.1 281,5mm effective length 10.33 left view scale:  1:1 b b 117 107 16.56 180 132 71.2 20 95.2 40 9.6 9.19 auxiliary view a scale:  1:1 end area c section view b-b scale:  2:1 end area max heightfor components end area max width typical max heightfor components 4.95 4.56 18.1 detail c scale:  4:1 dimensions measuredfrom outer edge in (auxiliary view a)  a h b g d ec fb ga h 3 3 2 2 4 4 1 1 scale 1:2 weight sheet 2/2 size a3 drawing title linnea sheetmetal cut out part number - ledil oysalorankatu 10 fin 24240 salo finland first angle projection:this drawing is the property of ledil oy. it may not be reproduced, copied or communicated without a written agreement with ledil oy. 3 3 34 131 179 21 21 282 min. 33 3 17
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