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		  Datasheet File OCR Text:


		  page 1 of 2   www.durakoolrelays.com   sales department tel: (888) 847-6552 da30-p736 custom power relay contacts contact number & arrangement spst-no (1 form x) contact material agni 90/10 max. switching voltage ac/dc 400vac / 125vdc max. switching power 7500va min. switching current / voltage 10ma/10vdc rated load ac1 32a, 277vac (carry); 30a, 250vac (switched) dc1 30a / 30vdc (switched) initial resistance max: 50m?, typical: 5m? coil rated voltage dc 12vdc operating range of supply voltage see coil table 1  rated power consumption dc 1.3w insulation insulation resistance  1000m? at 500vdc, 50%rh dielectric strength coil to contact >4000vrms, 1min coil to contact, creepage and clearance >8mm between open contacts 2500vrms, 1min; contact gap: >6mm (2 x >3mm) open contacts, creepage distance  >8mm general data operating time (max) ms  10ms (excluding bounce time) release time (max) ms  12ms electrical life ops  1 x 10 5 mechanical life ops  1 x 10 7 dimensions l x w x h 42 x 35.5 x 35.5mm (see fig 1) weight 73g ambient temperature storage -40 to 105c operating -40 to 95c shock resistance 20g / 11ms vibration resistance da 1.5mm 10-55hz / 20g ? power relay with pcb option ? up to 30a rating (switched), 32a (carry) ? compact form factor ? high isolation with > 6mm contact gap ? rohs compliant ref: da30 - p736 071911jhm specifcations are subject to change without notice. e&oe.

 da30-p736 custom power relay ref: da30-p736 071911jhm coil data (dc coil) table 1 coil voltage code nominal voltage  (vdc) coil resistance (?)  10% coil current ma coil operating range (at 20c) vdc min. max. 1012 12 90 133 9.6 13.2 operating relays below or above the nominal voltage may prove detrimental to overall performance. page 2 of 2   www.durakoolrelays.com   sales department tel: (888) 847-6552 overall dimensions fig. 1 specifcations are subject to change without notice. e&oe. ordering codes type contact material contact            arrangement cover protection  and mounting coil code d a 3 0 - 2 0 2 1 - 2 5 - 1 0 1 2 - p736 contact material see table 1  20 - agni 90/10 contact arrangement 21 - spst-no (1n/o) (1 form x) cover protection category and connection  25 - - - in cover, ip40, pcb terminals special options p736 improved isolation wiring diagram (bottom view) dimensions in mm (bottom view)
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