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		  Datasheet File OCR Text:


		  technical data sheet    hvr200   rigth angle plug   h2s204-02-000b1-y       rosenberger hochfrequenztechnik gmbh & co. kg   p.o.box 1260       d-84526 tittmoning       germany  www.rosenberger.de   tel.    : +49 8684 18-0   email : info@rosenberger.de   page    1 / 3     rf_35/09.14/6.2  dieses dokument ist urheberrechtlich geschtzt    this document is protected by copyright    rosenberger hochfrequenztechnik gmbh & co. kg         all dimensions are in mm; tolerances according to iso 2768 m-h      interface  according to  rn_081-01      documents  assembly instruction  ma_hv0017  panel piercing  mb_488      material and plating  connector parts  material    plating/colour  housing alsi12  seal silicon  red  centre contact  copper    ag, min. 3 m  outer contact  brass    ag, min. 0.5 m  insulator1 pa10  black  insulator2 pbt-gf10  black  insulator3 pbt-gf30  black  insulator4 pbt-gf30  black  insulator5 pbt-gf30  black  insulator6 pa10  black  insulator7 pa10  black  

 technical data sheet    hvr200   rigth angle plug   h2s204-02-000b1-y       rosenberger hochfrequenztechnik gmbh & co. kg   p.o.box 1260       d-84526 tittmoning       germany  www.rosenberger.de   tel.    : +49 8684 18-0   email : info@rosenberger.de   page    2 / 3     rf_35/09.14/6.2  dieses dokument ist urheberrechtlich geschtzt    this document is protected by copyright    rosenberger hochfrequenztechnik gmbh & co. kg   electrical data  insulation resistance    200 m ?   contact resistance (current)  < 0.78 m ?   contact resistance (emv)    10 m ?   test voltage  2700 vdc  working voltage  750 vdc  emi (shielding effectiveness)  70 db (10 khz - 5 mhz), < 10 m ? /m    65 db (5 mhz - 500 mhz), < 50 m ? /m  high voltage interlock (hvil)  yes    power pins min. 1mm advanced      mechanical data  mating cycles    50  coding efficiency  300 n  cable connection angle  180  locking torque bus bar  6.0  0.5 nm  locking torque socket  9.0  0.5 nm  ip class (mated)  ip6k9k, ipx8, ipxxd  ip class (unmated)  ipxxb  vibration class  lv215 pg17-ii    (random: din en 60068-2-64)    (sinus: din en 60068-2-6)    (shock: din en 60068-2-27)        environmental data  temperature range  -40c to +140c  rohs compliant      application  applicable e.g. for following connectors:  h2k101-w2a016xx-y; h2k101-w2a025xx-y;      h2k101-w2a035xx-y      packing  standard  2 pcs per box  weight 165 g/pce     

 technical data sheet    hvr200   rigth angle plug   h2s204-02-000b1-y       rosenberger hochfrequenztechnik gmbh & co. kg   p.o.box 1260       d-84526 tittmoning       germany  www.rosenberger.de   tel.    : +49 8684 18-0   email : info@rosenberger.de   page    3 / 3     rf_35/09.14/6.2  dieses dokument ist urheberrechtlich geschtzt    this document is protected by copyright    rosenberger hochfrequenztechnik gmbh & co. kg   coding    coding plug  part-number  a    h2s204-02-000b1-a  b    h2s204-02-000b1-b  c    h2s204-02-000b1-c  z    H2S204-02-000B1-Z      draft  date  approved  date    rev.  engineering change number  name  date  s. obermaier  18.03.13  d. bossenmaier  03.06.15    600  15-0606  r. hochheim  03.06.15  while the information has been carefully compiled to the best of  our knowledge, nothing is int ended as representation or warran ty on our part and no statement herein shall be construed as recommendati on to infringe existing patents. in the effort to improve ou r products, we reserve the right to  make changes judged to be necessary. 
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