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		  Datasheet File OCR Text:


		  led array data sheet la110b/gxgg-pf      ligitek electronics co.,ltd. property of ligitek only lead-free parts pb a la110b/gxgg-pf - 2014 23 - sep.  doc. no    :    qw0905- rev.           :     date            : l dcc 

 +      - note : 1.all dimension are in millimeter tolerance is          part no. la110b/gxgg-pf      ligitek electronics co.,ltd. property of ligitek only page 1/6 +    - 2.54typ 4.95            ?                         

 viewing  angle 2         ?   ?                                                                                

 574 572 9 3/6  part no. la110b/gxgg-pf 12 8.0 a9 572 570 8 luminous intensity(mcd) at 10 ma max. 30 20 min. 20 12 g chip a10 a11 group    brightness code for  standard  led  lamps max. 568 min. 566 wave length(nm) at 10 ma   g chip 6 group    color  code  7568570 a123045 page      ligitek electronics co.,ltd. property of ligitek only a134565

 fig.3 forward voltage vs. temperature fig.5 relative intensity vs. wavelength ambient temperature(                                                                                                                                                                                                                     

 dip soldering  preheat: 120                                                            

 solderability test solder resistance  test  this test intended to determine the   thermal characteristic resistance   of the device to sudden exposures  at extreme changes in temperature  when soldering the lead wire.  this test intended to see soldering well   performed or not.   1.t.sol=245                                                                                                     




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of LA110B-GXGG-PF 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























