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		  Datasheet File OCR Text:


		  1 tools and harnessing machines versatile, fully automatic harnessing machine for termination of rast connectors in insulation displacement technology, for flexible harness configurations state: active approvals: of 3  97 varicon 7000-rd 01/2018  ps q k u a r l a i m t y e n e c m a t r i i o f n n d o e c l e a d f n a o b i r t i a c c a i f c i i t o r n e c

 2 range of application pole number all aailable pitc  mm tate of deliery of connectors in cain processable conductor discrete conductor features pplication ery ig olume production troe capacity ca  crimp contacts cope of functions and deliery - highly efficient connector loading - 2 different rast systems loadable in parallel (* 1 of the 5 listed feeder modules included, additional ones optional) - detaching of connectors and cutting of rast keyings - efficient cable loading - 12 cable barrels mountable in parallel - 4 different cables loadable in parallel (different types, sections, colors) - flexible cable processing - 1-to-n (u-type) and 1-to-1 (z-type) harnesses - crossed cables, bridged contacts and varying pitches in one harness - multiple cable lengths in one harness (min. 200 mm, max. 2500 mm) - precise idt termination - quality assurance - mechanical testing units including rast keying and cable position tests - electrical testing units, including continuity, high-voltage/short-circuit tests - distruction of reject parts (individually or sequentially) - finishing - cable bending unit for rast 2.5 power plus? and rast 5 - produced harnesses hanging straight or in loop for manual unloading - especially short changeover times ptions - additional loading modules dimensions and supply data dimensions (    d)  mm   mm   mm eigt ca  g lectrical supply      ompressed air supply  bar ompressed air consumption  m of   97 varicon 7000-rd 01/2018 

 3 designation pole number pu (pieces) mdq (pieces) rn rd  of   97 varicon 7000-rd 01/2018
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