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		  Datasheet File OCR Text:


		  zettler electronics gmbh                                                                                                        fax  +49 89 800 97 200           www.zettlerelectronics.com office@zettlerelectronics.com  0       97 800 89 +49 te l.     germany                    puchheim,  d-82178  junkersstrasse 3,  2003-06-30 az830 4 pole 4 pole polarized  miniature dip relay features ? single side stable and two coil bistable versions ? high sensitivity, 90 mw pickup ? low profile dip package ? dc coils to 48 vdc ? life expectancy to 100 million operations ? meets fcc part 68.302 1500 v lightning surge ? meets fcc part 68.304 1000 v dielectric ? epoxy sealed  ? ul file e43203; csa file 73363 contacts arrangement 4pdt (4 form c) bifurcated crossbar contacts ratings resistive load: max. switched power: 60 w or 60 va max. switched current: 2 a max. switched voltage: 220 vdc or 250 vac rated load ul 1 a at 30 vdc 0.5 a at 120 vac material silver palladium, gold clad  resistance < 50 milliohms initially general data life expectancy minimum operations mechanical 1 x 10 8 electrical 5 x 10 5 at 2 a, 30 vdc 2 x 10 5 at 0.5 a, 120 vac operate time (typical) 3 ms at nominal coil voltage release time (typical) 2 ms at nominal coil voltage (with no coil suppression) capacitance contact to contact: 1.0 pf contact set to contact: 1.7 pf contact to coil: 2.0 pf bounce (typical) at 10 ma contact current 0.3 ms at operate  0.3 ms at release dielectric strength 1500 vrms contact to coil (at sea level) 1500 vrms between contact sets 1000 vrms across contacts 250 vrms coil to coil (dual coil) 1500 vrms surge contact to coil 1500 vrms surge contact set to contact set meets fcc part 68.302 lightning surge meets fcc part 68.304 v dielectric insulation resistance 1000?megohms?min.?at?20c,?500?vdc, 50% rh dropout greater than 10% of nominal coil voltage ambient temperature at nominal coil voltage operating standard:?-40c?(-40f)?to?70c?(158f) sensitive:?-40c?(-40f)?to?80c?(176f) storage both:?-40c?(-40f)?to?110c?(230f) vibration 0.062"?(1.5?mm)??da?at?10C55?hz shock 30 g enclosure p. b . t.   p o l y e s t e r terminals tinned copper alloy, p.c. max. solder temp. 260c?(500f) max. solder time 5 seconds max. solvent temp. 80c?(176f) max. immersion time 30 seconds weight 6.5 grams coil (polarized) power at pickup voltage standard coil: 200 mw, single side stable (typical) 180 mw, bistable (latching) two coil sensitive coil: 100 mw, single side stable 90 mw, bistable (latching) two coil max. continuous 1.27?w?at?20c?(68f)?ambient dissipation 0.99?w?at?40c?(104f)?ambient temperature rise standard:?34c?(61f)?at?nominal?coil?voltage sensitive:?17c?(31f)?at?nominal?coil?voltage temperature max.?110c?(230f) notes 1. all?values?at?20c?(68f). 2. relay?may?pull?in?with?less?than?must?operate?value. 3. relay has fixed coil polarity. 4. relay adjustment may be affected if undue pressure is exerted  on relay case. 5. for?complete?isolation?between?the?relays?magnetic?fields,?it?is recommended that a .197" (5.0 mm) space be provided between adjacent relays. 6. specifications subject to change without notice. discontinued!

 2003-06-30 zettler electronics gmbh                                                                                                        fax  +49 89 800 97 200           www.zettlerelectronics.com office@zettlerelectronics.com  0       97 800 89 +49 te l.     germany                    puchheim,  d-82178  junkersstrasse 3,  az830 4 pole relay ordering data standard relays: single side stable coil specifications nominal coil max. continuous coil resistance must operate order number vdc vdc ohm??10% vdc 5962.53.5az830C4cC5dea 610904.2az830C4cC6dea 9162036.3az830C4cC9dea 12 21 360 8.4 az830C4cC12dea 24 43 1,440 16.8 az830C4cC24dea 48 86 5,760 33.6 az830C4cC48dea sensitive relays: single side stable 5121253.5az830C4cC5dsea 6151804.2az830C4cC6dsea 9234056.3az830C4cC9dsea 12 30 720 8.4 az830C4cC12dsea 24 60 2,880 16.8 az830C4cC24dsea 48 120 11,520 33.6 az830C4cC48dsea standard relays: bistable (latching) two coil coil specifications nominal?coil max.?continuous coil?resistance??10% must?operate order number vdc vdc coil i coil ii vdc 5969693.5az830p2C4cC5dea 6101001004.2az830p2C4cC6dea 12 21 400 400 8.4 az830p2C4cC12dea 24 43 1,600 1,600 16.8 az830p2C4cC24dea 48 86 6,400 6,400 33.6 az830p2C4cC48dea sensitive relays: bistable (latching) two coil 5101391393.5az830p2C4cC5dsea 6132002004.2az830p2C4cC6dsea 12 26 800 800 8.4 az830p2C4cC12dsea 24 52 3,200 3,200 16.8 az830p2C4cC24dse 48 104 12,800 12,800 33.6 az830p2C4cC48dsea mechanical data wiring diagram viewed toward terminals pc board layout viewed toward terminals 468 13 2 1 11 9 + C C + C 753 10 12 14 single side stable watch for polarity bistable (latching) two coil watch for polarity diagrams  show  the   reset  position  before  energized  with  polarity as shown set     rst     com set     rst     com com      rst    set com      rst    set set coil reset coil 15 16 468 13 1 11 9 + C 753 10 12 14 n.o.    n.c.    com com      n.c.    n.o. com      n.c.    n.o. 16 .019??.005 (0.48??0.13) typ .010??.005 (0.25??0.13) typ .200 (5.08) .200 (5.08) .100 (2.54) .200 (5.08) .200 (5.08) .200 (5.08) .300 (7.62) .200 (5.08) .130 (3.30) .390 (9.90) 1.39 (35.24) .044 (1.11) ref .044 (1.11) ref .390 (9.90) .300 (7.62) .300 (7.62) .03 dia (0.8) (16 holes) * *used on two coil versions only tw o   c o i l   ve r s i o n s   o n l y notch on  top side (+) (-) maximum switching capacity .1 .2 .3 .4 .5 .6 .7 .8 .9 1.0 2.0 3.0 4.0 5.0 6.0 7.0 8.0 9.0 10.0 voltage ac resistive  load dc resistive load dimensions?in?inches?with?metric?equivalents?in?parentheses.?tolerance:???.010" discontinued!
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