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		  Datasheet File OCR Text:


		  1 confguration ?   connector 1: 10-32 male ?   connector 2: bnc male ?   cable  type: rg316 . electrical specifcations   description   minimum   t ypical   maximum   units   frequency range   dc     2    ghz   vswr       1.4:1    velocity of propagation     69      %   capacitance     29.4 [96.46]     pf/ft [pf/m]   dc resistance inner conductor     8.41 [27.59]     ?/1000ft [?/km]   operating voltage (ac)       335   v rms   jacket spark       2,000   v rms   .     specifcations by frequency   description   f1   f2   f3   f4   f5   units   frequency   0.05   0.1   0.25   0.5   2   ghz   insertion loss  (max.)   0.27   0.31   0.35   0.4   0.62   db   insertion loss  (typ.)   0.275   0.31   0.36   0.438   0.68   db   vswr  (max.)   1.4:1   1.4:1   1.4:1   1.4:1   1.4:1     return loss  (max.)   15.56   15.563   15.563   15.563   15.563   db   .       mechanical specifcations cable assembly   length*   12 in [304.8 mm] diameter   0.57 in [14.48 mm] . cable cable type   rg316 impedance   50 ohms click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   10-32 male to bnc male cable 12 inch length using rg316 coax, lf solder, rohs   PE3C3424LF-12 PE3C3424LF-12  rev 1.0 10-32 male to bnc male cable 12 inch length  using rg316 coax, lf solder, rohs rf cable assemblies technical data sheet PE3C3424LF-12   

 2 inner conductor type   stranded inner conductor material and plating   copper clad steel, silver dielectric type   ptfe number of shields   1 shield layer 1   silver plated copper braid jacket material   fep , tan jacket diameter   0.102 in  [2.59 mm] . connectors   description   connector 1   connector 2   type   10-32 male   bnc male   specifcation     mil-std-348a   impedance   50 ohms   50 ohms   contact material and plating   brass, gold   brass, gold   contact plating specifcation   30 in minimum   50 in. minimum   dielectric type   ptfe   t efon   body material and plating   brass, nickel   brass, nickel   body plating specifcation   100 in minimum   100 in. minimum   coupling nut material and plating   brass, nickel   brass, nickel   coupling nut plating specifcation   100 in minimum   100 in. minimum   hex size   1/4 inch       .      mechanical specifcation notes: *all cable assemblies have a length tolerance of 1.5% or  3/8, whichever is greater. environmental specifcations temperature operating range   -55 to +125 deg c compliance certifcations   (see product page  for current document)   plotted and other data notes:   ?   values at 25c, sea level. PE3C3424LF-12  rev 1.0 click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   10-32 male to bnc male cable 12 inch length using rg316 coax, lf solder, rohs   PE3C3424LF-12 rf cable assemblies technical data sheet PE3C3424LF-12 10-32 male to bnc male cable 12 inch length  using rg316 coax, lf solder, rohs   

 3 how to order part number confguration:   pe3c3424lf   -   xx     uu                      |            |          |                  unit of measure:   |            |                              cm = centimeters   |            |                                     = inches                |                                   length                                                                                      |                                                            base number example:    PE3C3424LF-12 = 12 inches long cable   pe3c3424lf-100cm = 100 cm long cable 10-32 male to bnc male cable 12 inch length using rg316 coax, lf solder, rohs from pasternack enterprises has  same day shipment for domestic and international orders. our rf, microwave and millimeter wave products maintain a  99.4% availability and are part of the broadest selection in the industry. click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   10-32 male to bnc male cable 12 inch length using rg316 coax, lf solder, rohs   PE3C3424LF-12 url:  https://www.pasternack.com/10-32-male-bnc-male-rg316u-cable-assembly-PE3C3424LF-12-p.aspx       PE3C3424LF-12  rev 1.0 rf cable assemblies technical data sheet 10-32 male to bnc male cable 12 inch length  using rg316 coax, lf solder, rohs PE3C3424LF-12   

 4 PE3C3424LF-12  rev 1.0 10-32 male to bnc male cable 12 inch length using rg316 coax, lf solder, rohs PE3C3424LF-12  cad drawing  
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