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		  Datasheet File OCR Text:


		  1EZ110D5  thru   1ez330d5 1.0 w silicon  zener diodes   110 to 330 volts features ?  zener vol tage 110v to 3 30v ?  silicon planar power zener diodes ?  low profile package ?  glass passivated junction maximum ratings symbol value units peak pulse power  dissipation on t a =50 o c  (1) derate above 50 o c p d 1.0 6.67 w mw/ o c junction temperature t j 150 o c storage temperature range t stg -55 to 150 o c electrical characteristics @ 25  c unless otherwise specified symbol value unit peak forward surge current  (2) i fsm 10 a maximum forward voltage @i f =200ma v f 1.2 v note: (1) mounted on 5.0mm2 (.013mm thick) land areas. (2) measured on 8.0ms, single half sine- wave or equivalent s q uare wave, dut y  c y cle=4  p ulses  p er minute maximum. mechanical  data ?  marking : cathode band and type number. ?  weight: 0.012 ounce, 0.34 gram do-41 a b c d d cathode m a rk min max min max a 0.160 0.205 4.10 5.20 b 0.080 0.107 2.00 2.70 diameter c 0.028 0.034 0.71 0.86 diameter d 1.000 ----- 25.40 ----- dimensions dim inches mm note 	
 omponents 20736 marilla street chatsworth 
 	
 
   

 www. mccsemi .com revision: a   2 0 1 6 /10/19 1 of 4 ? lead free finish/rohs compliant (note3)  ("p"suffix designates compliant.  see ordering information) (3) high temperature solder exemption applied, see eu directive annex 7. micro commercial components  m c c r ? halogen free available upon request by adding suffix "-hf"  epoxy meets ul 94 v-0 flammability rating  moisture sensitivity level 1

 zener voltage  @test current   (1,2) maximum zener impedance  (3) leakage current  v z i zt z zt z zk i zk i r v r mcc part  number v ma ohms ohms ma a v 1EZ110D5 110 2.3 450 4000 0.25 0.1 83.6 1ez120d5 120 2.0 550 4500 0.25 0.1 91.2 1ez130d5 130 1.9 700 5000 0.25 0.1 98.8 1ez140d5 140 1.8 900 5500 0.25 0.1 106.4 1ez150d5 150 1.7 1000 6000 0.25 0.1 114.0 1ez160d5 160 1.6 1100 6500 0.25 0.1 121.6 1ez170d5 170 1.5 1150 6800 0.25 0.1 129.2 1ez180d5 180 1.4 1200 7000 0.25 0.1 136.8 1ez190d5 190 1.3 1350 7500 0.25 0.1 144.4 1ez200d5 200 1.2 1900 9990 0.25 0.1 152.0 note: (1) specials available include: a: nominal zener voltages between the voltages shown and tighter voltage tolerances. b: matched sets. (2) zener voltage (v z ) measurement. guarantess the zener voltage when measured at 90 seconds while  maintaining the lead temperature (t l ) at 30 o c + or - 1 o c, from the diode body. (3) zener impedance (z z ) derivation. the zener impedance is derived from the 60 cycle ac voltage, which results when an ac current having an rms value equal to 10% of the dc zener  current (i zt  or i zk ) is superimposed on i zt  or i zk . www. mccsemi .com 1EZ110D5 thru 1ez330d5 revision: a 2 0 1 6 /10/19 2 of 4 1ez220d5 220 1.0 1600 8000 0.25 0.1 167.2 1ez240d5 240 0.9 1800 8500 0.25 0.1 182.4 1ez250d5 250 0.9 2000 9000 0.25 0.1 190.0 1ez270d5 270 0.8 2100 9000 0.25 0.1 205.0 1ez300d5 300 0.8 2300 9500 0.25 0.1 228.0 1ez330d5 330 0.7 2500 9500 0.25 0.1 250.2 micro commercial components  m c c r

 www. mccsemi .com 1000 500 200 100 50 20 10 5.0 2.0 1.0 0.1 0.2 0.5 1.0 2.0 5.0 10 20 50 100 47v 27v 0.8v tj = 25 i z (ms) = 0.1i z (dc) f = 60hz iz, zener current (ma ) fig.  2-effect  of  zener  current  on  zene r   i mpedance zz, dynamic impedance (ohms) revision: a        2 0 1 6 /10/19  3 of 4 1.25 1.0 0.75 0.50 0.25 0 0 20 40 fig. 1-power temperature derating curve p d , maximum power dissipation (watts) 60   80  100  120  140  160  180  200   ambient temperature micro commercial components  m c c r ( =   'wkux(='

 revision: a         2016/10/19 www. mccsemi .com 4 of 4       micro commercial components  m c c r mi cro commer cia l components c orp.  reserve s  the  right to    make changes without fur ther notice to any product her ein to  make c orrections, modifications , enhancement s , improvem   ents , or other cha nges .  mi cro commer ci al  components  co rp .  does not  assume any  li ability arising out  of the applic   ation or u se of  any product de scribed her ei n; neither does i t   convey any licens e under i ts patent rights ,no r the ri ghts of ot   hers . the  user of product s in  such applications  shall assume all  risks  of su ch use and will agree to hold  mi cro commercial c   omponents cor p .  and all the companies whose products are  represented on our  w ebs ite, harml ess aga inst a ll  damages.     d e vic e   p ac k ing   p a rt  n u m b er- t p   t a p e & ree l :   5 k p cs / re el   par t   n u m b e r-ap  a m m o   pa cking:  5 k p cs / a mmo box  par t   n u m b e r-bp b ulk: 50kpcs / c a rto n   o r de r ing  inf or mation : ***important notice***   ***l ife s   upport***  mcc's products are not authorized f or us e as critical compone n   ts in life su ppo rt devices or s yste ms with out the express written  approval  of micro commerc i   al components corporation.   ***customer    awareness***  count erfeiting of semi conductor parts is a growing problem in the industry. micro commerci al  components (mcc) is taking  strong measures to p rotect ourselves and our custome rs  from the pr oliferat ion of counterfeit parts. mcc strongly encourages  customers to purchas e mcc parts either directly from  mcc or from au thorized mcc  dis tri but ors who are  listed by coun try o n  our web pag e  cited  below. products  customers b uy  either fro m    m cc dire ctly or fro m  authorized mcc distribu tors are genuine  parts, have ful l tra ceability, meet mcc's quality standards for    hand ling an d storag e.  mcc will not provide any  warranty  co v erage or  ot her assistan ce for parts  bought fro m un   authorized so urces.  m cc is commi tted to  co mbat th is g loba l   pr oblem  and encourage our customer s to do their part in    stopp ing this practice b y bu ying direct o r from  authorized  distributors.   note : adding "-hf" suffix for halogen free,  eg.  part number-tp-hf
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