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		  Datasheet File OCR Text:


		  adle3800hd  3.5" sbc    intel? 3800 series soc processors   adl corporate:  4411 morena blvd. suite 101 | san diego, ca 92117-4345  t:   855.727.4200  f:   858.490.0599    sales@adl-usa.com    www.adl-usa.com   adl germany:  eiserfelder stra?e 316  | d-57080 siegen, germany  t:   +49 (0) 271.250.810.0   f:  +49 (0) 271.250.810.20   sales@adl-europe.com    www.adl-europe.com   the adle3800hd is based on intels first system-on-chip  (soc) e3800 atom product family which is built using intels  22nm 3d tri-gate process. it offers vastly superior compute  performance and energy efficiency and intels 7th generation  graphics engine for stunning graphics performance. improved  power management capabilities result in standby power  measured in milliwatts with days of standby time.  the adle3800hd graphics engine is capable of decoding  10 or more streams of 1080p video, has integrated hardware  acceleration for video decode of h.264, mvc, vpg8, vc1/ wmv9 and others standards. it also supports directx 11,  open gl 4.0, full hd video playback and a maximum  resolution of 2560 x 1600 @ 60hz and dual-display support. the adle3800hd is ideal for rugged, extended temperature  embedded systems with a thermal junction temperature  features ?  intel? e3800 series soc  processors; dc/quad ?  up to 8 gb ddr3l-1333; 1.35v  sodimm204 socket ?  cpu tdp 8w to 10w ?  2x sata 3 gb/s ?  3x 10/100/1000 mbit ethernet  lan port; intel i210;   2x rj45, 1x pin connector ?  8x usb 2.0 total: 4x standard  usb connector, 4x pin connector ?  i-pex connector for custom dvi/ hdmi/dp or 1x usb 3.0 cabling *data subject to change without notice. (tj) ranging from C40c to +85c. its well suited for extreme  environments such as industrial control and automation  and in-vehicle communication and infotainment systems for  commercial transportation systems. its superior graphics also  make it ideal for rugged mobile computing, digital signage  with secure content delivery, portable medical devices and  interactive kiosks, vending, atm and point-of-sale (pos)  terminals.  adlsst system sensor technology utility   the adlsst system sensor technology v2.0 utility brings    to the linux environment the same type of cpu health  monitor functions that have previously been readily available  only in the windows environment. click  here  to download    the drivers.       applications ?  industrial control and automation  ?  in-vehicle fleet communication ?  rugged mobile computing ?  digital signage ?  portable medical devices  ?  vending, atm and pos terminals ?  i-pex connector for custom dvi/ ?  dvi connector with analog vga ?  1x rs232 pin connector;  sch3114 controller ?  8 bit gpio; pca9535bs  controller via intel soc smbus ?  1x pcie x1 lane via 2x40pin  connector  ?  windows 7, windows 8, windows  10, linux compatible ?  4.0 x 5.8 (102mm 147mm)   3.5 sbc format ?  input power =  24vdc (range  21v-30v) description 

 adle3800hd  3.5"  sbc       intel? 3800 series soc processors   adl corporate:  4411 morena blvd. suite 101 | san diego, ca 92117-4345  t:   855.727.4200  f:   858.490.0599    sales@adl-usa.com    www.adl-usa.com   adl germany:  eiserfelder stra?e 316  | d-57080 siegen, germany  t:   +49 (0) 271.250.810.0   f:  +49 (0) 271.250.810.20   sales@adl-europe.com    www.adl-europe.com   item code part # description 3.5-inch board adle3800hd-e3845 294800 intel e3845; qc, 1.91 ghz, 2mb, 10w tdp adle3800hd-e3827 294802 intel e3827; dc, 1.75 ghz, 1mb, 8w  tdp memory 4gb ddr3l-1600 997600 ddr3l-1600mhz 4gb standard temperature 8gb ddr3l-1600 997601 ddr3l-1600mhz 8gb standard temperature 4gb ddr3l-1600-ex 997602 ddr3l-1600mhz 4gb extended temperature 8gb ddr3l-1600-ex 997604 ddr3l-1600mhz 8gb extended temperature options and accessories adl-et 290000 extended temp screen (-40o to +85o c) adle3800hd-ck 294880 standard cable kit for adle3800hd thermal solutions  ADLE3800HD-SPREADER 294864  chassis / bulkhead mount heat spreader for adle3800hd adl35-bbhs 294152 large heatsink for bench testing adl35-soset 294156 benchtop stand-off set for adl35-bbhs, m3, 6mm, 37mm *data subject to change without notice. ordering information
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