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		  jan.1.2017  copyright 2017 hirose electric co., ltd. all rights reserved.  1 1 2014.10 w subminiature coaxial switch 0.85 mm high, dc to 11 ghz ms-180 series ?5pqwjfx ?)fjhiu       ?8fjhiu h h tbwjohpgtqbdf mpxfsqsppmf mjhiufsxfjhiu space-saving design low profile -0.85mm protrusion above the board. small space-1.8mm x 1.8mm occupied board space. size comparison with the existing ms-156c  features  1.   low insertion loss 0.1 db max. up to 3.0 ghz (not mated with the plug). 0.2 db max. up to 6 ghz (not mated with the plug). 0.3 db max. up to 11 ghz (not mated with the plug).  2.   space-saving and low profile design 0.85mm high above the board. 1.8mm x 1.8mm occupied board space. 3.   performs over a wide frequency range  applicable frequencies range over a wide band,  from dc to 11 ghz.  4.     miniaturization of the non-implementable  area and set aperture hole  the external diameter of the plug tip is as narrow as   2.24mm, the non-implementable area and set  aperture hole can be minimized. 5.   automatic board placement  packaged on tape-and-reel the receptacles can be  placed with vacuum nozzles of the automatic  placement equipment. 6.   beryllium free, halogen free  chlorine, and bromine are not used in the receptacles.  * definition according to iec 61249-2-21.      br 900 ppm max., cl 900 ppm max., and br + cl 1500  ppm max.  overview  developed for inspection of high frequency circuits  used in portable terminals.verification of the circuit  performance is accomplished by simply inserting the  external plug in the board mounted receptacle.this  action re-directs the circuit from normal condition to  the plug side. removing the plug restores circuit to  its normal condition. the plug connector has been also downsized and  the diameter made slimmer than previous products,  to give the test tool layout a degree of freedom.  2 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  specifications  materials operating temperature range -40? to +85? rated power 2w frequency range dc to 11 ghz not mated with the plug dc to 8 ghz mated (ms-180-hrmj-3) v.s.w.r. 1.2 max. (dc to 3.0 ghz) 1.2 max. (dc to 3.0 ghz) 1.3 max. (3.0 ghz to 6.0 ghz) 1.3 max. (3.0 to 8.0 ghz)  1.4 max. (6.0 ghz to 11.0 ghz) insertion loss 0.1 db max. (dc to 3.0 ghz) 0.3 db max. (dc to 3.0 ghz) 0.2 db max. (3.0 ghz to 6.0 ghz) 0.5 db max. (3.0 ghz to 6.0 ghz) 0.3 db max. (6.0 ghz to 11.0 ghz) 0.6 db max. (6.0 ghz to 8.0 ghz) isolation 25 db min. (dc to 3.0 ghz) 20 db min. (3.0 ghz to 6.0 ghz) 12 db min. (6.0 ghz to 11.0 ghz) item speci cation conditions 1.  contact resistance 100m?max. 100ma max. 2.  insulation resistance 1000m?min. 100v dc 3.  withstanding voltage no  ashover or insulation breakdown 100 v ac / 1 minute 4. vibration no electrical discontinuity of 1 ? or more frequency: 10 to 55 hz, single amplitude of 0.75mm, 10 cycles in each of the 3 axis 5. shock no electrical discontinuity of 1 ? or more acceleration of 490m/s 2 , 11 ms duration, sine halfwave, 3 cycles in each of the 3 axis 6.   temperature  cycle contact resistance: 100 m?max. insulation resistance: 10 m?min. temperature : -55 ?    +15 ?   to +35 ?    +85 ?    +15? to +35? time: 30     2 to 3      30      2 to 3 minutes 100 cycles 7.   high temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 85 ? 8.   low temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at -55 ? 9.   humidity  (steady state) contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 40? ?  and humidity of 90 to 95% 10. durability contact resistance: 100 m?max. 100 cycles part material finish remarks shell brass partially gold plating --------- insulator lcp --------- ul94v-0 common terminal copper alloy partially gold plating --------- antenna terminal copper alloy partially gold plating ---------  3 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  typical data  normally closed(not mated with the plug)  normally open(mated with the plug) frequency[ghz]  frequency[ghz]  frequency[ghz]   4 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz 0.85 0.285 ?1.2 1.8 1.8 0.45  0.9  0.45 0.2 0.2   terminal   terminal bh"&-% bh"&-% eaj\               eaj\ cdibvizyl^i]i]zeaj\c#8 bvizyl^i]i]zeaj\c#d 0.3 1.1 1.6 2 0.7 1.9 1.06 0.44 0.44 0.3  1.94  2c 0.1 2c 0.2 0.25 1.3  1.9  0.25 1.1  1.6  1.39 0.25 0.25 20.3 20.8 2  1.35  20.275 20.275 0.3 0.3  1.89    terminal   terminal : this area must be free of conductive traces and resist field. /puf ~  1mfbtfbmxbztsfgmpxuifqspevduvtjohtqfdjgjfe1$#npvoujohq buufsoboenfubmnbtlejnfotjpot0uifsxjtf junbzdbvtftpmefsxjdljohboepsgmvyqfofusbujpobggfdujohu ifqspevduqfsgpsnbodf ~  %popuvtfiboetpmefsjohgpsnpvoujohpg.4%pjohtpdpvme sftvmujotpmefsboegmvyxjdljohupuifdpoubdu bsfbt  receptacle  circuit diagram  specified pcb mounting pattern and metalmask dimensions part no. hrs no. packaging ms-180 358-0265-7 15,000 pcs/reel ms-180(20)  358-0265-7 20 3,000 pcs/reel  5 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz &%hzx#bvm '+% ? '(% ''% '%% &-% &*% &%% *% izbezgvijgz +%hzx#id&'%hzx# +%hzx#id&*%hzx# i^bzhzx# )%hzx#bvm b recommended temperature profile b packaging specifications part no  . reel size packaging ms-180 380mm 15,000 pcs/reel ms-180(20) 180mm 3,000 pcs/reel gzzay^bzci^dch &( *%bvm g jcgzza^c\y^gzxi^dc &'#) &#(* &' *#* &#,* 8izgb^cva ' )  : 6izgb^cva 8izgb^cva 9 : 6izgb^cva jcgzza^c\y^gzxi^dc q  maximum temperature w  peak temperature time e  230? min. r  220? min. t  180? to 200? metal mask thickness reflow cycles : 0.1 mm : 2 cycles  : 260? : 10 sec. max. : 40 sec. max. : 60 sec. to 150 sec. : 60 sec. to 120 sec. using lead-free solder paste  6 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  test adaptors with sma connection  rigid body structure with mounting flange (designed for mass production testing) ? by using 6-10 n of force, this version will mate  vertically with the ms-180 receptacle. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-3 358-0318-1  10,000 cycles 14 8.6 2r10 2?2.6 1/4-36uns-2a ?2.24 ?5.4 11.75 22.65 1 32.15  floating version (designed for mass production use) ? the test adaptor will mate vertically with the  ms-180 receptacle.  please note the specified  stroke length. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-f5 358-0321-6  10,000 cycles - &) 'g&% ''#+ &$)"(+jch"'6 higd`zgvc\z '#') * '(#,* & ((#'* +#' -#* '&#,*"''#,*  7 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  plugs and plug assemblies   friction locking version (designed for prototype/manual evaluation use)  positive locking version (designed for prototype/manual evaluation use) ? the plugs locking system provides the retention  force needed between the plug and the ms-180  receptacle to manually test the application.    vertical mating required for testing.  ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered. ? the plug? locking system provides the positive  retention force needed between the plug and  the ms-180 receptacle to manually test the  application.  vertical mating required for testing. ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered.  part no. hrs no. durability  ms-180-040lp-h3 358-0319-4 500 cycles  part no. hrs no. durability  ms180lh3-hrmj-040v100 362-0224-9 01 500 cycles  part no. hrs no. durability  ms-180-088lp-h1 358-0269-8 500 cycles  part no. hrs no. durability  MS180LH1-HRMJ-088V100 362-0223-6 01 500 cycles 4.8 5.3 14.32 2 ?3.6 ?2.4 1.3 6.12 1/4-36uns-2a 100 ?2.5 5.8 4.27 ?2.3 ?8.4 6.2 1.1 22.1 1/4-36uns-2a 100  8 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz b precautions 1.   do not use the washing process. 2.  during the design phase of the device, please make sure that extra force will not be exerted onto this  connector in the event that it is dropped. 3.   this product is intended to be used for circuit inspection only. consult us if any other application  is considered. 4.   plugs can be roughly classified to two types.  for mass production line automatic check (press down type)  for manual check (with retentive lock) : unable to be used at production line. 5.   do not use hand soldering for mounting of ms-180.  doing so could result in solder and flux wicking to the contact areas. 6.   when using a heat gun, hot plate, or similar methods, limit the temperature to 260 ?  applied for 10 seconds  max. 7.   please always reflow the product using specified pcb mounting pattern and metalmask dimensions.  otherwise it may cause solder wicking and/or flux penetration affecting the product performance. 8.   please refrain from using the product in environments specifically affected  by dust, high humidity, gases, very  high temperatures and very low temperatures. 9. exercise caution as not to allow any debris to enter the board mounted ms-180 when cutting pcb. the characteristics and the specifications contained herein are for reference purpose.  please refer to the latest customer dra wings prior to use. the contents of this catalog are current as of date of 10/2014. contents are subject to change without notice for the purpose o f improvements. 2-6-3,nakagawa chuoh,tsuzuki-ku,yokohama-shi 224-8540,japan tel:  + 81-45-620-3526  fax:  + 81-45-591-3726 http://www.hirose.com http://www.hirose-connectors.com ?
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 jan.1.2017  copyright 2017 hirose electric co., ltd. all rights reserved.  1 1 2014.10 w subminiature coaxial switch 0.85 mm high, dc to 11 ghz ms-180 series ?5pqwjfx ?)fjhiu       ?8fjhiu h h tbwjohpgtqbdf mpxfsqsppmf mjhiufsxfjhiu space-saving design low profile -0.85mm protrusion above the board. small space-1.8mm x 1.8mm occupied board space. size comparison with the existing ms-156c  features  1.   low insertion loss 0.1 db max. up to 3.0 ghz (not mated with the plug). 0.2 db max. up to 6 ghz (not mated with the plug). 0.3 db max. up to 11 ghz (not mated with the plug).  2.   space-saving and low profile design 0.85mm high above the board. 1.8mm x 1.8mm occupied board space. 3.   performs over a wide frequency range  applicable frequencies range over a wide band,  from dc to 11 ghz.  4.     miniaturization of the non-implementable  area and set aperture hole  the external diameter of the plug tip is as narrow as   2.24mm, the non-implementable area and set  aperture hole can be minimized. 5.   automatic board placement  packaged on tape-and-reel the receptacles can be  placed with vacuum nozzles of the automatic  placement equipment. 6.   beryllium free, halogen free  chlorine, and bromine are not used in the receptacles.  * definition according to iec 61249-2-21.      br 900 ppm max., cl 900 ppm max., and br + cl 1500  ppm max.  overview  developed for inspection of high frequency circuits  used in portable terminals.verification of the circuit  performance is accomplished by simply inserting the  external plug in the board mounted receptacle.this  action re-directs the circuit from normal condition to  the plug side. removing the plug restores circuit to  its normal condition. the plug connector has been also downsized and  the diameter made slimmer than previous products,  to give the test tool layout a degree of freedom.  2 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  specifications  materials operating temperature range -40? to +85? rated power 2w frequency range dc to 11 ghz not mated with the plug dc to 8 ghz mated (ms-180-hrmj-3) v.s.w.r. 1.2 max. (dc to 3.0 ghz) 1.2 max. (dc to 3.0 ghz) 1.3 max. (3.0 ghz to 6.0 ghz) 1.3 max. (3.0 to 8.0 ghz)  1.4 max. (6.0 ghz to 11.0 ghz) insertion loss 0.1 db max. (dc to 3.0 ghz) 0.3 db max. (dc to 3.0 ghz) 0.2 db max. (3.0 ghz to 6.0 ghz) 0.5 db max. (3.0 ghz to 6.0 ghz) 0.3 db max. (6.0 ghz to 11.0 ghz) 0.6 db max. (6.0 ghz to 8.0 ghz) isolation 25 db min. (dc to 3.0 ghz) 20 db min. (3.0 ghz to 6.0 ghz) 12 db min. (6.0 ghz to 11.0 ghz) item speci cation conditions 1.  contact resistance 100m?max. 100ma max. 2.  insulation resistance 1000m?min. 100v dc 3.  withstanding voltage no  ashover or insulation breakdown 100 v ac / 1 minute 4. vibration no electrical discontinuity of 1 ? or more frequency: 10 to 55 hz, single amplitude of 0.75mm, 10 cycles in each of the 3 axis 5. shock no electrical discontinuity of 1 ? or more acceleration of 490m/s 2 , 11 ms duration, sine halfwave, 3 cycles in each of the 3 axis 6.   temperature  cycle contact resistance: 100 m?max. insulation resistance: 10 m?min. temperature : -55 ?    +15 ?   to +35 ?    +85 ?    +15? to +35? time: 30     2 to 3      30      2 to 3 minutes 100 cycles 7.   high temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 85 ? 8.   low temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at -55 ? 9.   humidity  (steady state) contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 40? ?  and humidity of 90 to 95% 10. durability contact resistance: 100 m?max. 100 cycles part material finish remarks shell brass partially gold plating --------- insulator lcp --------- ul94v-0 common terminal copper alloy partially gold plating --------- antenna terminal copper alloy partially gold plating ---------  3 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  typical data  normally closed(not mated with the plug)  normally open(mated with the plug) frequency[ghz]  frequency[ghz]  frequency[ghz]   4 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz 0.85 0.285 ?1.2 1.8 1.8 0.45  0.9  0.45 0.2 0.2   terminal   terminal bh"&-% bh"&-% eaj\               eaj\ cdibvizyl^i]i]zeaj\c#8 bvizyl^i]i]zeaj\c#d 0.3 1.1 1.6 2 0.7 1.9 1.06 0.44 0.44 0.3  1.94  2c 0.1 2c 0.2 0.25 1.3  1.9  0.25 1.1  1.6  1.39 0.25 0.25 20.3 20.8 2  1.35  20.275 20.275 0.3 0.3  1.89    terminal   terminal : this area must be free of conductive traces and resist field. /puf ~  1mfbtfbmxbztsfgmpxuifqspevduvtjohtqfdjgjfe1$#npvoujohq buufsoboenfubmnbtlejnfotjpot0uifsxjtf junbzdbvtftpmefsxjdljohboepsgmvyqfofusbujpobggfdujohu ifqspevduqfsgpsnbodf ~  %popuvtfiboetpmefsjohgpsnpvoujohpg.4%pjohtpdpvme sftvmujotpmefsboegmvyxjdljohupuifdpoubdu bsfbt  receptacle  circuit diagram  specified pcb mounting pattern and metalmask dimensions part no. hrs no. packaging ms-180 358-0265-7 15,000 pcs/reel ms-180(20)  358-0265-7 20 3,000 pcs/reel  5 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz &%hzx#bvm '+% ? '(% ''% '%% &-% &*% &%% *% izbezgvijgz +%hzx#id&'%hzx# +%hzx#id&*%hzx# i^bzhzx# )%hzx#bvm b recommended temperature profile b packaging specifications part no  . reel size packaging ms-180 380mm 15,000 pcs/reel ms-180(20) 180mm 3,000 pcs/reel gzzay^bzci^dch &( *%bvm g jcgzza^c\y^gzxi^dc &'#) &#(* &' *#* &#,* 8izgb^cva ' )  : 6izgb^cva 8izgb^cva 9 : 6izgb^cva jcgzza^c\y^gzxi^dc q  maximum temperature w  peak temperature time e  230? min. r  220? min. t  180? to 200? metal mask thickness reflow cycles : 0.1 mm : 2 cycles  : 260? : 10 sec. max. : 40 sec. max. : 60 sec. to 150 sec. : 60 sec. to 120 sec. using lead-free solder paste  6 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  test adaptors with sma connection  rigid body structure with mounting flange (designed for mass production testing) ? by using 6-10 n of force, this version will mate  vertically with the ms-180 receptacle. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-3 358-0318-1  10,000 cycles 14 8.6 2r10 2?2.6 1/4-36uns-2a ?2.24 ?5.4 11.75 22.65 1 32.15  floating version (designed for mass production use) ? the test adaptor will mate vertically with the  ms-180 receptacle.  please note the specified  stroke length. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-f5 358-0321-6  10,000 cycles - &) 'g&% ''#+ &$)"(+jch"'6 higd`zgvc\z '#') * '(#,* & ((#'* +#' -#* '&#,*"''#,*  7 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  plugs and plug assemblies   friction locking version (designed for prototype/manual evaluation use)  positive locking version (designed for prototype/manual evaluation use) ? the plugs locking system provides the retention  force needed between the plug and the ms-180  receptacle to manually test the application.    vertical mating required for testing.  ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered. ? the plug? locking system provides the positive  retention force needed between the plug and  the ms-180 receptacle to manually test the  application.  vertical mating required for testing. ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered.  part no. hrs no. durability  ms-180-040lp-h3 358-0319-4 500 cycles  part no. hrs no. durability  ms180lh3-hrmj-040v100 362-0224-9 01 500 cycles  part no. hrs no. durability  ms-180-088lp-h1 358-0269-8 500 cycles  part no. hrs no. durability  MS180LH1-HRMJ-088V100 362-0223-6 01 500 cycles 4.8 5.3 14.32 2 ?3.6 ?2.4 1.3 6.12 1/4-36uns-2a 100 ?2.5 5.8 4.27 ?2.3 ?8.4 6.2 1.1 22.1 1/4-36uns-2a 100  8 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz b precautions 1.   do not use the washing process. 2.  during the design phase of the device, please make sure that extra force will not be exerted onto this  connector in the event that it is dropped. 3.   this product is intended to be used for circuit inspection only. consult us if any other application  is considered. 4.   plugs can be roughly classified to two types.  for mass production line automatic check (press down type)  for manual check (with retentive lock) : unable to be used at production line. 5.   do not use hand soldering for mounting of ms-180.  doing so could result in solder and flux wicking to the contact areas. 6.   when using a heat gun, hot plate, or similar methods, limit the temperature to 260 ?  applied for 10 seconds  max. 7.   please always reflow the product using specified pcb mounting pattern and metalmask dimensions.  otherwise it may cause solder wicking and/or flux penetration affecting the product performance. 8.   please refrain from using the product in environments specifically affected  by dust, high humidity, gases, very  high temperatures and very low temperatures. 9. exercise caution as not to allow any debris to enter the board mounted ms-180 when cutting pcb. the characteristics and the specifications contained herein are for reference purpose.  please refer to the latest customer dra wings prior to use. the contents of this catalog are current as of date of 10/2014. contents are subject to change without notice for the purpose o f improvements. 2-6-3,nakagawa chuoh,tsuzuki-ku,yokohama-shi 224-8540,japan tel:  + 81-45-620-3526  fax:  + 81-45-591-3726 http://www.hirose.com http://www.hirose-connectors.com ?

 jan.1.2017  copyright 2017 hirose electric co., ltd. all rights reserved.  1 1 2014.10 w subminiature coaxial switch 0.85 mm high, dc to 11 ghz ms-180 series ?5pqwjfx ?)fjhiu       ?8fjhiu h h tbwjohpgtqbdf mpxfsqsppmf mjhiufsxfjhiu space-saving design low profile -0.85mm protrusion above the board. small space-1.8mm x 1.8mm occupied board space. size comparison with the existing ms-156c  features  1.   low insertion loss 0.1 db max. up to 3.0 ghz (not mated with the plug). 0.2 db max. up to 6 ghz (not mated with the plug). 0.3 db max. up to 11 ghz (not mated with the plug).  2.   space-saving and low profile design 0.85mm high above the board. 1.8mm x 1.8mm occupied board space. 3.   performs over a wide frequency range  applicable frequencies range over a wide band,  from dc to 11 ghz.  4.     miniaturization of the non-implementable  area and set aperture hole  the external diameter of the plug tip is as narrow as   2.24mm, the non-implementable area and set  aperture hole can be minimized. 5.   automatic board placement  packaged on tape-and-reel the receptacles can be  placed with vacuum nozzles of the automatic  placement equipment. 6.   beryllium free, halogen free  chlorine, and bromine are not used in the receptacles.  * definition according to iec 61249-2-21.      br 900 ppm max., cl 900 ppm max., and br + cl 1500  ppm max.  overview  developed for inspection of high frequency circuits  used in portable terminals.verification of the circuit  performance is accomplished by simply inserting the  external plug in the board mounted receptacle.this  action re-directs the circuit from normal condition to  the plug side. removing the plug restores circuit to  its normal condition. the plug connector has been also downsized and  the diameter made slimmer than previous products,  to give the test tool layout a degree of freedom.  2 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  specifications  materials operating temperature range -40? to +85? rated power 2w frequency range dc to 11 ghz not mated with the plug dc to 8 ghz mated (ms-180-hrmj-3) v.s.w.r. 1.2 max. (dc to 3.0 ghz) 1.2 max. (dc to 3.0 ghz) 1.3 max. (3.0 ghz to 6.0 ghz) 1.3 max. (3.0 to 8.0 ghz)  1.4 max. (6.0 ghz to 11.0 ghz) insertion loss 0.1 db max. (dc to 3.0 ghz) 0.3 db max. (dc to 3.0 ghz) 0.2 db max. (3.0 ghz to 6.0 ghz) 0.5 db max. (3.0 ghz to 6.0 ghz) 0.3 db max. (6.0 ghz to 11.0 ghz) 0.6 db max. (6.0 ghz to 8.0 ghz) isolation 25 db min. (dc to 3.0 ghz) 20 db min. (3.0 ghz to 6.0 ghz) 12 db min. (6.0 ghz to 11.0 ghz) item speci cation conditions 1.  contact resistance 100m?max. 100ma max. 2.  insulation resistance 1000m?min. 100v dc 3.  withstanding voltage no  ashover or insulation breakdown 100 v ac / 1 minute 4. vibration no electrical discontinuity of 1 ? or more frequency: 10 to 55 hz, single amplitude of 0.75mm, 10 cycles in each of the 3 axis 5. shock no electrical discontinuity of 1 ? or more acceleration of 490m/s 2 , 11 ms duration, sine halfwave, 3 cycles in each of the 3 axis 6.   temperature  cycle contact resistance: 100 m?max. insulation resistance: 10 m?min. temperature : -55 ?    +15 ?   to +35 ?    +85 ?    +15? to +35? time: 30     2 to 3      30      2 to 3 minutes 100 cycles 7.   high temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 85 ? 8.   low temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at -55 ? 9.   humidity  (steady state) contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 40? ?  and humidity of 90 to 95% 10. durability contact resistance: 100 m?max. 100 cycles part material finish remarks shell brass partially gold plating --------- insulator lcp --------- ul94v-0 common terminal copper alloy partially gold plating --------- antenna terminal copper alloy partially gold plating ---------  3 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  typical data  normally closed(not mated with the plug)  normally open(mated with the plug) frequency[ghz]  frequency[ghz]  frequency[ghz]   4 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz 0.85 0.285 ?1.2 1.8 1.8 0.45  0.9  0.45 0.2 0.2   terminal   terminal bh"&-% bh"&-% eaj\               eaj\ cdibvizyl^i]i]zeaj\c#8 bvizyl^i]i]zeaj\c#d 0.3 1.1 1.6 2 0.7 1.9 1.06 0.44 0.44 0.3  1.94  2c 0.1 2c 0.2 0.25 1.3  1.9  0.25 1.1  1.6  1.39 0.25 0.25 20.3 20.8 2  1.35  20.275 20.275 0.3 0.3  1.89    terminal   terminal : this area must be free of conductive traces and resist field. /puf ~  1mfbtfbmxbztsfgmpxuifqspevduvtjohtqfdjgjfe1$#npvoujohq buufsoboenfubmnbtlejnfotjpot0uifsxjtf junbzdbvtftpmefsxjdljohboepsgmvyqfofusbujpobggfdujohu ifqspevduqfsgpsnbodf ~  %popuvtfiboetpmefsjohgpsnpvoujohpg.4%pjohtpdpvme sftvmujotpmefsboegmvyxjdljohupuifdpoubdu bsfbt  receptacle  circuit diagram  specified pcb mounting pattern and metalmask dimensions part no. hrs no. packaging ms-180 358-0265-7 15,000 pcs/reel ms-180(20)  358-0265-7 20 3,000 pcs/reel  5 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz &%hzx#bvm '+% ? '(% ''% '%% &-% &*% &%% *% izbezgvijgz +%hzx#id&'%hzx# +%hzx#id&*%hzx# i^bzhzx# )%hzx#bvm b recommended temperature profile b packaging specifications part no  . reel size packaging ms-180 380mm 15,000 pcs/reel ms-180(20) 180mm 3,000 pcs/reel gzzay^bzci^dch &( *%bvm g jcgzza^c\y^gzxi^dc &'#) &#(* &' *#* &#,* 8izgb^cva ' )  : 6izgb^cva 8izgb^cva 9 : 6izgb^cva jcgzza^c\y^gzxi^dc q  maximum temperature w  peak temperature time e  230? min. r  220? min. t  180? to 200? metal mask thickness reflow cycles : 0.1 mm : 2 cycles  : 260? : 10 sec. max. : 40 sec. max. : 60 sec. to 150 sec. : 60 sec. to 120 sec. using lead-free solder paste  6 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  test adaptors with sma connection  rigid body structure with mounting flange (designed for mass production testing) ? by using 6-10 n of force, this version will mate  vertically with the ms-180 receptacle. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-3 358-0318-1  10,000 cycles 14 8.6 2r10 2?2.6 1/4-36uns-2a ?2.24 ?5.4 11.75 22.65 1 32.15  floating version (designed for mass production use) ? the test adaptor will mate vertically with the  ms-180 receptacle.  please note the specified  stroke length. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-f5 358-0321-6  10,000 cycles - &) 'g&% ''#+ &$)"(+jch"'6 higd`zgvc\z '#') * '(#,* & ((#'* +#' -#* '&#,*"''#,*  7 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  plugs and plug assemblies   friction locking version (designed for prototype/manual evaluation use)  positive locking version (designed for prototype/manual evaluation use) ? the plugs locking system provides the retention  force needed between the plug and the ms-180  receptacle to manually test the application.    vertical mating required for testing.  ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered. ? the plug? locking system provides the positive  retention force needed between the plug and  the ms-180 receptacle to manually test the  application.  vertical mating required for testing. ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered.  part no. hrs no. durability  ms-180-040lp-h3 358-0319-4 500 cycles  part no. hrs no. durability  ms180lh3-hrmj-040v100 362-0224-9 01 500 cycles  part no. hrs no. durability  ms-180-088lp-h1 358-0269-8 500 cycles  part no. hrs no. durability  MS180LH1-HRMJ-088V100 362-0223-6 01 500 cycles 4.8 5.3 14.32 2 ?3.6 ?2.4 1.3 6.12 1/4-36uns-2a 100 ?2.5 5.8 4.27 ?2.3 ?8.4 6.2 1.1 22.1 1/4-36uns-2a 100  8 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz b precautions 1.   do not use the washing process. 2.  during the design phase of the device, please make sure that extra force will not be exerted onto this  connector in the event that it is dropped. 3.   this product is intended to be used for circuit inspection only. consult us if any other application  is considered. 4.   plugs can be roughly classified to two types.  for mass production line automatic check (press down type)  for manual check (with retentive lock) : unable to be used at production line. 5.   do not use hand soldering for mounting of ms-180.  doing so could result in solder and flux wicking to the contact areas. 6.   when using a heat gun, hot plate, or similar methods, limit the temperature to 260 ?  applied for 10 seconds  max. 7.   please always reflow the product using specified pcb mounting pattern and metalmask dimensions.  otherwise it may cause solder wicking and/or flux penetration affecting the product performance. 8.   please refrain from using the product in environments specifically affected  by dust, high humidity, gases, very  high temperatures and very low temperatures. 9. exercise caution as not to allow any debris to enter the board mounted ms-180 when cutting pcb. the characteristics and the specifications contained herein are for reference purpose.  please refer to the latest customer dra wings prior to use. the contents of this catalog are current as of date of 10/2014. contents are subject to change without notice for the purpose o f improvements. 2-6-3,nakagawa chuoh,tsuzuki-ku,yokohama-shi 224-8540,japan tel:  + 81-45-620-3526  fax:  + 81-45-591-3726 http://www.hirose.com http://www.hirose-connectors.com ?

 jan.1.2017  copyright 2017 hirose electric co., ltd. all rights reserved. powered by tcpdf (www.tcpdf.org)  1 1 2014.10 w subminiature coaxial switch 0.85 mm high, dc to 11 ghz ms-180 series ?5pqwjfx ?)fjhiu       ?8fjhiu h h tbwjohpgtqbdf mpxfsqsppmf mjhiufsxfjhiu space-saving design low profile -0.85mm protrusion above the board. small space-1.8mm x 1.8mm occupied board space. size comparison with the existing ms-156c  features  1.   low insertion loss 0.1 db max. up to 3.0 ghz (not mated with the plug). 0.2 db max. up to 6 ghz (not mated with the plug). 0.3 db max. up to 11 ghz (not mated with the plug).  2.   space-saving and low profile design 0.85mm high above the board. 1.8mm x 1.8mm occupied board space. 3.   performs over a wide frequency range  applicable frequencies range over a wide band,  from dc to 11 ghz.  4.     miniaturization of the non-implementable  area and set aperture hole  the external diameter of the plug tip is as narrow as   2.24mm, the non-implementable area and set  aperture hole can be minimized. 5.   automatic board placement  packaged on tape-and-reel the receptacles can be  placed with vacuum nozzles of the automatic  placement equipment. 6.   beryllium free, halogen free  chlorine, and bromine are not used in the receptacles.  * definition according to iec 61249-2-21.      br 900 ppm max., cl 900 ppm max., and br + cl 1500  ppm max.  overview  developed for inspection of high frequency circuits  used in portable terminals.verification of the circuit  performance is accomplished by simply inserting the  external plug in the board mounted receptacle.this  action re-directs the circuit from normal condition to  the plug side. removing the plug restores circuit to  its normal condition. the plug connector has been also downsized and  the diameter made slimmer than previous products,  to give the test tool layout a degree of freedom.  2 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  specifications  materials operating temperature range -40? to +85? rated power 2w frequency range dc to 11 ghz not mated with the plug dc to 8 ghz mated (ms-180-hrmj-3) v.s.w.r. 1.2 max. (dc to 3.0 ghz) 1.2 max. (dc to 3.0 ghz) 1.3 max. (3.0 ghz to 6.0 ghz) 1.3 max. (3.0 to 8.0 ghz)  1.4 max. (6.0 ghz to 11.0 ghz) insertion loss 0.1 db max. (dc to 3.0 ghz) 0.3 db max. (dc to 3.0 ghz) 0.2 db max. (3.0 ghz to 6.0 ghz) 0.5 db max. (3.0 ghz to 6.0 ghz) 0.3 db max. (6.0 ghz to 11.0 ghz) 0.6 db max. (6.0 ghz to 8.0 ghz) isolation 25 db min. (dc to 3.0 ghz) 20 db min. (3.0 ghz to 6.0 ghz) 12 db min. (6.0 ghz to 11.0 ghz) item speci cation conditions 1.  contact resistance 100m?max. 100ma max. 2.  insulation resistance 1000m?min. 100v dc 3.  withstanding voltage no  ashover or insulation breakdown 100 v ac / 1 minute 4. vibration no electrical discontinuity of 1 ? or more frequency: 10 to 55 hz, single amplitude of 0.75mm, 10 cycles in each of the 3 axis 5. shock no electrical discontinuity of 1 ? or more acceleration of 490m/s 2 , 11 ms duration, sine halfwave, 3 cycles in each of the 3 axis 6.   temperature  cycle contact resistance: 100 m?max. insulation resistance: 10 m?min. temperature : -55 ?    +15 ?   to +35 ?    +85 ?    +15? to +35? time: 30     2 to 3      30      2 to 3 minutes 100 cycles 7.   high temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 85 ? 8.   low temperature  exposure contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at -55 ? 9.   humidity  (steady state) contact resistance: 100 m?max. insulation resistance: 10 m?min. 96 hours at 40? ?  and humidity of 90 to 95% 10. durability contact resistance: 100 m?max. 100 cycles part material finish remarks shell brass partially gold plating --------- insulator lcp --------- ul94v-0 common terminal copper alloy partially gold plating --------- antenna terminal copper alloy partially gold plating ---------  3 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  typical data  normally closed(not mated with the plug)  normally open(mated with the plug) frequency[ghz]  frequency[ghz]  frequency[ghz]   4 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz 0.85 0.285 ?1.2 1.8 1.8 0.45  0.9  0.45 0.2 0.2   terminal   terminal bh"&-% bh"&-% eaj\               eaj\ cdibvizyl^i]i]zeaj\c#8 bvizyl^i]i]zeaj\c#d 0.3 1.1 1.6 2 0.7 1.9 1.06 0.44 0.44 0.3  1.94  2c 0.1 2c 0.2 0.25 1.3  1.9  0.25 1.1  1.6  1.39 0.25 0.25 20.3 20.8 2  1.35  20.275 20.275 0.3 0.3  1.89    terminal   terminal : this area must be free of conductive traces and resist field. /puf ~  1mfbtfbmxbztsfgmpxuifqspevduvtjohtqfdjgjfe1$#npvoujohq buufsoboenfubmnbtlejnfotjpot0uifsxjtf junbzdbvtftpmefsxjdljohboepsgmvyqfofusbujpobggfdujohu ifqspevduqfsgpsnbodf ~  %popuvtfiboetpmefsjohgpsnpvoujohpg.4%pjohtpdpvme sftvmujotpmefsboegmvyxjdljohupuifdpoubdu bsfbt  receptacle  circuit diagram  specified pcb mounting pattern and metalmask dimensions part no. hrs no. packaging ms-180 358-0265-7 15,000 pcs/reel ms-180(20)  358-0265-7 20 3,000 pcs/reel  5 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz &%hzx#bvm '+% ? '(% ''% '%% &-% &*% &%% *% izbezgvijgz +%hzx#id&'%hzx# +%hzx#id&*%hzx# i^bzhzx# )%hzx#bvm b recommended temperature profile b packaging specifications part no  . reel size packaging ms-180 380mm 15,000 pcs/reel ms-180(20) 180mm 3,000 pcs/reel gzzay^bzci^dch &( *%bvm g jcgzza^c\y^gzxi^dc &'#) &#(* &' *#* &#,* 8izgb^cva ' )  : 6izgb^cva 8izgb^cva 9 : 6izgb^cva jcgzza^c\y^gzxi^dc q  maximum temperature w  peak temperature time e  230? min. r  220? min. t  180? to 200? metal mask thickness reflow cycles : 0.1 mm : 2 cycles  : 260? : 10 sec. max. : 40 sec. max. : 60 sec. to 150 sec. : 60 sec. to 120 sec. using lead-free solder paste  6 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  test adaptors with sma connection  rigid body structure with mounting flange (designed for mass production testing) ? by using 6-10 n of force, this version will mate  vertically with the ms-180 receptacle. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-3 358-0318-1  10,000 cycles 14 8.6 2r10 2?2.6 1/4-36uns-2a ?2.24 ?5.4 11.75 22.65 1 32.15  floating version (designed for mass production use) ? the test adaptor will mate vertically with the  ms-180 receptacle.  please note the specified  stroke length. ? this durability rating only applies to this specific  test adaptor.  part no. hrs no. durability  ms-180-hrmj-f5 358-0321-6  10,000 cycles - &) 'g&% ''#+ &$)"(+jch"'6 higd`zgvc\z '#') * '(#,* & ((#'* +#' -#* '&#,*"''#,*  7 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz  plugs and plug assemblies   friction locking version (designed for prototype/manual evaluation use)  positive locking version (designed for prototype/manual evaluation use) ? the plugs locking system provides the retention  force needed between the plug and the ms-180  receptacle to manually test the application.    vertical mating required for testing.  ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered. ? the plug? locking system provides the positive  retention force needed between the plug and  the ms-180 receptacle to manually test the  application.  vertical mating required for testing. ? this durability rating only applies to this specific  plug. ?   this product is sold as a complete assembly;  please make your selection from the products  shown on the right.  customization is available  for cable assemblies; please contact your local  hirose sales representative for the availability  of special cable lengths and other options being  offered.  part no. hrs no. durability  ms-180-040lp-h3 358-0319-4 500 cycles  part no. hrs no. durability  ms180lh3-hrmj-040v100 362-0224-9 01 500 cycles  part no. hrs no. durability  ms-180-088lp-h1 358-0269-8 500 cycles  part no. hrs no. durability  MS180LH1-HRMJ-088V100 362-0223-6 01 500 cycles 4.8 5.3 14.32 2 ?3.6 ?2.4 1.3 6.12 1/4-36uns-2a 100 ?2.5 5.8 4.27 ?2.3 ?8.4 6.2 1.1 22.1 1/4-36uns-2a 100  8 ms-180 series  subminiature coaxial switch 0.85 mm high, dc to 11 ghz b precautions 1.   do not use the washing process. 2.  during the design phase of the device, please make sure that extra force will not be exerted onto this  connector in the event that it is dropped. 3.   this product is intended to be used for circuit inspection only. consult us if any other application  is considered. 4.   plugs can be roughly classified to two types.  for mass production line automatic check (press down type)  for manual check (with retentive lock) : unable to be used at production line. 5.   do not use hand soldering for mounting of ms-180.  doing so could result in solder and flux wicking to the contact areas. 6.   when using a heat gun, hot plate, or similar methods, limit the temperature to 260 ?  applied for 10 seconds  max. 7.   please always reflow the product using specified pcb mounting pattern and metalmask dimensions.  otherwise it may cause solder wicking and/or flux penetration affecting the product performance. 8.   please refrain from using the product in environments specifically affected  by dust, high humidity, gases, very  high temperatures and very low temperatures. 9. exercise caution as not to allow any debris to enter the board mounted ms-180 when cutting pcb. the characteristics and the specifications contained herein are for reference purpose.  please refer to the latest customer dra wings prior to use. the contents of this catalog are current as of date of 10/2014. contents are subject to change without notice for the purpose o f improvements. 2-6-3,nakagawa chuoh,tsuzuki-ku,yokohama-shi 224-8540,japan tel:  + 81-45-620-3526  fax:  + 81-45-591-3726 http://www.hirose.com http://www.hirose-connectors.com ?
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