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		  Datasheet File OCR Text:


		  ? input & output fully isolated ? output protection: short circuit/ overload/over temperature ? output frequency 50/60 hz   selectable by dip switch applications nova electrics cgp-series inverters are intended for commercial and industrial applications wherever  pure sinewave power is needed at 50 or 60 hz. these inverters are ideal for running electronic loads  such as computers, monitors, printers, telecom systems, radios, fuorescent lamps from batteries,  feld generators, and solar electro-voltaic panels. they can also drive hand drills, motors and small  compressors C please consult the factory for proper sizing. these cgp models can also be optionally  ruggedized against shock, vibration, and humidity for military applications including vehicle mounted,  shipboard, submarine, aircraft, and ground fxed shelters. q computers q sail boats q appliances q printers q photo voltaic q instruments q monitors q electric tools q rvs cgp1.5k series pure-sinewave dc-ac inverters cgp1.5k series pure-sinewave dc-ac inverters  f or  more  inf ormat ion,  please  vis i t  u s  a t   www .novael ectri c . c o m   or  email  u s  a t   novasales@theallpower.com no v a elec tric l e a der  in  p o w er  c o nversi on  t e c hno l o g y si n c e  1966 as   9100 certicate no: us008267-1    1500w / 1500va 12 v, 24 v, 48 v input six models for 110v 50/60 hz & 220v 50/60 hz output    

 cgp1.5k series pure-sinewave dc-ac inverters mechanical specifications standard features ?  microprocessor based design with absolutely  accurate and stable frequency. ?  compact and light weight, yet rugged and   vehicle rated. ?  tightly regulated output voltage and frequency ?  switch selectable 50 or 60 hz output, all models ?  capable of driving highly reactive loads such as  electric tools and appliances. ?  capable of driving highly capacitive loads such  as switching power supplies. ?  three color led status indicator ?  suitable for vehicle or wall mounting. ?  standard outputs 110v/60hz, 230v/50hz. ?  switch selectable 10v output change. ?  ul / e-13 / ce / fcc approved ?  temperature & load controlled cooling fan electrical input voltage:  see table output voltage  110v model:  100/110/115/120 vac output voltage 220v model:  200/220/230/240 vac output frequency:  50 or 60 hz 0.5% accuracy continuous power rating:  1500w/1500va surge rating:  
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