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		  Datasheet File OCR Text:


		    power supplies   data subject to chan ge without notice.   adl embedded solutions gmbh , eiserfelder stra?e 316 d-57080 siegen,                        adl embedded solutions, inc.   4411 morena blvd., suite 101  germany  p. +49 (0) 271 250 810 0  f. +49 (0) 271 250 810 20                                   san diego, ca 92117-4345  p. +1  858 490-0597  f. +1 858 490-0599     e-mail:   sales@adl-europe.com ; web:   www.adl-europe.com                                                                    e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   embedded  solutions adlps104iso-150, 150w psu with galvanic isolation   mil-std 704/1275/461 compliant; long life mtbf > 600,000 hrs.   features  ?? pci/104-express form factor (90mm x 96mm)  ?? two variants available:  adlps104iso-150-5: input: 7-30v, output: 5v, 5vs, 3.3v  adlps104iso-150-12: input: 15-36v, output: 5v, 5vs, 3.3v, 12v  ?? voltage and current  specifications (common all variants):  maximum input current = 15a  maximum power = 150w combined  available output current: 5vs/5a, 5v/20a, 3.3v/5a, 12v/10a  ?? mil-std 704/1275/461 milcots filter option; 120w max.; 1? x 2?  x .4? including mounting plate  ?? input protection: overcurrent; overvoltage; undervoltage; surge;   reverse voltage  ?? output protection: voltage out of range (monitored via pwrgd);  short-circuit  ?? galvanic isolation: 500v (generalized)  ?? temperature range: -25c to +70c; 150w max. with   thermal solution  ?? temperature range: -40c to +85c; derated to 120w max. with   thermal solution  ?? mtbf > 600,000 hrs.  item code  part #  description  adlps104iso-150-5  293042   adlps104iso-150-5, 5v, 5vs, 3.3v, isolated  150w vin 7-30v, extended temp w/ heat  spreader  adlps104iso-150-12  293043  adlps104iso-150-12, 5v, 5vs, 12v, 3,3v,  isolated, 150w, vin15-36, extended temp w/  heat spreader  MILCOTS-FILTER  293031  mil-std 704/1275/461 input filter; 120w max.        the adlps104iso-150 power supply board is designed to meet  the needs of high-powered intel? core? industrial and embedded  motherboards by providing robust atx voltages (5v, 5vs, 3.3v,  12v) in a stackable pci/104-express form factor designed for op- eration at 150w.  its small (90mm x 96mm) footprint allows it to fit in  many space limited applications.  as well, the adlps104iso-150  provides up to 500v of galvanic isolation from dirty power and un- wanted transients.  the adlps104iso-150 features atx compliant  signaling to allow acpi/apm power management from within com- pliant operating systems.    the adlps104iso-150 boasts an mtbf >600,000hrs and is tai- lored for long-life embedded applications with more than enough  headroom for inrush startup currents, and quiescent operation with   our wide range of high-performance sbcs and multiple peripheral  cards.  a small, 1?x2? mil-std 704-1275/461 milcots input filter  option enables use on military avionics, ground vehicles and emi- sensitive applications.    the board is protected against many types of input power anoma- lies, such as over-currents, voltage deviations and voltage surge.  short bursts of over-current are simply filtered out. should overvolt- age or under voltage situation persist too long, the power supply  shuts off. noise interference is dampened by up to 35db. the out- put is protected against reverse voltage and short-circuit.  ordering information    description 
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