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		  Datasheet File OCR Text:


		  technical data sheet    test cable set  rpc-2.92 / rpc-sl 40 ghz   VA40-TP-W-60     rosenberger hochfrequenztechnik gmbh & co. kg    tel.: +49 8684  18-0  page   p.o.box 1260     d-84526 tittmoning     germany    fax: +49 8684 18-499    www.rosenberger.de    email: info@rosenberger.de   1 / 2  rf_35/11.05/3.1        contents    device part number quantity  cable assembly  rpc-2.92 ruggedized jack / rpc-sl 40 ghz jack  lu1-022-600 2          documents    technical data sheet cable assembly:  rpc-2.92 ruggedized jack / rpc- sl 40 ghz jack    lu1-022-xxx         

 technical data sheet    test cable set  rpc-2.92 / rpc-sl 40 ghz   VA40-TP-W-60     rosenberger hochfrequenztechnik gmbh & co. kg    tel.: +49 8684  18-0  page   p.o.box 1260     d-84526 tittmoning     germany    fax: +49 8684 18-499    www.rosenberger.de    email: info@rosenberger.de   2 / 2  rf_35/11.05/3.1  electrical data    impedance 50     frequency  dc to 40 ghz  return loss    26 db, dc to 4 ghz      17 db, 4 ghz to 40 ghz  insertion loss    2.00 db at 40 ghz  phase deviation:    after 90 bending    1.3, dc to 4 ghz      6.0, 4 ghz to 40 ghz  straight after 3x90 bending    1.0, dc to 4 ghz      4.0, 4 ghz to 40 ghz  amplitude stability    0.03 db, dc to 4 ghz      0.08 db, 4 ghz to 40 ghz  return loss stability    45 db, dc to 4 ghz      35 db, 4 ghz to 40 ghz  rf-leakage    100 db up to 1 ghz         mechanical data    minimum bend radius  60 mm        environmental data    temperature range  -40c to +85c  2002/95/ec (rohs)  compliant      draft  date  approved  date    rev.  engineering change number  name  date  herbert babinger  09/03/06  frank tatzel  01/03/11    e00  11-0169  krautenbacher j.  01/03/11  while the information has been carefully compiled to the best of  our knowledge, nothing is intended as representation or warran ty on  our part and no statement herein shall be  construed as recommendation to infrin g e existin g  patents. in the effort to improve our products, we reserve the right to ma ke changes judged to be necessary. 
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