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		  Datasheet File OCR Text:


		  avs-540 specifcations processor system chipset intel ?  c602j chipset  cpu intel ?  lga2011 xeon ?  e5-2600/e5-2600 v2 single-core processor (up to 95 w tdp) l2 cache 5/10/15/20 mb memory ecc and register/ecc/non-ecc ddr3 udimms at 1600/1333/1066 mhz, maximum 96 gb  graphics controller aspeed ast2300 (must be disabled if mura mpx is installed)  vram 64 mb expansion slot 1 pci slot 2 pcie x16 (gen3 x8 link) for mura mpx-4/4 installation slot 3 pcie x16 (gen3 x8 link) for mura mpx-4/4 installation slot 4 pcie x16 (gen3 x8 or x16 link) for mura mpx-4/4 installation slot 5 pcie x16 (gen3 x8 link) for mura mpx-4/4 installation slot 6 pcie x16 (gen3 x8 or x16 link) for mura mpx-4/4 installation slot 7 pcie x8 (gen2 x4 link)  drive bay 5.25" front accessible 3 3.5" front accessible 1 3.5" internal - ethernet interface dual 10/100/1000 mbps gigabit ethernet controller intel ?  82579lm and intel ?  i210  front i/o  usb 2 x usb 2.0 ps/2 1 rear i/o  usb 4 x usb 2.0, 2 x usb 3.0  ps/2 2 com 1 display 1 x vga rj-45 3 (1 reserved for ipmi) watchdog timer output interrup, system reset interval programmable, 1~255 sec power supply output  80+ bronze 700 w single power supply input  ac 100 ~ 240 v cooling chassis fan 2 (12 cm / 114 cfm each) air filter yes miscellaneous led indicators power, hdd activity, temperature, fan, and power voltage remote management advantech remote monitoring utility environment operating non-operating temperature 0 ~ 40 c  -20 ~ 60 c  humidity 10 ~ 85% @ 40 c 10 ~ 95% @ 40 c vibration 1 grm (5 ~ 500 hz) 2 grms (5 ~ 500 hz) shock 10g (with 11ms duration, half sine wave) 30g physical characteristics dimensions 482 x 177 x 479 mm 4u rackmount intel ?  xeon ?  e5-2600/   e5-2600 v2 video wall controller with    support for up to 20 video outputs   ? intel ?  xeon ?  e5-2600/e5-2600 v2 processor with up to 8 cores/16 threads    ? up to 96 gb of ddr3 u-dimm and r-dimm memory at 1333/1600 mhz  (ecc)    ? supports up to 20 analog/digital video inputs and outputs    ? equipped with fve mura mpx-4/4 cards   ? validated by matrox    ? supports ipmi and advantechs remote monitoring utility  powered  by  mura mpx ? all product specifications are subject to change without notice.  last updated: 3-mar-2016  video wall controllers features     

 dimensions unit: mm [inch]  avs-540 ordering information part number description avs-540-00a1e 4u rackmount xeon e5-2600/e5-2600 v2 video wall controller  with 5 matrox mura mpx  1960058073n001 xeon e5-2600 series cpu cooler with up to 95 w tdp note: users should purchase the recommended cpu cooler, other brands of cpu cooler may result  in compatibility issues. optional accessories  part number description ipc-dt-5230e mobile rack for converting dual 5.25" drive bays into three 3.5"  sas/sata hdd trays  ipc-dt-3120e mobile rack for converting a 3.5" drive bay into dual 2.5" sata  hdd trays 96RACK-5SS-CAGE-CR mobile rack for converting a 5.25" drive bay into four 2.5" sas/ sata hdd trays 1700003194 sata cable with lock 9680006905 acp-4000 rail kit pca-audio-hda1e hd audio card  1.  to support 2 2.5 sata hdds raid with on-board raid: 1700003194 x 2 + idt-3120e x 1  2.  to support 3 3.5 sata hdds raid with on-board raid: 1700003194 x 3 + idt-5230e x 1  3.   to support 4 2.5 sata hdds raid with on-board raid: 1700003194 x 4 + 96RACK-5SS-CAGE-CR  x 1  front view system reset button alarm reset button 2 x usb 3.0 5 mura mpx-4/4 usb power switch rear view 468.0 [18.43] 426.0 [16.77] 523.1 [20.59] 478.6 [18.84] 98.0  [3.86] 92.0  [3.62] 92.0  [3.62] 92.0  [3.62] 86.4  [3.40] 482.1 [18.98] 101.6  [4.00] 172.7  [6.80] 177.0 [6.97] system contents part number items quantity n/a avs-540 barebone unit 1 2066822i00 driver cd 1 note: a cpu cooler must be purchased separately.   compatible processors part number description 96mpxe-2.0-15m20t xeon 2.0g 15m 2011p 6core e5-2620(g) 96mpxe-1.8-20m20t xeon 1.8g 20m 2011p 8core e5-2648l(g) 96mpxe-2.1-20m20t xeon 2.1g 20m 2011p 8core e5-2658(g) validated matrox mura cards part number model output input 96vg-2g-pe-ma mura mpx-4/0 4 0 96vg-2g-pe-ma1 mura mpx-4/2 4 2 96vg-2g-pe-ma2 mura mpx-4/4 4 4 96vg-1g-pe-ma mura mpx-sdi  2  2 96vg-128m-pe-ma  mura mpx-v8 0 8 96vg-256m-pe-ma mura mpx-v16 0 16 validated os part number description 968qs28f08 windows server ?  2008 with hyper-v? standard (64 bit)   968qsv2845 windows server ?  2008 without hyper-v? standard (64 bit)    968qw7proe windows ?  7 professional (64 bit)    www.advantech.com/products online download
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