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		  Datasheet File OCR Text:


		                  rev:20120814a              page 1 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt     f ea tures       7 pin sip package     i n put / output isolation voltage: 6.4kvdc       high efficiency       lead free design, rohs compliant     operating temperature: -40c to +85c       optional reinforced isolation 8kvdc     safety standard / approval: iec / en 60950-1                                                              ec / en 60601-1                                                         te c hnical specification    all specifications are typical at nominal input, full  load and 25c unless otherwise stated.   output  current (ma)   input current (ma)  model      number  reinforced  isolation 8kvdc   input voltage  range(v)   output  voltage  (v)  full load  no load   full load   eff . ( 2 )     (%)  capacitive  load, max. ( 3 )   (uf)  hba1-05s0h6   hba1-05s0h8   3.3  303  2 7 8  76  3300  hba1-05s1h6   hba1-05s1h8   5  200  2 7 1  78  2200  hba1-05sbh6   hba1-05sbh8   7.2  140  2 7 3  78  1000  hba1-05sah6   hba1-05sah8   9  111  2 6 3  80  1000  hba1-05s2h6   hba1-05s2h8   12  84  2 6 2  81  470  hba1-05s3h6   hba1-05s3h8   15  66  2 5 3  82  470  hba1-05d0h6   hba1-05d0h8   3.3  151  2 8 1  75  2200  hba1-05d1h6   hba1-05d1h8   5  100  2 7 1  78  1000  hba1-05dbh6   hba1-05dbh8   7.2  70  2 7 3  78  470  hba1-05dah6   hba1-05dah8   9  55  2 6 4  79  470  hba1-05d2h6   hba1-05d2h8   12  41  2 5 9  80  220  hba1-05d3h6   hba1-05d3h8   4.5 ~ 5.5  n o minal: 5   15  33  3 5   258  81  220  hba1-12s0h6   hba1-12s0h8   3.3  303  1 1 6  76  3300  hba1-12s1h6   hba1-12s1h8   5  200  1 1 3  78  2200  hba1-12sbh6   hba1-12sbh8   7.2  140  1 1 4  78  1000  hba1-12sah6   hba1-12sah8   9  111  1 1 0  80  1000  hba1-12s2h6   hba1-12s2h8   12  84  1 1 0  81  470  hba1-12s3h6   hba1-12s3h8   15  66  1 0 6  82  470  hba1-12d0h6   hba1-12d0h8   3.3  151  1 1 7  75  2200  hba1-12d1h6   hba1-12d1h8   5  100  1 1 3  78  1000  hba1-12dbh6   hba1-12dbh8   7.2  70  1 1 4  78  470  hba1-12dah6   hba1-12dah8   9  55  1 1 0  79  470  HBA1-12D2H6   hba1-12d2h8   12  41  1 0 8  80  220  hba1-12d3h6   hba1-12d3h8   10.8 ~ 13.2  n o minal: 12   15  33  30   108  81  220    applications  these  converters  are  well  suitable  for  battery  operated  equipment,  measurement  equipment,  telecom,  wireless  network,  industry  control  system,  everywhere  where  isolated, tightly regulated voltages and compact size are  required.      bothhand usa  sales@bothhandusa.com               www.bothhandusa.com

                 rev:20120814a              page 2 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt     output  current (ma)   input current (ma)  model      number  reinforced  isolation 8kvdc   input voltage  range(v)   output  voltage  (v)  full load  no load   full load   eff . ( 2 )     (%)  capacitive  load, max. ( 3 )   (uf)  hba1-15s0h6   hba1-15s0h8   3.3  303  9 3   76  3300  hba1-15s1h6   hba1-15s1h8   5  200  9 1   78  2200  hba1-15sbh6   hba1-15sbh8   7.2  140  9 1   78  1000  hba1-15sah6   hba1-15sah8   9  111  8 8   80  1000  hba1-15s2h6   hba1-15s2h8   12  84  8 8   81  470  hba1-15s3h6   hba1-15s3h8   15  66  8 5   82  470  hba1-15d0h6   hba1-15d0h8   3.3  151  9 4   75  2200  hba1-15d1h6   hba1-15d1h8   5  100  9 1   78  1000  hba1-15dbh6   hba1-15dbh8   7.2  70  9 1   78  470  hba1-15dah6   hba1-15dah8   9  55  8 8   79  470  hba1-15d2h6   hba1-15d2h8   12  41  8 7   80  220  hba1-15d3h6   hba1-15d3h8   13.5 ~ 16.5  n o minal: 15   15  33  2 5   86  81  220  hba1-24s0h6   hba1-24s0h8   3.3  303  5 8   76  3300  hba1-24s1h6   hba1-24s1h8   5  200  5 7   78  2200  hba1-24sbh6   hba1-24sbh8   7.2  140  5 7   78  1000  hba1-24sah6   hba1-24sah8   9  111  5 4   80  1000  hba1-24s2h6   hba1-24s2h8   12  84  5 5   81  470  hba1-24s3h6   hba1-24s3h8   15  66  5 3   82  470  hba1-24d0h6   hba1-24d0h8   3.3  151  5 9   75  2200  hba1-24d1h6   hba1-24d1h8   5  100  5 7   78  1000  hba1-24dbh6   hba1-24dbh8   7.2  70  5 7   78  470  hba1-24dah6   hba1-24dah8   9  55  5 5   79  470  hba1-24d2h6   hba1-24d2h8   12  41  5 4   80  220  hba1-24d3h6   hba1-24d3h8   21.6 ~ 26.4  n o minal: 24   15  33  2 0   54  81  220      input specifications  5v nominal input      4.5~5.5v   12v nominal input  1 0 .8~13.2v   15v nominal input  1 3 .5~16.5v   input voltage  2 4 v nominal input          21.6~26.4v  input filter    capacitor  environmental specifications      operating ambient temperature    - 4 0c  to  +85c  maximum case temperature    + 9 5c  storage temperature range    - 5 5c  to  +125c  relative humidity    9 5 %  rh  max.  output specifications    output power    1   watts  max.  voltage accuracy  nominal vin and full load  5%   max.     bothhand usa  sales@bothhandusa.com               www.bothhandusa.com

                 rev:20120814a              page 3 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt     v o ltage balance  dual output    1%   max.  minimum load    0 a   line regulation  f o r vin charge of 1%  1.5%   max.  10%   max.  load regulation  1 0 % load to full load                15%   max.  (3.3&5vout  models)  ripple and noise (20mhz bandwidth)    1 5 0mvp-p  max.  maximum capacitive load    s e e  table  output short circuit protection    1   second  general specifications    efficiency  n o minal input and full load  see  table  isolation voltage  i n put to output  6400vdc  (1  second)  isolation resistance  5 0 0vdc  15 g   min.  isolation capacitance    1 0 pf  max.  switching frequency    8 0 khz  max.  reliability, calculated mtbf          210 6 hrs  physical specifications    case material                  plastic  (ul94  v-0)  potting material    e p oxy  (ul94  v-0)    0 . 77    0.50    0.39  inch  dimensions    ( 1 9.5  12.5    9.8  mm)  weight    4.3g  (0.15oz)  typ.                                                                note   1.   io below this value will not damage these converters, however, they may not meet all listed specifications.  2. typical value, tested at nominal input and full load.  3. for each output.                                         bothhand usa  sales@bothhandusa.com               www.bothhandusa.com

                 rev:20120814a              page 4 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt   mechanical dimensions    single output                                                          dual output                                                                                                                                                                                                                                                                        sp e cifications subject to change without notice.        pin assignment  pin  single  dual  1  +vin  +vin  2  -vin  -vin  5  -vout  -vout  6  no pin  common   7  +vout  +vout  unit: mm (inch)  t o lerance: xx.xx   0.25 (  0.01)   date code             3ulqwhg ) d fh hbax-xxdxhx pb                                                         hbax-xxsxhx pb                                 date code                     3ulqwhg )d f h                  bothhand usa  sales@bothhandusa.com               www.bothhandusa.com

                 rev:20120814a              page 5 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt   test configurations    all specifications are typical at nominal input, full load and 25c unless otherwise stated.             dc power supply:  ,wriihuvdzlghyrowdjhdqgfxuuhqwudqjhsuhflvho\      current meter (a): accuracy    $ap$udqjhv ugjgljlwv    p$a$  udqjhv ugjgljlwv    vo l tage meter (v): accuracy    + (0.03% rdg + 4 digits).   lo a d:  at full load.   wires: the resistance of the wires must be small.    1.  input voltage range:   narrow input voltage range   1 0%   wide input voltage range (2:1 and 4:1          ex: narrow input voltage range  10%                              5v nominal input                   4.5~5.5v    12v nominal input                 10.8~13.2v  24v nominal input                 21.6~26.4v  wide input voltage range 2:1  5v nominal input                 4.5~9v                      12v nominal input                   9~18v                    24v nominal input                 18~36v  48v nominal input                   36~75v  wide input voltage range 4:1 (w)  24v nominal input                   9~36v                                  48v nominal input                 18~75v          2.  input power  :                                    pin = vin x iin                              vin p inpu t voltage                                                                                                      iin p input current  3.  output power  :                                    pout = vout x iout                      vout p outp ut voltage                                                                                                      iout p output current  4.  efficiency  :                                                                                                                                                                                                                                                                  pout: output power  pin :  input power  5.  voltage accuracy :      vo u t  output voltage  vou t(nominal)  nominal output voltage                  dc  power supply a v load dc/dc converter v a dc  power supply a v load dc/dc converter v a    v out-vout(nominal)         vout  x100%   efficiency =  x1 0 0%    pout       pi n      bothhand usa  sales@bothhandusa.com               www.bothhandusa.com

                 rev:20120814a              page 6 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt   noise ripple ripple & no ise 6 .  line regulation :   (1) wide input voltage range and regulated output vol tage series.        (2) narrow input voltage range  1 0 %  and unregulated output voltage series.           ?  vout = vout(+10%)-vout(-10%)  x100%  v o ut    vout(+10%)  output voltage at vin = 1.1xvin(nominal)&full load  vout(-10%)  output voltage at vin = 0.9xvin(nominal)&full load  vout  output voltage at vin = vin(nominal)&full load       ?  vin = vin(+10%)-vin(-10%)  x100%  v i n(nominal)    vin(+10%)  input voltage = 1.1xvin(nominal)    vin(-10%)  input voltage = 0.9xvin(nominal)  vin(nominal)  nominal input voltage      7.  load regulation  :       v out(fl)-vout(nl)       x100%   v o ut(fl)    vout(fl): output voltage at full load  vout(nl): output voltage at 25% full load or 10% full load    8.  ripple and noise :  a s shown below. the bandwidth is 0-20mhz.                                                                                                                     vout(ll)-vout(hl)              vout(ll)  l l : low line input voltage  hl: high line input voltage    x100%      v out           v in          line regulation =    bothhand usa  sales@bothhandusa.com               www.bothhandusa.com

                 rev:20120814a              page 7 of 7  isolated dc - dc converters                                                                                                               hba1 series -- 1watt     o u tput ripple&noise measurement test circuit: as shown below.                    co: usually 0.47uf.    9.  temperature derating curve :  t he dc-dc converter will operate over a wider temperat ure range if less power is  drawn from the output and the device is already running. the temperature derating curve shows the operating  power-temperature range. as shown below.                            ambient temp.ta (    )   1 0.  switching frequency :  t he nominal operating frequency of the dc-dc converter s.     11.   i nput to output isolation :  t he dielectric breakdown strength test between input a nd output circuits.   this is the  isolation voltage the device is capable of withstanding for a specified time, usually 1 second or 1 minute.           load dc/dc converter oscilloscope copper strip copper strip co load dc/dc converter oscilloscope copper strip copper strip load dc/dc converter oscilloscope copper strip copper strip co output power (%)   bothhand usa  sales@bothhandusa.com               www.bothhandusa.com
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