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		  Datasheet File OCR Text:


		  3 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 1471-9 (3/13) a2 restricted to this drawing is a controlled document. te connectivity customer drawing 1418887 j.jauris 14oct2003 h.wendling 22oct2003 - - 10:1 1 1 a3 - - - - - mm - - - - - 1$ mqs-contact with new ffc-crimp mqs-buko mit neuem ffc-crimp extr.-folie - 2003 2003 - by - - - a ega0-0352-036 14oct2003 jj hw a1 ega0-0621-03 22oct2003 jj hw a2 ecr-05-007181 18jul2005 jj wst a3 drawing updated. new te logo. ecr-15-002468 12may2015 abr brun 0.7 +0.2 -0.1 1.5 +0.2 -0.1 2.3 +0.2 -0.1 3 +0.2 -0.1 0.2 +0.01 -0.03 5.6 +0.2 -0.1 4 +0.1 -0.2 4.7 0.1 15.6 0.5 1.8 0.2 1.96 0.2 0.14 0.02 1.8 90$ 1.8 0.5 0.53    -0.06 0.53    -0.06 r 1.2 0.5 max. 0.3 1418887-1 a1 1418930-1 sn 0.1 bestell-nr.: order-no. rev. einzelausfuehrung loose piece order no oberfl?che surface gewicht weight (g) ueberfeder / spring material: x10crni 18 8 din 17224 oberflaeche / surface: blank kontaktkoerper / body material: cunisi oberflaeche: siehe tabelle surface: see chart bemerkungen notes   - -   einzelheiten der ausfuehrung bleiben dem hersteller ueberlassen details of design are left to manufacturer   passend zu stiftkontakt siehe zeichnung: suitable for pin contact see drawing:   - - pn: 929453 1 2 sn: verzinnte ausfuehrung        kontaktkoerper: 0.8-2m sn      tinned                        body: 0.8-2m sn din 6930-m laserschweissung laserwelded a-a b-b laserschweissung laserwelded
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