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		  Datasheet File OCR Text:


		                 automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd      ?: ??????     ?       2013-11-06                      ?? ?   ?          ???       ????     ????                                         ?????? gd ?        ??         ? ??? ?gd? ??           ????????    ?????????     no.    gd type  customer type  confirmation  date  remark  1          2          3          4          5          6          7          8          9          10            ???????1???     ?     2.1 data sheet      2.2 ?????     2.3 ??    marking     goodark ?   ???   GBA30LP  gba30ln  g b a 3 0 l n g b a 3 0 l p      

                automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd    2.4 ? /packaging specification  ?/bp  ?  ??? mm  ? k/  ? k/      ?  ? kg ? /  ? ?kg  ? kg  ? ?kg  gpp  block  8.00 0.50 380 295 350  0.74  16  24.1  21.76  2.34    ??? gd ?????????????? ??? gd ???????   ?    ????   ????   ?    gd ???  gd ???       ??  gd ??    

                automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd    ?       change   record   no.    (change item)  ?  the reson of change  ?  confirmation    date                                                                                                                                                                                               

                automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd    ? data sheet   technical specification:    features:    low cost   ?   high power capability  ?   economical  ?   avalanche voltage      mechanical data:  ?   technology : v acuum soldered  ?   copper block with transfer molded plastic  ?     glass passivated chip  ?   polarity: gb30-p    lead-p            gb30-n    lead-n   ?   lead: plated lead, solderable pe r mil-std-202e method 208   ?   mounting: press fit   ?   weight: 0.096 ounces 2.72 grams                                        maximum ratings and electrical characteristics  ?   rating at 25c ambient temperature unless otherwise specified.  ?   single phase, half wave, 60hz, resistive or inductive load.  ?   for capacitive load derate current by 20%.  4.1   30a  19v-25v (gba30l)    electrical characteristics @25     symbols min  nominal max  units  peak repetitive reverse voltage    working peak reverse voltage      dc blocking voltage    v rrm  v rwm  v dc   17  17  17  volts  average rectified forward current (t c =105 c)   i o  30  amps  repetitive peak reverse surge current  t c  =10msec dury cycle                 automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd    4.2  30a    24v-32v   (gba30z)            electrical characteristics @25     symbols min  nominal max  units  peak repetitive reverse voltage    working peak reverse voltage      dc blocking voltage    v rrm  v rwm          v dc 20  20  20  volts  average rectified forward current (t c =125 c)   i o  30  amps  repetitive peak reverse surge current  t c  =10msec dury cycle                 automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd    4.4   40a  19v-25v (gba40l)    electrical characteristics @25     symbols min  nominal max  units  peak repetitive reverse voltage    working peak reverse voltage      dc blocking voltage    v rrm  v rwm  v dc   17  17  17  volts  average rectified forward current (t c =105 c)   i o  40   amps  repetitive peak reverse surge current  t c  =10msec dury cycle                 automotive rectifier     ??????  suzhou good-ark elec tronic co., ltd    4.6    40a   37v-42v   (gba40m)  electrical characteristics @25     symbols min  nominal max  units  peak repetitive reverse voltage    working peak reverse voltage      dc blocking voltage    v rrm  v rwm          v dc 28  28  28  volts  average rectified forward current (t c =125 c)   i o  40  amps  repetitive peak reverse surge current  t c  =10msec dury cycle 
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