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		  Datasheet File OCR Text:


		  v rrm  = 50 v - 400 v i o  = 4 a features ? ideal for printed circuit board kbj package ? not esd sensitive mechanical data case: molded plastic  mounting torque: 5 inch-lb max     ? types from 50 v to 400 v v rrm ? plastic material has  underwriters laboratory  flammability classification 94v-0 ? surge overload rating to 120 amperes peak weight: 0.15 ounce, 4.0 grams kbj4005g thru kbj404g maximum ratings at t j   = 25 c, unless otherwise specified  single phase glass passivated  silicon bridge rectifier ? reliable low cost construction parameter symbol kbj4005g kbj401g unit repetitive peak reverse voltage v rrm 50 100 v rms reverse voltage v rms 35 70 v dc blocking voltage v dc 50 100 v operating temperature    t j -55 to 150 -55 to 150 c storage temperature    t stg -55 to 150 -55 to 150 c parameter symbol kbj4005g kbj401g unit 44 2.3 2.3 peak forward surge current  i fsm   120 120 a maximum instantaneous  forward voltage  per leg 1.1 1.1 55 500 500 v electrical characteristics at tj = 25 c, unless otherwise spec ified 2.3 maximum average forward  rectified current                         i o t a  = 25 c conditions -55 to 150 kbj404g 55 kbj402g t a  = 125 c 1.1 1.1 500 t a  = 25 c i f  = 4 a conditions kbj404g 200 140 kbj402g -55 to 150 j -55 to 150 -55 to 150 a single phase, half sine wave, 0  , resistive or inductive loa d for capacitive load derate current by 20 t c  = 10 c 4 200 v f 2 a 4  ms single sine-wave 120 120 500 maximum reverse current at  rated dc blocking voltage per  leg i r 400 20 400 apr 201 atest v ersion of this datasheet at  www genesicsemicomsilicon-productsbridge-rectifiers 1

 kbj4005g thru kbj404g apr 2016 latest v ersion of this datasheet at:  www. genesicsemi.com/silicon-products/bridge-rectifiers/ 2

 package dimensions and terminal configuration product is marked with part number and terminal configuration. kbj4005g thru kbj404g dimensions in inches  and (millimeters) apr 2016 latest v ersion of this datasheet at:  www. genesicsemi.com/silicon-products/bridge-rectifiers/ 3
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