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		  Datasheet File OCR Text:


		  mar01/07 d c b a a b c d ref. scale  size project dwg.  no. c sheet rev. date approvals drawn designed checked qa app'd material and finish 1 2 3 4 5 6 7 8 8 76 54 32 1 e f e f ie app'd dwg app'd title amphenol canada corp. right angle pcb tail, thread and series 'a' receptacle, single port, or used for manufacturing purposes without permission from amphenol canada corp. code ident. no. s.semenov s.semenov P-MUSB-A111-XX a.green this document cotains proprietary information and such information may not be disclosed to others for any purpose do  not  scale  drawing musb series rugged usb connector, d - product dwg (ear 13196) - nov23/07 - k.l. 3:1 mar01/07 rev - description  - date - approved 1 of 2 dust cover options, rohs compliant musb e mar01/07 unless  otherwise  specified dimensions  are  in millimeter tolerances  are: decimals                        angles .xx      0.25                             1 e - product dwg (ear 13219) - jan28/08 - k.l. holes, see ordering code thread option 5.50 [.217] deep threaded contact position #1 .709 18.00 1.181 30.00 4.50 .177 16.00 .630 7.67 .302 16.20 .638 .157 4.00 .079 2.00 .551 14.00 2.50 .099 back cover 0.58 [.023] x 0.25 [.010] pcb tail dust cover shell usb housing gasket 3.05 [.120] dia mounting hole 16.00 .630 65.00 2.559 3 = #4-40 unc thread m = m3 x 0.5 thread  x series, rugged usb current rating: 1.5 amperes operating temperature: -40c to +105c. 5. 3. dust covers may be ordered separately. specify 6. contact resistance: 30 milliohms maximum. dust cover option 0 = no dust cover supplied 4. usb series 'a' receptacle, single  port, right angle pcb tail 1 = with grey dust cover supplied 5 = with black dust cover supplied part number musb-2a111-014bp for the grey cover or ? part number musb-2a111-024bp for the black cover. ? notes: 1. material: 1. all materials are rohs compliant per eu directive 2002/95/ec and  ? amendments outer shell - diecast zinc alloy, nickel plated ? contacts - phosphor bronze, plated with 0.76 microns (30 microinches)  ? gold over 1.27 microns (50 microinches) minimum nickel on the mating  area with tin plating on the tails. usb housing - engineering thermoplastic, high temperature resistant,  ? flammability rating ul94v-0, black. usb shell & back cover - copper alloy, nickel plated ? gasket - silicone rubber, black ? dust cover - silicone rubber with nickel plated brass mounting insert.  ? see ordering code for dust cover colour options. environmental performance per iec 60529 code ip67 for seal between  2. mating area and pcb side of connector. gasket provides seal to inside face  of enclosure panel. available dust cover provides added protection. ordering code:   m u s b  - a 1 1 1  - x thread option

 5.430.10 .214.004 23 14 component side of board 4:1 rev - description - date - approved mar01/07 d - product dwg (ear 13196) - nov23/07 - k.l. series 'a' receptacle, single port, musb series rugged usb connector, right angle pcb tail, thread and mar01/07 d c b a a b c d ref. scale  size project dwg.  no. c sheet rev. date approvals drawn designed checked qa app'd material and finish 1 2 3 4 5 6 7 8 8 76 54 32 1 e 2 of 2 e ie app'd dwg app'd title amphenol canada corp. do  not  scale  drawing f e s.semenov mar01/07 a.green musb P-MUSB-A111-XX this document cotains proprietary information and such information may not be disclosed to others for any purpose or used for manufacturing purposes without permission from amphenol canada corp. code ident. no. s.semenov dust cover options, rohs compliant unless  otherwise  specified dimensions  are  in millimeter tolerances  are: decimals                        angles .xx      0.25                            1 e - product dwg (ear 13219) - jan28/08 - k.l. recommended pcb layout .079 2.00 2.33 .004 .004 0.10 7.00 max 0.10 .004 .092 .004 .036 0.10 0.92 5.30 max r .209 4 holes min .217 min .069 .517 max 1.75 5.50 max 2.30 0.10 .004 .091 2 holes 0.10 .004 .276 13.140.10 0.60 min .024 min recommended panel cutout .354 - .000 + 1.25 0.13 0.00 .650 .010 + .005 0.00 +0.25 14.50 .571 r + 9.00 16.50 .000 0.13 .945 .010 0.25 - 24.00 2.75 .108 .005 max  typ. .049 max 3.05 0.00 +0.15 2 holes .120 - .000 +.006
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