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		  Datasheet File OCR Text:


		  issue: 1626 in the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential  and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  for more information: pulse worldwide headquarters pulse/larsen antennas europe headquarters pulse (suzhou) wireless products co, inc. 12220 world trade drive 3611 ne 112 th ave pulse gmbh & do, kg 99  huo ju road(#29 bldg,4 th phase san diego, ca 92128 vancouver, wa 98682 zeppelinstrasse 15 suzhou new district usa usa herrenberg, germany jiangsu province, suzhou 215009 pr china tel:1 - 858 - 674 - 8100 tel: 1 - 360 - 944 - 7551 - tel: 49 7032 7806 0 tel: 86 512 6807 9998 description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF series : v - thinity features: applications: all dimensions are in mm / inches ? wide bandwidth vhf ? 132 - 174 mhz operation ? aesthetically pleasing: ? 1.5mm (0.060 inch)   thickness to ceiling  ? vswr < 2:1 ? optimized to low - frequency  in - building  e nvironments ? 15 x 15 inch (380 x 380 mm ) ? in - building repeater systems ? bi - directional amplifier ? police, fire, government ? low  profile ceiling mounting ? enhanced for in - building: ? gain - set to ib environment ? multi - floor coverage  ? avoids the nulls of traditional  dipoles. 1 installed antenna 

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF electrical specifications                                                        2 frequency 132 - 174 mhz nominal impedance 50  ? vswr 2:1 power withstanding 6w connector type n female cable type ? 4mm / 0.16 cable length 500mm / 19.7

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF 3 color                                                                                    white weight 550  g cable retention: pull off 30 n fixing system 4pcs m6 hex slot bolt & nut operating temperature 0  - 60  c storage temperature mil std  801g: 24h  at  85c  and  24h  at  - 40c temperature shock mil std 810g:  method  503.5,  - 40 for 1  hr to +85  c  for 1  hr @ 15  deg.c /min  rate of change;  3  cycles humidity mil std  810g: 24h  at  60c  and 95%rh vibration mil std 810g: 514.6 c - ii chemical resistance mil std 810g drop test top, bottom, side. 3  times/orientation, 40 package drop all faces & corners, 40 mechanical specifications environmental specifications

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF mechanical drawing 4 horizontal plane zero angle

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF charts 5

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF charts 6 floor at theta=0deg antenna alignment in spherical coordinate system

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF charts 7

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF charts 8 ibwave propagation simulation for vhf field strength in first floor outside wall material: brick, attn 1.13db inside wall material: sheetrock, heavy, attn 1.79db material between floors:concrete, light, attn 0.73db floor material: wood, attn 0.5db ceiling material: plaster, attn 0.49db, ceiling height h=3m antenna placed on lowered ceiling, h=2.5m

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF charts 9 field strength in 3rd floor field strength in second floor

 issue: 1626 in  the effort to improve our products, we reserve the right to make changes judged to be necessary.               confidential and proprietary information  this document contains confidential and proprietary information of pulse electronics, inc. (pulse) and is protected by copyright , trade secret and other state and federal laws.  its receipt or possession does not convey any rights to reproduce, disclose its contents, or to manufacture, use or sell anyt hin g it may describe. reproduction, disclosure or  use without specific written authorization of pulse is strictly forbidden.  series : v - thinity description :  in building public safety  antenna, 132 - 174mhz part  number: PSIBVHF 10 packaging assembly drill map * * spacer to be used in gypsum & concrete installations ( 15.75x15.75x1.57) inch (400x400x40) mm
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