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		  Datasheet File OCR Text:


		  1.544mhz to 156.250mhz 20ppm to 100ppm 0c to 70c -20c to 70c -40c to 85c -45c to 90c 5v 0.5v 60ma max hcmos/ttl 40/60% max @ 50% vdd 45/55% max 4ns typ, 10ns max "0" = 10% vdd max "1" = 90% vdd min 15pf/10ttl max 50pf/10ttl max frequency range: frequency stability: temperature range: operating: (option m) (option x) storage: input voltage: input current: output: symmetry: (option y) rise/fall time: logic: load: (option h) td-02075   rev. h  8 & 14 pin dip, 5v, hcmos/ttl CCO-014s & 014 models 12730 commonwealth drive ? fort myers, florida 33913 phone: 239-561-3311 ? 800-237-3061 fax: 239-561-1025 ? www.crystek.com crystek corporation dimensions  inches (mm) all dimensions are max unl ess otherwise specified. designed to meet today's  requirements for economical  solutions.   CCO-014 crystek part number frequency date code 0.750 (19.05) 0.820 (20.83) 0.450 (11.43) 0.520 (13.21) 0.600 (15.24) 0.300 (7.62) 1 14 7 8 0.216 (5.50) 0.260 (6.60) 0.216 (5.50) 0.260 (6.60) 0.300 (7.62) 0.300 (7.62) pin 1 pin 8 pin 4 pin 5 crystek p/n frequency dc 0.450 (11.43) 0.520 (13.21) 0.450 (11.43) 0.520 (13.21) CCO-014s pwr supply ma m vm osc. pin 1 pin 8 or 14 pin 4 or 7 pin 5 or 8 bypass  cap. o/p load incl probe cl out high impedance gnd or "low" oscillation open or "high" gnd out vdd e/d test circuit function pin 1 output pin  open "1" level 2.4v min "0" level 0.4v max active active high z  tri-state function CCO-014 t x y h- 25 - 49.152 crystek part number guide #1 crystek clock osc. #2 model (014 or 014s) #3 tristate:  blank= no tristate, t= tristate #4 temp. range:  blank= 0/70c, m= -20/70c, x= -40/85c #5 symmetry:  blank=(40/60), y=(45/55) #6 load:  blank= standard, h= 50pf #7 stability: (see table 1) #8 frequency in mhz: 3 or 6 decimal places example: CCO-014txy-25-25.000  =  (full size) 5.0v tristate, -40/85c, 45/55, 25ppm, 25.000 mhz CCO-014st-50-19.660800  =  (half size) 5.0v tristate, 0/70, 40/60, 50ppm, 19.660800 mhz blank (std) 100ppm 50   50ppm 25   25ppm 20   20ppm 0/70 -20/70 -40/85 ** ** ** ** ** ** ** stability indicator: table 1 #1 #2 #5 #3 #4 #8 #6 #7 specifications subject to  change without notice. 
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