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		  Datasheet File OCR Text:


		  8 7 n o m i n a l d a t a s p e c i a l s t y p e m 3 / h c f m v d c v d c b e l ( a ) / w a t t s r p m  c h o u r s h o u r s p . 1 1 2 r g 1 6 0 - 2 8 / 1 2 n m 1 3 9 8 1 , 1 1 2 7 . . . 1 4 5 , 6 7 , 5 1 9 0 0 - 2 0 . . . + 7 0 8 0 0 0 0 / 4 0 0 0 0 1 6 0 0 0 0 1 r g 1 6 0 - 2 8 / 1 2 n 2 0 9 1 2 3 , 0 1 2 7 , 5 . . . 1 4 6 , 6 2 1 , 0 2 8 5 0 - 2 0 . . . + 7 0 7 0 0 0 0 / 3 5 0 0 0 1 4 0 0 0 0 2 / 1 2 r g 1 6 0 - 2 8 / 1 4 n m 1 3 9 8 1 , 1 2 4 1 2 . . . 2 8 5 , 6 7 , 0 1 9 0 0 - 2 0 . . . + 7 0 8 0 0 0 0 / 4 0 0 0 0 1 2 0 0 0 0 1 r g 1 6 0 - 2 8 / 1 4 n 2 0 9 1 2 3 , 0 2 4 1 2 . . . 2 8 6 , 6 2 0 , 0 2 8 5 0 - 2 0 . . . + 7 0 7 0 0 0 0 / 3 5 0 0 0 1 2 0 0 0 0 2 r g 1 6 0 - 2 8 / 1 8 n 2 0 9 1 2 3 , 0 4 8 2 8 . . . 6 0 6 , 6 2 0 , 0 2 8 5 0 - 2 0 . . . + 7 0 7 0 0 0 0 / 3 5 0 0 0 1 2 0 0 0 0 2 / 1 2 h i g h l i g h t s : C o p t i o n a l v a r i o - p r o : h i g h l y a d a p t a b l e s o f t w a r e c o n f i g u r a t i o n o f t h e f a n e n a b l e s a t a i l o r - m a d e s o l u t i o n t o t h e s p e c i f i c r e q u i r e m e n t s o f y o u r a p p l i c a t i o n s . C b a c k w a r d c u r v e d i m p e l l e r . g e n e r a l c h a r a c t e r i s t i c s : C f i b r e g l a s s - r e i n f o r c e d p l a s t i c s c r o l l h o u s i n g a n d i m p e l l e r ; h o u s i n g b a s e o f s t e e l p l a t e . C f u l l y i n t e g r a t e d e l e c t r o n i c c o m m u t a t i o n . C p r o t e c t e d a g a i n s t r e v e r s e p o l a r i t y a n d l o c k i n g . C d i r e c t i o n o f a i r f l o w : a x i a l a i r i n t a k e , c e n t r i f u g a l a i r e x h a u s t o u t o f t h e o u t l e t . C c o n n e c t i o n v i a s i n g l e s t r a n d s a w g 2 2 , t r 6 4 . b a r e d a n d t i n - p l a t e d . C 4 8 v m o d e l : f l a t p l u g 6 . 3 x 0 . 8 m m f o r p r o t e c t i v e e a r t h . C m a s s : 1 . 4 k g . d c c e n t r i f u g a l f a n s s e r i e s r g 1 6 0 n 2 2 0 x 2 2 0 x 5 6 m m 0 2 0 4 0 6 0 8 0 2 5 5 0 5 0 1 0 0 7 5 1 0 0 1 2 5 1 5 0 1 5 0 2 0 0 2 5 0 3 0 0 3 5 0 1 , 0 1 , 2 0 , 8 0 , 6 0 , 4 0 , 2 1 2 m 3 / h p a c f m [ i n h 2 o ] m a x . 2 0 9 m 3 / h h h p p a a s s p p ip54 ip 54  p w m pw m i i t t n n g g n o m i n a l v o l t a g e a i r f l o w a i r f l o w v o l t a g e r a n g e s o u n d p o w e r l e v e l s i n t e c s l e e v e b e a r i n g s b a l l b e a r i n g s p o w e r i n p u t n o m i n a l s p e e d t e m p e r a t u r e r a n g e c u r v e s e r v i c e l i f e l 1 0 ( 4 0  c ) e b m - p a p s t s t a n d a r d s e r v i c e l i f e l 1 0 ( t m a x ) e b m - p a p s t s t a n d a r d l i f e e x p e c t a n c y l 1 0 ? ( 4 0  c ) s e e p . 1 5 i n f o r m a t i o n d c a x i a l f a n s d c f a n s - s p e c i a l s a c m a x x / i - m a x x a c a x i a l f a n s a c c e s s o r i e s r e p r e s e n t a t i v e s d c c e n t r i f u g a l f a n s a c c e n t r i f u g a l f a n s kompaktlfter__2011__en__final__17_01_2011_:vorlage 18.01.2011 14:13 seite 87

 170 2016-01 speed signal /12 C speed-proportional, square-wave signal for external monitoring of the fan motor speed C 2, 3, or 6 pulses per revolution C ttl-compatible C integrated pull-up resistor C connection via separate cable  C the sensor signal also serves as a major comparison variable for setting and maintaining the setpoint speed for interactive or controlled cooling with one or more interconnected fans. electrical hookup all voltages measured to ground. type                       vdc           ma         vdc          ma         ma       page speed signal u s low condition: i sink speed signal u s high condition: i source admissible sink current  i sink max. fan description basic type signal data 614 n/12 gm                0.4             1            2.5C5.5          1              1              39 618 n/12 n                   0.4             1            2.5C5.5          1              1              39 8412 n/12 h                 0.4             1            2.5C5.5          1              1              44 4412 f/12 gm              0.4             1            2.5C5.5          1              1              53 4418 f/12                    0.4             1            2.5C5.5          1              1              53 4312 /12 m                  0.4             1            2.5C5.5          1              1              56 4314 /12                      0.4             1            2.5C5.5          1              1              56 4182 n/12 x                 0.4             1            2.5C5.5          1              1              60                          subject to change note:  with these fan options, deviations in regard to temperature range, voltage range and power consumption are possible compared with standard fan data.

 171 2016-01 available on request:  C electrically isolated speed signal circuit  C varying voltage potentials for power and logic circuit                    type                        vdc           ma         vdc          ma         ma       page                       7214 n/12                     0.4             2            2.5C5.5          1              20           70                       6424/12 h                     0.4             2            2.5C5.5          1              20           71                       dv 6424/12                   0.4             2            4.5C5.25        2              12           73                       dv 6448/12                   0.4             2            4.5C5.25        2              12           73                       rg 125-19/12 n/12       0.4             1            2.5C5.5          1                1          103                       rg 160-28/12 n/12       0.4             2            2.5C5.5          1                5          104                       rg 160-28/18 n/12       0.4             2            2.5C5.5          1              20         104                        rer 125-19/12 n/12     0.4             1            2.5C5.5          1                1          116                       rer 160-28/12 n/12     0.4             2            2.5C5.5          1                5          118                       rer 160-28/18 n/12     0.4             2            2.5C5.5          1              20         118                        subject to change speed signal u s low condition: i sink speed signal u s high condition: i source admissible sink current  i sink max. fan description basic type signal data note:  fans that come with these fan specials could have variations with respect to the temperature range, voltage range, and power consumption compared to standard fans without specials. information dc axial fans dc fans - specials acmaxx / ec fans ac axial fans accessories representatives dc centrifugal fans ac centrifugal fans
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