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		  Datasheet File OCR Text:


		  a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity 2 3 2 4 b rev per eco 12-010940 7-31-12 ct dh c rev per eco-12-016528 20seo2012 rjm dh d eco-13-004755 27mar2013 kg dh e eco-14-017030 25nov2014 mgm ct customer drawing 2000905 d. belack 06jul2009 a. tsang - m. mcalonis - 5:1 1 1 e 108-2409 114-13267 6.86g - - mm - 0.13 0.05 - 2 - - fortis zd, 20-column, vertical, center module assembly - 20 - - 20 00779 by - ref 12.80  ref 36.10 ref 1.90 ref 1.60 ref 19.05 ref 17.05 ref 16.25 ref 7.43  ref 1.87  ref 37.90 ref 0.90 typ 1.90 typ 1.60  ref 1.85 ref 12.80  ref 36.10 ref 0.90 bsc bsc  ref 0.80 -y- -x- part number finish 2000905-1 2000905-2  material:       contact - copper alloy       housing - lcp, color - black  finish:        mating area: 1.27m min gold over                     1.27m min nickel  finish:        compliant pin area: 0.38m min bright tin lead                            over 1.27m min nickel  finish:        compliant pin area: 0.38m min matte tin                            over 1.27m min nickel  ---  datums and basic dimensions established by customer.  reference application spec 114-13267 for recommended     plating thru hole diameter and plating thickness. ~ = signal = ground recommended differential pair pc board layout component side shown scale 8:1 row a row b row c row d row e row f row g row h row i finished hole size and plated thru holes connector  outline top of daughter card pcb 1 2 3 4 5 6 7 1 dimensioning and tolerancing per gps (iso standards) 6 6 6 6 7
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