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		  Datasheet File OCR Text:


		      21.05.2013   spd 17-0 f   1   of  1   s pd 17- 0 f   technical data   silicone pd ,  to package       spd 17- 0t  is a   pin - photodiod e containing a large chip with  1.3x1.3   mm active area,   mounted  on  a  to - 4 6   stem   and hermetical sealed  with epoxy resin . this device is featuring excellent  responsibility and a hi gh photocurrent.   it?s designed to be easy of setting up optically with a wide  angle of half sens itivity of  55  de grees.     specifications     (unit: mm)     ?   spectral  responsivity   (peak) :   900 nm   ?   chip size :   1.5   x  1.5   mm  ?   active area :   1.3 x 1.3   mm  ?   package:     type :   to - 46  lens:   epoxy resin     absolute maximum ratings (t a =25c)     item   symbol   value   unit   reverse breakdown voltage   v (br)r   170   v   operating temperature   t opr   - 25 ? +100   c   storage temperature   t stg   - 30 ? +125   c   soldering temperature * 1   t sol   240   c   * 1   mus t   be completed within 3 seconds at 240c     electro - optical characteristics     item   symbol   condition   min.   typ.   max.   unit   reverse photo current   i l   v r =10v, l=1000lx   -   2 5   -   a   reverse dark current   i d   v r =10v   -   -   1 0   na   open  c ircuit voltage   v oc   v r =10v, l=1000lx   -   41 0   -   mv   spectral responsivity (peak)    p     -   900   -   nm   half angle of sensitivity    1/2        5 5   -   deg   total capacitance   c t   v r =10v, f=1mhz   -   6   -   pf   rise time (10 - 90%)   t r   r l =1k  , v r =10v   -   10   -   ns   fall time (10 - 90%)   t f   -   10   -   ns     note:   the above specifica tions are for reference purpose only and subjected to change without prior notice.      
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