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		  Datasheet File OCR Text:


		  msd   ?? www.atomicefi.com ? ?? (915)? 855-7123? ?? fax ? (915)? 857-3344 atomic map sensor pn 2933 it is best to remove throttle body from the engine when installing  replacement parts. removal ?   disconnect the battery (-) cable. ?   remove the air cleaner assembly. ?   disconnect the throttle cable assembly, vacuum hoses, electrical  connections, and fuel lines from the throttle body. be prepared  to catch fuel when removing fuel lines. ?   caution should be taken when disassembling the throttle body.  remove the eight bolts that secure the fuel rails from the throttle  body (figure 1).  disconnect the electrical connectors from the idle air control motor  (iac), injectors, fuel pressure sensor (fps), and pull the rails away  from the throttle body (figure 2).   note:    the fuel rails are sealed with an o-ring on each side of the  throttle body fuel rail mounting surface.  remove the o-rings  (figure 3). take caution not to score the machined surfaces. online product registration: register your msd product online. registering your product  will help if there is ever a warranty issue with your product and helps the msd r&d team create  new products that you ask for! go to www.msdperformance.com/registration. parts included: 1 - map sensor 1 - o-ring 1 - spacer figure 1 figure 2 figure 3 2 - oval o-rings   1 - foam gasket installation of this product requires detailed  knowledge  of  automotive  systems  and  repair procedures. installation of fuel system parts and any fuel  tank modifcations must be carried out by a qualifed automotive  technician. installation of fuel system parts requires handling of  gasoline. ensure that work is performed in a well ventilated area  with  an  approved  fre  extinguisher  nearby.  extinguish  all  open  fames, prohibit smoking and eliminate all sources of ignition in  the area of the vehicle before beginning the installation. when working with fuel systems, eye goggles and other safety  apparel  should  be  worn  to  protect  against  debris  and  sprayed  gasoline. the fnished work must be thoroughly checked to ensure  there are no fuel leaks. da nger ca ution wa rnin g no t ice o-ring disconnect

 2  installation instructions   remove the four screws that hold the ecu (block with  msd cast into it) to the throttle body (figure 4).   carefully lift the block straight up away from the throttle  body. there are four pins and an intake air temperature  (iat)  sensor  under  the  ecu  block  that  can  easily  be  damaged from mishandling (figure 5). the iat element  sits in a plastic tube that may or may not lift out when the  ecu is removed from the throttle body. be careful not to  lose the iat tube (figure 6).   remove  the  two  torx  screws  retaining  the  manifold  absolute pressure (map) sensor (figure 7).   figure 4 figure 5 figure 6 figure 7 lift  ecu off iat tube and  element iat tube map  sensor pins iat element  map   sensor   msd   ?? www.msdperformance.com ? ? ? (915) ? 855-7123 ? ? ? fax ? (915) ? 857-3344

 installation instructions   3 figure 11 using a pick or a fne fatblade screw driver, carefully pry the  map sensor, map sensor spigot o-ring and spacer out of the  throttle body (figure 8). installation place the plastic spacer on the map sensor spigot. place the  map sensor o-ring on top  of the spacer. lightly apply  white  grease to the o-ring for ease of installation (figure 9). place the o-ring on the map sensor spigot and push the spigot  into  the  throttle  body.  secure  the  map  sensor  with  the  torx  screws.  do not over-tighten the screws . remove the foam gasket from the throttle body and replace  with the supplied gasket. place the iat tube into the orifce on  the throttle body (figure 10). carefully lower the ecu assembly onto the throttle body. avoid  forcing the ecu assembly as the iat sensor and four pins for  the map sensor are delicate. double check the four map sensor  pins and iat sensor have lined up. route the wire harnesses in  a manner that they do not pinch when the ecu is bolted down  (figure 11). assembly of the fuel rails is reverse order of the disassembly.  figure 8 iat  tube iat tube  in orifice  on the  throttle  body foam gasket figure 10 figure 9 o-ring spacer apply  white grease do not allow  wires to be  pinched  msd   ?? www.atomicefi.com ? ?? (915)? 855-7123? ?? fax ? (915)? 857-3344

 msd   ?? www.msdperformance.com ? ? ? (915) ? 855-7123 ? ? ? fax ? (915) ? 857-3344 limited warranty   m sd warrants this product to be free from defects in material and workmanship under its intended normal use*,  when properly installed and purchased from an authorized msd dealer, for a period of one year from the date of  the original purchase. this warranty is void for any products purchased through auction websites. if found to be  defective as mentioned above, it will be repaired or replaced at the option of msd. any item that is covered under  this warranty will be returned free of charge using ground ship ping methods.    this shall constitute the sole remedy of the purchaser and the sole liability of msd. to the extent permitted by  law, the foregoing is exclusive and in lieu of all other warranties or representation whether expressed or implied,  including any implied warranty of merchantability or ftness. in no event shall msd or its suppliers be liable for special  or consequential damages.   *intended normal use means that this item is being used as was originally intended and for the original application  as sold by msd. any modifcations to this item or if it is used on an application other than what msd markets the  product, the warranty will be void. it is the sole responsibility of the customer to determine that this item will work for  the application they are intending. msd will accept no liabilit y for custom applications.  service   in case of malfunction, this msd component will be repaired free of charge according to the terms of the warranty.  when returning msd components for warranty service,  proof of purchase  must be supplied for verifcation. after  the warranty period has expired, repair service is based on a minimum and maximum fee.   all returns must have a return material authorization (rma) number   issued  to  them  before  being  returned.  to  obtain  an  rma  number  please  contact  msd  customer  service  at  1  (888)  msd-7859  or  visit  our  website  at  www.msdperformance.com/rma  to  automatically  obtain  a  number  and  shipping  information.    when returning the unit for repair, leave all wires at the length in which you have them installed. be sure to include  a detailed account of any problems experienced, and what components and accessories are installed on the vehicle.  the repaired unit will be returned as soon as possible using ground shipping methods (ground shipping is covered  by warranty). for more information, call msd at (915) 855-7123. msd technicians are available from 7:00 a.m. to  5:00 p.m. monday - friday (mountain time). ? 2013 msd llc frm 31705       revised 12/13      printed in u.s.a. tech notes _________________________________________________________________________________________________________________________   _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________   _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________ _________________________________________________________________________________________________________________________   _________________________________________________________________________________________________________________________   _________________________________________________________________________________________________________________________   _________________________________________________________________________________________________________________________   _________________________________________________________________________________________________________________________




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of PN2933 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























