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		  j$.mi-conductoi zpioauoti, una. 20 stern ave. springfield, new jersey 07081 u.s.a. telephone: (973) 376-2922 (212)227-6005 fax: (973) 376-8960 ? 0.2 and 0.5 amp schottky barrier rectifiers ? hermetically sealed ? metallurgically bonded ? double plug construction 1n6675thru 1n6677 and dsb0.2a20 thru dsb0.2a40 and dsb0.5a20 thru dsb0.5a40 maximum ratings - 0.2 amp device operating temperature: -65c to +125c storage temperature: -65c to +150c average rectified forward current: 0.2 amp @t|_ derating: 8.0 ma/ c above t|_ = +100c, l = 3/8" electrical characteristics @ 25c, unles cdi type number 1n6675 1n6676 1n6677 dsb0.2a20 dsb0.2a30 dsb0.2a40 working peak reverse voltage vrwm volts 20 30 40 20 30 40 s = +100c, -3/o s otherwise specified. maximum forward voltage vp @ 20 ma volts 0.37 0.37 0.37 0.37 0.37 0.37 vp @ 200 ma volts 0.50 0.50 0.50 0.50 0.50 0.50 vp @ 630 ma volts 0.70 0.70 0.70 0.70 0.70 0.70 maximum reverse leakage current at rated voltage ip @ +25-c fa 5.0 5.0 5.0 5.0 5.0 5.0 ip @ +100c ma 0.6 0.6 0.6 0.6 0.6 0.6 maximum capacitance @ vr = 0 volts f =1.0 mhz ct pico farads 50 50 50 50 50 50 ' } j -- 0.055 / 0.090 i 1.40 / 12.29 polmitr mm ? 0.018/0.022 f... 0.457/0.559 alldimnuiim.n i 0.120 / 0.200 . 3.05 / 5.08 i 1.000 25.400 'i ^ maximum ratings - 0.5 amp devices operating temperature: -65c to +125c storage temperature: -65c to +150c average rectified forward current: 0.5 amp @ +75c derating: 6.67 ma / c above +75c electrical characteristics @ 25c, unless otherwise specified. gdi type number dsb0.5a20 ds80.5a30 dsb0.5a40 working peak reverse voltage vrwm volts 20 30 40 maximum forward voltage vf @ (ma volts 0.50 0.50 0.50 vp @ 0.5a volts 0.65 0.65 0.65 maximum reverse leakage current at rated voltage ip @ +25"c ,ua 10.0 10.0 10.0 ip @ +100-c ma 1.0 1.0 1.0 maximum capacitance @ vr = 0 volts f =1.0 mhz ct pico farads 60 60 60 figure 1 design data case: hermetically sealed, do-35 lead material: copper clad steel lead finish: tin / lead thermal resistance: (rojec): 250 'c/w maximum at l = .375 inch thermal impedance: (zqjx): 20 'c/w maximum polarity: cathode end is banded. mounting position: any ^ i seffli-ciinducion reserves rh? rigw m chang* tot conditions, parameter limits iind packng. dimensions wirhoih notice - nj st-mi/onducton if wk??j to ht bom accurate nnd relate ,il ihc time of go.nj .o pr?* however x i nj s h> vciil\n
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