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		  Datasheet File OCR Text:


		  features and benefits primary applications spectrum engineered products with focused color points to enable  the right lighting for specifc merchandise and application downlights ir free and uv free, which keeps the merchandise fresher longer  and prevents meat discoloration indoor area lighting up to 4x lower thermal resistance than competitors enabling smaller    heatsinks and higher lumens lamps mouse bites for m2 and m3 make it easy to work with spotlights luxeon cob with freshfocus technology ? accentuating freshness and overall  visual appeal, making food irresistible the luxeon cob with freshfocus technology creates the most impactful  lighting ever available by accentuating the freshness and overall visual  appeal of a variety of fresh food areas such as supermarkets, delis,  butcher shops and bakeries.  luxeon cob with freshfocus technology brings out reds for greater  visual appeal to meat; increases the appetite appeal of bread and  pastries; exhibits the most natural and attractive    fish and emphasizes the just picked appearance for produce (fruits    and vegetables).  illumination no. e352519 ds170 luxeon cob with freshfocus technology product datasheet  ?2016 lumileds holding b.v. all rights reserved. 
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 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  2 general product information product test conditions luxeon cob with freshfocus technology? leds are tested and binned with a dc drive current specifed below at a junction  temperature, t j , of 85c. 900ma  C  luxeon cob 1208   1200ma  C  luxeon cob 1211 part number nomenclature part numbers for luxeon cob with freshfocus technology follow the convention below: l  2  c  5  C    a  a  0  0   b  b  b  b   e  c  c    d  d where: a  a     C  designates product type (bd=bread & pastries, pr=produce, rm=red meat, mm=marbled meat, fs=fish) b  b  b  b   C  designates product confguration (1208, 1211) c  c     C  designates light emitting surface (les) size (15=15mm, 19=19mm) d  d     C  designates options for product specifcation therefore, the following part number is used for a luxeon cob 1208 for red meat with a 15mm les: l  2  c  5  C   r  m   0  0   1  2  0  8   e  1  5   0  0 lumen maintenance please contact your local sales representative or lumileds technical solutions manager for more information about the long- term performance of this product. environmental compliance lumileds llc is committed to providing environmentally friendly products to the solid-state lighting market. luxeon cob with  freshfocus technology is compliant to the european union directives on the restriction of hazardous substances in electronic  equipment, namely the rohs directive 2011/65/eu and reach regulation (ec) 1907/2006. lumileds llc will not intentionally add  the following restricted materials to its products: lead, mercury, cadmium, hexavalent chromium, polybrominated biphenyls (pbb)  or polybrominated diphenyl ethers (pbde).

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  3 performance characteristics product selection guide table 1. product performance of luxeon cob with freshfocus technology at specifed test current, t j =85c  pectrum   product luminou flux  1 2   lm tpi cal  lumi nou    efficac  lm tet   current ma le  3 mm part number minimum tpical produce luxeon cob  1208 3011 3345 107 900 15 l2c5-pr001208e1500 luxeon cob  1211 4032 4480 107 1200 19 l2c5-pr001211e1900 red  meat luxeon cob  1208 2061 2290 73 900 15 l2c5-rm001208e1500 luxeon cob  1211 2862 3180 76 1200 19 l2c5-rm001211e1900 marbled  meat luxeon cob  1208 1894 2161 69 900 15 l2c5-mm001208e1500 luxeon cob  1211 2584 2960 71 1200 19 l2c5-mm001211e1900 fish luxeon cob  1208 3325 3694 118 900 15 l2c5-fs001208e1500 luxeon cob  1211 4617 5130 123 1200 19 l2c5-fs001211e1900 bread &  pastries luxeon cob  1208 3118 3464 111 900 15 L2C5-BD001208E1500 luxeon cob  1211 4275 4750 114 1200 19 l2c5-bd001211e1900 notes for table 1: 1.  /xplohgvpdlwdlvdwrohudfhrisroxplrxv5x[phdvxuhphwv 2.  0d[lpxpoxplrxv5x[lvderyhwslfdooxplrxv5x[ 3.  light emitting surface (les) is the inner diameter (phosphor area) inside the dam. optical characteristics table 2. optical characteristics for luxeon cob with freshfocus technology at specifed test current, t j =85c  part number tpical total included angle  1 tpical ieing angle  2 l2c5-xx0012xxexx00 135 115 notes for table 2: 1.  7rwdodjohdwklfkriwrwdooxplrxv5x[lvfdswxuhg 2.  9lhljdjohlvwkhrd[lvdjohiurpwkh/(fhwhuolhkhuhwkhoxplrxvlwhvlwlvriwkhshdnydoxh

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  4 electrical and thermal characteristics table 3. electrical and thermal characteristics for luxeon cob with freshfocus technology at specifed test current, t j =85c  part number forard oltage  1   f  tpical temp erature  coefficient of for ard  oltage  2   m c tpical termal reitanceunction to cae  3  c minimum tpical maximum l2c5-xx001208e1500 32.5 34.8 37.5 -16 0.29 l2c5-xx001211e1900 32.5 34.8 37.5 -16 0.23 notes for table 3: 1.  lumileds maintains a tolerance of 2% on forward voltage measurements. 2.  0hdvxuhgehwhhrδ&irufrh]flhwriirudugyrowdjh 3.  thermal resistance is measured between junction and the bottom of the luxeon cob substrate. absolute maximum ratings table 4  absolute maximum ratings for luxeon cob with freshfocus technology  parameter maximum performance dc forward current  [1, 2] 2x test current led junction temperature  [1, 3]  (dc & pulse) 125c esd sensitivity (ansi/esda/jedec js-001-2012) class 3b operating case temperature  [1]  -40c to 105c led storage temperature  -40c to 120c oordeoh5h5r&fohv 3 reverse voltage (v reverse ) luxeon leds are not designed to be driven in reverse bias notes for table 4: 1.  proper current derating must be observed to maintain the junction temperature below the maximum allowable junction temperature. 2.  residual periodic variations due to power conversion from alternating current (ac) to direct current (dc), also called ripple, are acceptable if the following conditions are met:   C the frequency of the ripple current is 100hz or higher   C the average current for each cycle does not exceed the maximum allowable dc forward current    C the maximum amplitude of the ripple does not exceed the maximum peak pulsed forward current 3.  for marbled meat, when driven at dc forward current, it is recommended to limit the led junction temperature to 85c.

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  5 characteristic curves spectral power distribution characteristics light output characteristics figure 1. typical normalized power vs. wavelength for luxeon cob with freshfocus technology at specifed test current, t j =85c  figure 2  typical normalized light output vs  junction temperature for   luxeon cob with freshfocus technology at specifed test current. 0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1 40 04 20 44 04 60 48 05 00 52 05 40 56 05 80 60 06 20 64 06 60 68 07 00 72 07 40 76 07 80   produc e   red meat   marbled meat   fish   brea d & pastries 38 0 wavelength  [nm] normalized power [- ]

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  6 figure 3a  typical normalized light output vs  forward current for l2c5-xx001208e1500 at t j =85c  figure 3b  typical normalized light output vs  forward current for l2c5-xx001211e1900 at t j =85c 

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  7 forward current characteristics figure 4a  typical forward current vs  forward voltage for l2c5-xx001208e1500 at t j =85c  figure 4b  typical forward current vs  forward voltage for l2c5-xx001211e1900 at t j =85c 

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  8 radiation pattern characteristics figure 5. typical radiation pattern for luxeon cob with freshfocus technology at specifed test current, t j =85oc  figure 6. typical polar radiation pattern for luxeon cob with freshfocus technology at specifed test current, t j =85oc 

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  9 color bin defnitions table 5. 3-step macadam ellipse color bin defnition for luxeon cob with freshfocus technology. product color space center point  [1]    (cx, cy) major axis,   a minor axis,   b ellipse rotati on  angle,   produce single 3-step macadam ellipse (0.4210, 0.3720) 0.00834 0.00408 53.20 red meat single 3-step macadam ellipse (0.5000, 0.3500) 0.00862 0.00397 49.30 marbled meat single 3-step macadam ellipse (0.3950, 0.3250) 0.00939 0.00402 53.70 fish single 3-step macadam ellipse (0.3130, 0.3230) 0.00669 0.00285 58.60 bread & pastries single 3-step macadam ellipse (0.4578, 0.4101) 0.00810 0.00420 53.70 notes for table 5: 1.  lumileds maintains a tolerance of 0.005 on x and y coordinates in the cie 1931 color space. 0.2500 0.2700 0.2900 0.3100 0.3300 0.3500 0.3700 0.3900 0.4100 0.4300 0.4500 0.2900 0.3100 0.3300 0.3500 0.3700 0.3900 0.4100 0.4300 0.4500 0.4700 0.4900 0.5100 0.5300 0.5500 2700k 2200 k 2500 k 3000k 3500k 4000k 4500k 5000 k 5700 k 6500 k 3 scdm -----  black body locu s fish marbled meat produce red meat bread & pastries figure 7. 3-step macadam ellipse illustration for table 5.

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  10 mechanical dimensions l2c5-xx001208e1500 c l c l 17. 5  0 . 3   2   2 x   2     8     4 . 5     2     8     3 . 5     4 . 5     24 0 . 2     7 . 5     8 . 5     20 0 . 2   r 1 . 6   3 . 5         1 5 + - 0 . 5 0 . 1   c l 0 . 1   1  0 . 1     0 . 5  0 . 2   d r a w i n g xx. x     0 . 1   mm    xx. x      0  30' yyyy-mm-dd per gd&t symbology asme y1 4 . 5m-1 994 s i z e 201 3 - 0 1 - 2 4 5 : 1 1 1 20x 24  l e s 1 5 201 3 - 0 1 - 2 4 t .   v u t .   v u   /   r .   h e l b i n g date frame date :  2 0 11- 0 4-1 8 draw n by date engi neer/checker t i tle xx. xx   0 . 05  mm  xx. xx   0  00' 30" unless otherw i se speci f i e d   d i mensi ons are i n mi lli meters draw i n g do not scale thi s m e t r i c b scale o f c o b   d a t a s h eet sheet   thi rd angle projecti o n li n ea r :                   ang u la r : xx.      0 . 2   mm      xx        1  t o l e r anc e s (un l e ss  o t h e r w i s e   s p e c i f i e d ) l 2 c 2 - xxxx1208e1500 xxxx 1208 l2c5-xx001211e1900      2x    2   12    c l c l c l yyyy-mm-dd per gd&t symbology asme y14.5m-1994 size 1/20/14 4:1 1 1 28x28 les19 1/20/14 mmw rene/thuy date frame date: 2013-05-10 drawn by date engineer/checker title scale sheet of unless otherwise specified  dimensions are in millimeters drawing do not scale this metric b  third angle projection cob data sheet drawing tolerances material finish - - xxxx 1211 l 2 c 2 - xxxx1211e1900 figure 8  mechanical dimensions for luxeon cob with freshfocus technology  notes for figure 8 1.  drawings are not to scale. 2.  all dimensions are in millimeters.

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  11 packaging and labeling information the luxeon cob with freshfocus technology leds are packaged in tubes then in a carton box. each tube contains a specifed  number of leds. the leds in each tube come from a single category code, ensuring they are all well-matched for light output,  color, and forward voltage. each tube contains a rubber stopper at one end. the tube label has both alphanumeric and bar code  information. the carton boxes have printed information providing part numbers with cat codes that indicate luminous fux, color  and forward voltage bins.  table 6  package information for luxeon cob with freshfocus technology  part number total units per tube total tubes per inner box total units per inner box l2c5-xx001208e1500 20 5 100 l2c5-xx001211e1900 10 5 50 tube dimensions   figure 9a  tube dimensions for l2c5-xx001208e1500  figure 9b  tube dimensions for l2c5-xx001211e1900  notes for figures 9a and 9b: 1.  drawings not to scale. 2.  all dimensions are in millimeters.

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  12 notes for figure 10 - tube label descriptions for customer use: field labels not described are for lumileds internal use only. 1.  lumileds part number. 2.  unique production lot identifcation number. this number is required for traceability purpose. 3.  product category code. 4.  number of led emitters in a tube. 5.  led test date in yyww format. figure 10  example of a tube label for luxeon cob with freshfocus technology 

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  13 figure 12  example of inner box label for luxeon cob with freshfocus technology  notes for figure 12 - inner box label descriptions for customer use: field labels not described are for lumileds internal use only. 1.  lumileds part number. 2.  number of led emitters in a box. 3.  led test date in yyww format. 4.  customer part number for custom requests only. 5.  unique production lot identifcation number. this number is required for traceability purpose. 6.  product category code. inner box table 7  inner box information for luxeon cob with freshfocus technology  box type   dimensions (mm) average weight (100pcs/box) average weight (50pcs/box) h l  w inner box 30 490 95 0.340kg 0.305kg figure 11  dimensions for inner box packaging for luxeon cob with freshfocus technology 

 ds170 luxeon cob with freshfocus technology product datasheet 20161030 ?2016 lumileds holding b.v. all rights reserved.  14 outer box table 8  outer box information for luxeon cob with freshfocus technology  box type dimensions (mm) maximum     inner boxes     per outer box maximum quantity     per outer box average weight     (100pcs/box) average weight      (50pcs/box) h l w outer box 8 pcs 122 510 290 8 800 3.05kg 2.77kg outer box 20 pcs 247 510 310 20 2000 7.55kg 6.85kg outer box 40 pcs 320 510 360 40 4000 15.10kg 13.70kg notes for figure 14 - outer box label descriptions for customer use: field labels not described are for lumileds internal use only. 1.  country code of origin of manufacturing of parts (e.g. my for malaysia, cn for china) according to iso 3166-1 alpha-2 document. 2.  lumileds part number. 3.  customer part number for custom requests only. 4.  total number of led emitters in a shipment box.  figure 13  dimensions for outer box packaging for luxeon cob with freshfocus technology  figure 14  example of outer box label for luxeon cob with freshfocus technology 

 about lumileds lumileds is the global leader in light engine technology. the company develops, manufactures and distributes groundbreaking  leds and automotive lighting products that shatter the status quo and help customers gain and maintain a competitive edge.  with a rich history of industry frsts, lumileds is uniquely positioned to deliver lighting advancements well into the future by  maintaining an unwavering focus on quality, innovation and reliability. to learn more about our portfolio of light engines, visit  lumileds.com . ?2016 lumileds holding b.v. all rights reserved.   luxeon is a registered trademark of the lumileds holding b.v.    in the united states and other countries. lumileds.com  ds170 luxeon cob with freshfocus technology    product datasheet  20161030 neither lumileds holding b.v. nor its afliates shall be liable for any kind of loss of data or  any other damages, direct, indirect or consequential, resulting from the use of the provided  information and data. although lumileds holding b.v. and/or its afliates have attempted to  provide the most accurate information and data, the materials and services information and data  are provided as is, and neither lumileds holding b.v. nor its afliates warrants or guarantees  the contents and correctness of the provided information and data. lumileds holding b.v. and its  afliates reserve the right to make changes without notice. you as user agree to this disclaimer  and user agreement with the download or use of the provided materials, information and data.  
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