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		  Datasheet File OCR Text:


		                 features  high capacitance  ?  very fast charge/discharge  ?  high power density      applications  battery backup/ alternative  ?  led displays  ?  dc/dc converters  ?   pulse power      operating temperature range  -25c to +70c  storage temperature  -40c to +70c  capacitance tolerance  +50%/-20% @ 25c  surge voltage  wvdc 2.5    svdc 2.7  maximum current  see standard part listing  0.5*wvdc/(esr dc +(1/c))  leakage current  see standard part listing  72 hours,25c  life time  1000 hours at rated voltage and 70c   capacitance change  +30% of initially measured values  esr  20) 8(l>20)  10  16  18  s  3.5 3.5 5.0 7.5 7.5  d  0.5 0.6 0.6 0.8 0.8       l 1 =l+1.5mm        d 1 =d+05mm       s 1 =s+0.5mm                                        

   snap in types    20mm der radial lead, +70c capacitance (f) wvdc ic part number max current (a) maximum continuous current (a) (?t=15c) short circuit current (a) esr ac 1 khz (m) dc esr (m) 20c max stored energy (mwh) lc (ma), (72 hrs) energy density (wh/kg) energy volumetric density (wh/l) power density (kw/kg) power volumetric density (kw/l) 10.0 2.3 106dcr2r3sgu 2.3 220 400 220 400 7.3472 0.05 3.6736 4.6774 0.794 1.0103 22.0 2.3 226dcr2r3stu 5.34 120 170 120 170 16.1639 0.065 4.6852 6.5858 1.082 1.5214 30.0 2.3 306DCR2R3STV 5.95 100 160 100 160 22.0417 0.085 5.8004 7.1845 1.044 1.2932 50.0 2.3 506dcr2r3skv 9.58 60 100 60 100 36.7361 0.11 5.248 7.3084 0.9069 1.2629 70.0 2.3 706dcr2r3sky 11.58 50 85 50 85 51.4306 0.15 6.1593 7.3084 0.894 1.0613 120.0 2.3 127dcr2r3slz 15.68 35 65 35 65 88.1667 0.4 6.6291 8.6618 0.734 0.9595 220.0 2.3 227dcr2r3sni 23.21 25 45 25 45 161.1639 0.9 6.4656 9.0472 0.5643 0.7896 400.0 2.3 407dcr2r3sdg 41.82 20 25 20 25 293.8889 2 4.432 9.2393 0.3829 0.7983 600.0 2.3 607dcr2r3sdz 53.08 15 20 15 20 440.8333 4 6.5649 10.394 0.473 0.7484 800.0 2.3 807dcr2r3sek 70.77 10 15 10 15 587.7778 7.2 7.9926 8.7275 0.5755 0.6284

 der radial lead, +70c capacitance (f) wvdc ic part number weight (grams) volume (ml) dims dxl (mm) lead spacing s (mm) lead diameter d (mm) 10.0 2.3 106dcr2r3sgu 2 1.5708 10x20 5 0.6 22.0 2.3 226dcr2r3stu 3.45 2.4544 12.5x20 5 0.6 30.0 2.3 306DCR2R3STV 3.8 3.068 12.5x25 5 0.6 50.0 2.3 506dcr2r3skv 7 5.0265 16x25 7.5 0.8 70.0 2.3 706dcr2r3sky 8.35 7.0372 16x35 7.5 0.8 120.0 2.3 127dcr2r3slz 13.3 10.179 18x40 7.5 0.8 220.0 2.3 227dcr2r3sni 25 17.866 22x47 10 0 400.0 2.3 407dcr2r3sdg 66.31 31.809 30x45 10 0 600.0 2.3 607dcr2r3sdz 67.15 42.412 30x60 10 0 800.0 2.3 807dcr2r3sek 73.54 67.348 35x70 10 0
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