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		  Datasheet File OCR Text:


		  211 scm120-120-evk onboard ddr3  1 gb memory freescale i.mx6 cpu features scm120 scm120 with quad/duallite 800 mhz  (industrial) soc, 1 gb memory, 4 gb  emmc, gigabit ethernet, audio, can   ultra low power consumption cortex?-a9   high flexibility smarc v1.0 compliant design   2 can 2.0b   24-bit ttl signal   lvds/hdmi 1080p   10/100/1000 mbps ethernet    linux3.0.35/android4.3   audio i/o system processor freescale i.mx6 series soc with quad/duallite arm cortex?-a9 cpu 800 mhz system memory on-board ddr3 1gb  os linux kernel 3.0.35, android 4.3 storage emmc flash 4 gb, sdio interface, sata interface (only quad support) rtc battery on the baseboard is required power requirement +3v~+5.25v size 82 x 50 mm board thickness 1.2 mm  0.1mm operating temperature -40oc ~ +85oc (industrial) operation humidity 10% ~ 95%, non-condensing  graphics 1 x 24-bit ttl signal 1 x dual channel 24-bit lvds 1 x hdmi 1080p ethernet 1 x 10/100/1000 mbps ethernet audio mic-in/headphone com 3 x com with tx/rx/rts/cts 1 x console port usb 1 x otg client and 1 usb 2.0 i 2 c 4 x i 2 c interface spi 2  can 2 ports  gpio 8  pcie 1 x pcle  camera 1 x mipi v1.0, 2 x lane 1 x pcam 8-bit ordering information standard scm120-duallite-i scm120 with freescale imx6 duallite 800 mhz (industrial) soc, 1 gb memory, 4 gb emmc, 10/100/1000 mbps  ethernet, audio, and can scm120-quad-i scm120 with freescale imx6 quad 800mhz (industrial) soc,  1 gb memory, 4 gb emmc, 10/100/1000 mbps ethernet,  audio, can and sata optional scm120-120-evk  duallite-i evaluation kit board scm120-120-evk quad-i   evaluation kit board p/n: 5078s120100e scm120 heatspread (-40 ?c ~70 ?c)  p/n: 5078q120200e           heatsink (-40 ?c ~75 ?c)   * all specifications and photos are subject to change without notice. 
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