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		  Datasheet File OCR Text:


		  this document was generated on 10/26/2018 please check www.molex.com for latest part information part number: 2012670005 status: active overview: usb products and solutions description: universal serial bus (usb) shielded i/o receptacle, type c, right-angle, top mount, surface mount, 0.76m gold (au) plating documents: 3d model packaging specification 2012670005-pk1 (pdf) drawing (pdf) rohs certificate of compliance (pdf) product specification 2012670005-000 (pdf) general product family i/o connectors series 201267 application wire-to-board component type receptacle overview usb products and solutions product name usb 3.1 type c upc 191128100236 physical circuits (loaded) 24 circuits (maximum) 24 color - resin black durability (mating cycles max) 20000 gender female keying to mating part none lock to mating part yes material - metal copper alloy material - plating mating gold material - plating termination gold material - resin high temperature thermoplastic net weight 0.686/g number of rows 2 orientation right angle pcb locator yes pcb retention none pcb thickness - recommended 1.60mm packaging type embossed tape on reel panel mount yes pitch - mating interface 0.50mm pitch - termination interface 0.50mm plating min - mating 0.762m plating min - termination 0.051m polarized to mating part no polarized to pcb yes ports 1 surface mount compatible (smc) yes temperature range - operating -40 to +105c termination interface: style surface mount electrical current - maximum per contact 0.25a,1.25a,5.0a, see product specification grounding to panel none shield type full shield shielded yes series image - reference only eu elv not relevant eu rohs china rohs compliant reach svhc not contained per - ed/61/2018 (27 june 2018) halogen-free status low-halogen for more information, please visit  contact us china rohs green image elv not relevant rohs phthalates not contained search parts in this series 201267  series mates with usb type c plug/cable

 voltage - maximum 30v ac/dc material info reference - drawing numbers packaging specification 2012670005-pk1 product specification 2012670005-000 sales drawing 2012670005-000 this document was generated on 10/26/2018 please check www.molex.com for latest part information
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