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		  Datasheet File OCR Text:


		    bzt52b2v4 - bzt52b51   surface mount zener diode   publication  order  numb er:  [ bzt52b2v4 - bzt52b51 ]                                                            ? bruckewell  technology  corporation  rev.  a  - 201 6                       features   ?   planar die construction.   ?  b for 2% tolerance.   ?   general purpose, medium current.   ?   ideally suited for automated assembly processes.   ?   rohs   compliant package   a pplications   ?   zener diode.   ?   ultra - small surface mount package.   packing  & order  in formation     3,000/reel           graphic symbol     m aximum ratings and electrical characteristics   maximum ratings (tc=25c unless otherwise noted)   symbol   parameter   value   unit   vf   forward voltage @ if=10ma   0.9   v   pd   power dissipation   500   mw   rja   thermal resistance, junction to ambient air   305    c /w   tj   junction temperature   150    c   tstg   storage temperature range   - 6 5 to +150    c   notes:    1. device mounted on ceramic pcb; 7.6mm x 9.4mm x 0.87mm with pad areas 25mm2   2. short duration test pulse use d to minimize self - heating effect.   3. when provided, otherwise, parts are provided with date code only, and type number identifications  appears on reel only.   4. f = 1khz    

   bzt52b2v4 - bzt52b51   surface mount zener diode   publication  order  numb er:  [ bzt52b2v4 - bzt52b51 ]                                                            ? bruckewell  technology  corporation  rev.  a  - 201 6                         electrical characteristics (rating at 25oc ambient temperature unless otherwise speci fied)   type   number   marking   code   zener voltage range   maximum zener   impedance   vz@izt   izt   zzt@izt   zzk@izk   izk   nom(v)   min(v)   max(v)   ma       bzt52b2v4   w1   2.4   2.35   2.45   5   85   600   1.0   bzt52b2v 7   w2   2.7   2.65   2.75   5   83   500   1.0   bzt52b 3v0   w3   3.0   2.94   3.06   5   95   500   1.0   bzt52b 3v3   w4   3.3   3.23   3.37   5   95   500   1.0   bzt52b 3v6   w5   3.6   3.53   3.67   5   95   500   1.0   bzt52b 3v9   w6   3.9   3.82   3.98   5   95   500   1.0   bzt5 2b 4v3   w7   4.3   4.21   4.39   5   95   500   1.0   bzt52b 4v7   w8   4.7   4.61   4.79   5   78   500   1.0   bzt52b 5v1   w9   5.1   5   5.2   5   60   480   1.0   bzt52b 5v6   wa   5.6   5.49   5.71   5   40   400   1.0   bzt52b 6v2   wb   6.2   6.08   6.32   5   10   200   1.0   bzt52b 6v8   wc   6.8   6.66   6.94   5   8   150   1.0   bzt52b 7v5   wd   7.5   7. 35   7.65   5   7   50   1.0   bzt52b 8v2   we   8.2   8.04   8.36   5   7   50   1.0   bzt52b 9v1   wf   9.1   8.92   9.28   5   10   50   1.0   bzt52b10   wg   10   9.8   10.2   5   15   70   1.0   bzt52b1 1   wh   11   10.8   11.2   5   20   70   1.0   bzt52b1 2   wi   12   11.8   12.2   5   20   90   1.0   bzt52b1 3   wj   13   12.7   13.3   5   25   110   1.0   bzt52 b1 5   wk   15   14.7   15.3   5   30   110   1.0   bzt52b1 6   wl   16   15.7   16.3   5   40   170   1.0   bzt52b1 8   wm   18   17.6   18.4   5   50   170   1.0   bzt52b 20   wn   20   19.6   20.4   5   50   220   1.0   bzt52b 22   wo   22   21.6   22.4   5   55   220   1.0   bzt52b 24   wp   24   23.5   24.5   5   80   220   1.0   bzt52b 27   wq   27   26.5   27.5   5   80   250   1.0   bzt52b 30   wr   30   29.4   30.6   5   80   250   1.0   bzt52b 33   ws   33   32.3   33.7   5   80   250   1.0   bzt52b 36   wt   36   35.3   36.7   5   90   250   1.0   bzt52b 39   wu   39   38.2   39.8   5   90   300   1.0    

   bzt52b2v4 - bzt52b51   surface mount zener diode   publication  order  numb er:  [ bzt52b2v4 - bzt52b51 ]                                                            ? bruckewell  technology  corporation  rev.  a  - 201 6                         electrical characteristics (rating at 25oc ambient temperature unless otherwise specified)   type   number   marking   code   zener voltage range   maximum zener   impedance   vz@izt   izt   zzt@izt   zzk@izk   izk   nom(v)   min(v)   max(v)   ma       bzt52b 43   wv   43   42.1   43.9   5   100   700   1.0   bzt52b 47   ww   47   46.1   47.9   5   100   750   1.0   bzt52b 51   x1   51   50   52   5   100   750   1.0    

   bzt52b2v4 - bzt52b51   surface mount zener diode   publication  order  numb er:  [ bzt52b2v4 - bzt52b51 ]                                                            ? bruckewell  technology  corporation  rev.  a  - 201 6                        rating and characteristic curves ( 1.5ke6.8c   series )                

   bzt52b2v4 - bzt52b51   surface mount zener diode   publication  order  numb er:  [ bzt52b2v4 - bzt52b51 ]                                                            ? bruckewell  technology  corporation  rev.  a  - 201 6                       disclaimer   all product, product specifications and data are subject to change  without notice to improve reliability, function or design or otherwise.   bruckewell t echnology inc., its affiliates, agents, and employees, and all persons acting on its or  their behalf (collectively, bruckewell), disclaim any and all liability for any errors, inaccuracies or  incompleteness contained in any datasheet or in any other disc losure relating to any product.   bruckewell makes no warranty, representation or guarantee regarding the suitability of the products  for any particular purpose or the continuing production of any product. to the maximum extent  permitted by applicable law, b ruckewell disclaims    (i)   any and all liability arising out of the application or use of any product.   (ii)   any and all liability, including without limitation special, consequential or incidental damages.   (iii)   any and all implied warranties, including warr anties of fitness for particular purpose,  non - infringement and merchantability.   statements regarding the suitability of products for certain types of applications are based on  bruckewells knowledge of ty pical requirements that are often placed on bruckewell products in  generic applications.    such statements are not binding statements about the suitability of products for a particular  application. it is the customers responsibility to validate that a part icular product with the properties  described in the product specification is suitable for use in a particular application. parameters  provided in datasheets and/or specifications may vary in different applications and performance  may vary over time.    produ ct specifications do not expand or otherwise modify bruckewells terms and conditions of  purchase, including but not limited to the warranty expressed therein.  
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