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		  Datasheet File OCR Text:


		  1 pasternacks formable cable assemblies are hand formable semi-rigid replacements that are an alternative to costly preformed  assemblies. the formable semi-rigid cable alternatives are dimensionally and electrically similar  to their semi-rigid counterpart  and have a tinned-copper-braid outer shield that provides excellent rf shielding.  the hand formable cable assemblies from  pasternack do not require special tooling to shape or reshape the assemblies and can replace standard semi-rigid versions.  the assemblies are available with or without a fep jacket and are rohs compliant, features ?   dimensionally and electrically the same as standard,  solid outer conductor semi-rigid coax ?   cable  may be formed by hand and does not require  special tools to bend ?   may  be formed more than once without damaging  the outer conductor ?   high rf shielding >100 db ?   100% hi-pot and continuity tested ?   100% vswr tested to max frequency of assembly ?   standard and custom lengths ship the same day confguration connector 1   sma  male connector 2   sma  female bulkhead cable type   pe-sr405flj electrical specifcations frequency range   dc to 18 ghz impedance   50 ohms velocity of propagation   69.5 % group delay   1.43 ns/ft [4.69 ns/m] rf shielding   100 db performance by frequency frequency 1 frequency   1000 mhz insertion loss   0.493 db   frequency 2   frequency   2 ghz insertion loss   0.592 db   frequency 3 frequency   4.5 ghz insertion loss   0.84 db   frequency 4 frequency   9 ghz insertion loss   1.15 db   frequency 5 frequency   18 ghz click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   sma male to sma female bulkhead semi-flexible precision cable 18 inch length using pe- sr405flj coax, rohs  PE39433-18 PE39433-18  rev 1.1 PE39433-18 sma male to sma female bulkhead semi-flexible precision  cable 18 inch length using pe-sr405flj coax, rohs  technical data sheet  technical data sheet 

 2 insertion loss   1.607 db   mechanical specifcations size   length   18 in [457.2 mm] diameter   0.433 in [1 1 mm] . cable color   black one time minimum bend radius   0.236 in [5.99 mm] repeated minimum bend radius   0.787 in [19.99 mm] cable cable type   pe-sr405flj inner conductor type   solid cable inner conductor   copper clad steel, silver no of shields   1 dielectric type   ptfe jacket material   fep jacket diameter   0.098 in  [2.49 mm] connector 1 type    sma  male confguration   straight inner conductor material and plating    brass, gold coupling nut material and plating    passivated stainless steel hex size   5/16 in. torque   8 in-lbs [0.9 nm] body material and plating   brass, gold dielectric type    ptfe connector 2 type   sma  female bulkhead confguration   straight mount method   bulkhead inner conductor material and plating   beryllium copper , gold body material and plating   brass, gold dielectric type   ptfe compliance certifcations   (visit www.pasternack.com for current document)   rohs compliant   y es reach compliant   06/18/2012 plotted and other data notes:   ?   values at +25 c, sea level PE39433-18  rev 1.1 PE39433-18 click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   sma male to sma female bulkhead semi-flexible precision cable 18 inch length using pe- sr405flj coax, rohs  PE39433-18 sma male to sma female bulkhead semi-flexible precision  cable 18 inch length using pe-sr405flj coax, rohs  technical data sheet  technical data sheet 

 3 how to order part number confguration:   PE39433-18   -   xx     uu                      |            |          |                  unit of measure:   |            |                              cm = centimeters   |            |                                     = inches                |                                   length                                                                                      |                                                            base number example:    PE39433-18-12 = 12 inches long cable   PE39433-18-100cm = 100 cm long cable sma male to sma female bulkhead semi-flexible precision cable 18 inch length using pe-sr405flj coax, rohs from  pasternack enterprises has same day shipment for domestic and international orders. our rf, microwave and millimeter  wave products maintain a 99% availability and are part of the broadest selection in the industry. click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   sma male to sma female bulkhead semi-flexible precision cable 18 inch length using pe- sr405flj coax, rohs  PE39433-18 url:  http://www.pasternack.com/sma-male-sma-female-pe-sr405fj-cable-assembly-PE39433-18-p.aspx       PE39433-18  rev 1.1 PE39433-18 sma male to sma female bulkhead semi-flexible precision  cable 18 inch length using pe-sr405flj coax, rohs  technical data sheet  technical data sheet 

 4 PE39433-18  rev 1.1 sma male to sma female bulkhead semi-flexible precision  cable 18 inch length using pe-sr405flj coax, rohs PE39433-18  cad drawing  
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