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		  Datasheet File OCR Text:


		  as9100/iso-900 1:  2008 certified dow-key microwave   ?   www.dowkey.com   ?   800.266.3695 5190/5191 | l-band fan-in/fan-out        4-3 the  l-band  non-blocking  fan-out  transmitter  and  fan-in  receiver  model  is  ideal  for  teleport  satcom  applications with a narrow band operating frequency of  950-2050  mhz.  the  transmitter  19rack  is  confgured  with 12 inputs and 48 outputs and the second 19 rack  is the receiver tower with 48 inputs and 12 outputs. each  rack  is  integrated  using  modular  approach  consisting for the following sub-modules: 5190/5191: both receiver and transmitter  power supply module, signal monitor panel and fiber  optic receiver 5190: receiver only (48x12) 4x  12x12  fan-in  module,  main  controller    and  l-band  amplifers 5191: transmitter only (12x48) 4x 12x12 fan-out module and slave controller integrated systems features input/output ports 12x48 transmitter & 48x12 receiver confguration 12x48 non-blocking full fan-out 48x12 non-blocking full fan-in operating frequency 950-2050 mhz (l-band) manual control lcd touch screen remote control rs-422 impedance 50-ohm part numbers 5190 (receiver) 5191 (transmitter) vswr (max) 1.8:1 input & output isolation (min) 55 db input/input 60 db input/output 55 db output/output (different input) 40  db output/output (common input) gain, any path 0 db  2.5 db power, operating (max) +12 dbm routed to 1output (fan-in) power, no damage (max) +15 dbm routed to 1output (fan-in) 1db compression (min) +10 dbm output 3rd order intercept  (min) +21 dbm output noise figure (max) 17 db (12x48) 21 db (48x12) relay type solid state local control 6.5 lcd touch screen  other components amplifers, power dividers & power combiners usb port for keyboard or mouse remote control rs-422 with db9 male  i/o connector type sma female commands/syntax dow-key scpi commands  dimensions (max) 19 wide full rack operating system microsoft windows 21 depth   hard drive 160 gb (min) sata hd / removable height: 16u fan-in /16u fan-out  segments plus more modules cpu/ memory embedded intel processor / 2g ram (min) power supply 120-240 vac, 50-60 hz, 3-6 a, 350 w / 12v  operating temperature 0 c to +50 c & 50 w / 5 v, redundant  power supplies storage temperature -40 c to +50 c fuse accessible/replaceable on the rear operating humidity 10-80% non-condensing cooling / venting as needed within each module 5191 5190 5096 | c-band fan-out rf characteristics (5190 & 5191) application specifications 
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