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		  Datasheet File OCR Text:


		  revised:11/09/15 MBRD10150CT maximum ratings parameters symbol test conditions max unit peak inverse voltage   v rwm  -  150  v   average forward current i f(av)   50% duty cycle @t c  = 105c,  rectangular wave form   5 (per leg)  a 10 (total device) peak one cycle non-repetitive surge  current (per leg) i fsm    8.3ms,half sine pulse 100  a   pin out r ohs pb electrical characteristics parameters symbol test conditions max unit forward voltage drop (per leg) * v f1 @ 5a, pulse, t j  = 25 c 0.95   v v f2 @ 5a, pulse, t j  = 125 c 0.80   v f3 @ 5a, pulse, t j  = 150 c 0.75   reverse current at dc condition (per leg) i r1 @v r  = rated v r  t j  = 25 c 1.0   ma reverse current (per leg) * i r2 @v r  = rated v r  t j  = 125 c 7. 0 i r2 @v r  = rated v r  t j  = 150 c 30 junction capacitance (per leg) c t @v r  = 5v, t c  = 25 c f sig  = 1mhz 200 pf max. voltage rate of change (per leg) dv/dt 10,000   v/s  *  pulse width < 300s, duty cycle MBRD10150CT  2x 5a, 150v, to-252 common cathode

 revised:11/09/15 thermal-mechanical specifcations parameters symbol test conditions max unit junction temperature     t j   -55 to +150 c storage temperature    t stg   -55 to +150 c  maximum thermal resistance  junction to case (per leg) r thjc    dc operation 4.5 c/w approximate weight  wt   0.39 g case style dpak(to-252) figure 1: typical forward characteristics figure 2:    typical reverse characteristics figure 3:    typical junction capacitance  schottky barrier rectifer ?2015 littelfuse, inc specifcations are subject to change without notice.   MBRD10150CT  2x 5a, 150v, to-252 common cathode

 revised:11/09/15 packing options part number marking packing mode m.o.q MBRD10150CT MBRD10150CT 2500pcs / reel 2500 part numbering and marking system dimensions-dpak(to-252) mbr          = device type  d               = package type  10              = forward current (10a)  150            = reverse voltage (150v)  ct             = configuration  lf              = littelfuse   yy              = year   ww            = week   l                 = lot number   lf mbrd10150c t yy ww l d3 a2 1 1 1 symbol millimeters min max a 2.20 2.38 a1 0 0.10 b 0.71 0.81 c 0.46 0.56 d 6.50 6.70 d1 5.13 5.46 d2 4.83 ref e 6.00 6.20 e 2.186 2.386 l 9.80 10.40 l1 2.90 ref l2 1.40 1.70 l3 1.60 ref l4 0.60 1. 0 0 ?  1. 10 1.30  0  8 a2 0.91 1. 11 v 5.35 ref d3 1.778 ref h 0.762 ref  1 7  carrier tape & reel speci fcation   symbol millimeters min max a 6.80 7. 0 0 b 10.40 10.60 c 2.60 2.80 d ?1.45 ?1.65 e 1.65 1.85 f 7.40 7.60 p0 3.90 4.10 p 7.90 8.10 p1 1.90 2.10 w 15.90 16.30  schottky barrier rectifer ?2015 littelfuse, inc specifcations are subject to change without notice.   MBRD10150CT  2x 5a, 150v, to-252 common cathode
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