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		  Datasheet File OCR Text:


		  *minimum order quantities may apply for options ** internal access with intrusion access control dpx ? -e130 introduction the dpx ? -e130 is a complete gaming solution designed specifcally for the revised italian awp3 regulations. a fully featured aams compliant software api and libraries are provided  for simple integration of the smart card, fscal interfaces, security, i/o and coms to the aams servers. the system needs very little power which is drawn from through the jamma  interface with onboard regulation to provide a robust power interface for new and retroft applications under awp3 and comma6a. the system, based on the amd g-series embedded  chipset, is designed to be low power, high performance with a 5 year life cycle - all at a very competitive price.   ? ready for italian aams "awp2" and "awp3"   ? powered through jamma interface   ? complete software api package for all aams functions   ? full set of gaming features, security, coms, i/o   ? board level or system level with enclosure   ? low power, passive cooled options   ? high performance, low cost amd g-series platform specifcations system  complete system solution, enclosure, feld proven  api and drivers amd g series apu, dual and single core  performance & low power  italian jamma interface gaming hardware, security and i/o  audio amplifer for 2 channels. stereo 3w+3w or  mono 6w into 4 ohms fanless enclosure with transparent window cpu/chipset amd g-series embedded bga apus.  t56n 1.65 ghz 18w dual core, t40e 1.0 ghz 6.5w dual core   t16r 615 mhz, 4.5w single core options amd 55e fusion controller hub memory 2 x sodimm sockets ddr3 pc-8500 (1066mt/s) ram up to 8gb total  optional* :- up to 8 gb bios ami uefi spi bios (write protectable) video integrated C amd radeon hd6130 direct x 11,    open gl 4.1  video ports: primary:- analog vga secondary:- analog vga security aams smart card  iso7816-1,2,3 and iso / iec 7810:2003. intrusion switch inputs    (3 external, 2 internal) bios customization audio  high defnition audio codec amplifed outputs for stereo 2 channels, 3w per  channel stereo line out (option)  amd g-series gaming system for  italy awp2 and awp3 lan 1 x ethernet gigabit lan full duplex operation wake-on-lan capability storage 1 x compactflash type i/ii (flash/microdrive)** 1 x c-fast socket 1 x sata, 1 x msata connector ports 2 x usb front panel  2 x usb on a 2x5 pin header  aams port (db9 female), tx/rx only (optional full  rs232) debug com port (db9 male) 1 x cctalk available on the jamma (com3) 1 x cctalk on front panel jamma  jamma 28 + 28 way edge connector for i/o, power,  audio, security, and coms, cctalk nvram fast sram 2 mb on pci bus.   option for up to 4 mb battery state software readable watchdog timer programmable time-out of 1-255 seconds intrusion detection six intrusion detection input lines    (3 used for case open and jamma disconnect) operates with and without system active logs date/time of last 254 events logs system resets/brownouts as events eeprom backup for 10 years retention system health monitoring measurement of cpu core temp. with thermal trip.  power 5v, 12v dc powered from jamma   (24v also required for 24v cctalk devices) wide range 4.5v-5.75 with power-on conditioning enclosure sheet metal  compact size  new last updated : 27-may-2015  innovations in gaming computing www.advantech-innocore.com see overleaf for continued specifcation features

 dpx ? -e130 oem customization and product    development   ? advantech-innocore is part or the advantech co., ltd. group of companies.   ? advantech-innocore specializes in the felds of pc-based hardware design and  software development. our in-depth knowledge and global resources make us your  ideal partner.   ? specifcations subject to change. e&oe.   ? copyright ? 2014 advantech co., ltd.   ? all rights reserved. advantech-innocore, the advantech-innocore logo, dpx,  connectbus are trademarks of advantech co., ltd. in the uk, us and other  countries.   ? all other trademarks are acknowledged and respected. approvals emc: ce class a rohs, weee dimensions 273 x 150 mm (10.7" x 5.9") software edge-to-edge drivers and api/sdk. code portability through consistent api with other  advantech-innocore boards. aams range of innocore software products for gaming all product specifcations are subject to change without notice . benefts low power  single integrated solution small size: 273 x 150 mm (10.7" x 5.9") designed for the italian gaming industry low cost  optional accessories cfast flash cards other ssd microsoft operating system licenses external power supply fanless enclosure with transparent window aams  smart card specifcations cont.  www.advantech-innocore.com innovations in gaming computing
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