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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/pi/products/2700640 08/14/2018???page? 1 ?/? 3 router?-?fl mguard smart2?-?2700640 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://phoenixcontact.com/download) router with intelligent firewall, up to 99 mbps data throughput (wire speed performance), stateful inspection firewall for maximum security and extremely easy configuration product description small  the mguard smart from innominate features maximum possible security and performance in a minimum amount of space. it has never been easier to protect critical company computers, machines or any other ip connection reliably and securely from attacks.    strong  the mguard smart security appliance combines the extremely powerful mguard hardware platform with proven mguard firmware. based on a robust embedded linux system from innominate, this combination integrates four perfectly coordinated security components: a bidirectional stateful firewall, a flexible nat router, and industrial protection against malware as an option.    smart  with its rugged housing and uncomplicated power supply via any usb port, the mguard smart is the ideal solution for the mobile protection of critical company resources. changes to the location and infrastructure can be implemented quickly and inexpensively.    focus on security  the mguard smart is particularly suitable for the mobile and stationary protection of workstations and environments close to the production process with low requirements for industrial hardening. why buy this product ?supply via usb key commercial data packing unit 1 stk gtin gtin 4046356613842 technical data dimensions width 77 mm height 27 mm depth 115 mm

 https://www.phoenixcontact.com/pi/products/2700640 08/14/2018???page? 2 ?/? 3 router?-?fl mguard smart2?-?2700640 technical data ambient conditions degree of protection ip30 ambient temperature (operation) 0 c ... 40 c ambient temperature (storage/transport) -20 c ... 70 c permissible humidity (operation) 20 % ... 90 % (non-condensing) interfaces interface 1 ethernet no. of ports 2 (rj45) transmission physics ethernet in rj45 twisted pair transmission speed 10/100 mbps transmission length 100 m (per segment) signal leds supply voltage, data transmission, error, link, activity function basic functions firewall/router for office use or mobile service technicians supported browsers https support required processor freescale processor with 300 mhz clocking status and diagnostic indicators leds: in combination for boot process, heartbeat, system error, ethernet status, recovery mode signal contact control current 500 ma (via usb interface or external power supply unit as an option) security functions dynamic host configuration protocol (dhcp) support server or relay agent network time protocol (ntp) client client link layer discovery protocol (lldp) as per protocol 802.2 remote syslog logging on externals server virtual private network (vpn) throughput max. 42 mbps (router mode, vpn bidirectional throughput) max. 27 mbps (stealth mode, vpn bidirectional throughput) number of vpn tunnels 0 (up to 250 tunnels with additional license as an option) encryption methods des, 3des, aes-128, -192, -256 data integrity md5, sha-1, sha?256, sha-512 firewall data throughput max. 130 mbps (router mode, default firewall rules, bidirectional throughput) max. 61 mbps (stealth mode, default firewall rules, bidirectional throughput) firewall rules configurable stateful inspection firewall filtering mac and ip addresses, ports, protocols protection against ip spoofing, dos and syn flood protection routing nat, 1:1-nat, port forwarding network expansion parameters maximum conductor length (twisted pair) 100 m supply voltage

 https://www.phoenixcontact.com/pi/products/2700640 08/14/2018???page? 3 ?/? 3 router?-?fl mguard smart2?-?2700640 technical data supply voltage supply voltage 5 v dc (from usb interface) general type ax stand-alone net weight 185.2 g housing material plastic standards and regulations electromagnetic compatibility conformance with emc directive 2014/30/eu environmental product compliance reach svhc 1,2-dimethoxyethane,ethylene glycol dimethyl ether (egdme) 110-71-4 china rohs environmentally friendly use period = 50 for details about hazardous substances go to tab downloads, category manufacturer's declaration approvals approvals approvals eac ex approvals approval details eac? ? ? ?ru *- de.a*30.b.01735 phoenix contact 2018 ? - all rights reserved http://www.phoenixcontact.com phoenix contact gmbh & co. kg flachsmarktstr. 8 32825 blomberg germany tel. +49 5235 300 fax +49 5235 3 41200 http://www.phoenixcontact.com
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