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		  Datasheet File OCR Text:


		  smartrack 6u low-profile switch-depth knock-down wall-mount rack enclosure cabinet model number:  srw6ukd       description the srw6ukd smartrack? 6u low-profile switch-depth knock-down wall-mount rack enclosure cabinet is designed to house eia-standard 19-inch rack equipment in network wiring closets, retail locations, classrooms, back offices and other areas with limited floor space where you need equipment to be secure, organized and out of the way. constructed from heavy-duty steel with a durable black powder-coated finish, the cabinet has a maximum load capacity of 200 pounds. the front door locks securely to help prevent damage, tampering and theft. the front, top, bottom and side panels are vented, which allows air to flow freely and keep equipment cool. the reversible front door can be installed to open left or right. convenient top and bottom ports allow easy cable routing. the srw6ukd comes unassembled for convenient transport and storage in confined spaces. it easily assembles in minutes using just 12 fasteners, and mounts to the wall to save valuable floor space. square and threaded mounting holes and numbered rack spaces make equipment installation easy. the vertical mounting rails adjust in 7/8-inch increments to accommodate equipment up to 16.5 inches deep, such as network switches and patch panels.  features saves valuable workspace perfect for network wiring closets, retail locations, classrooms, back offices and other areas with limited floor space where you need equipment to be secure, organized and out of the way houses eia-standard 19 in. rack equipment in 6u of space maximum load capacity of 200 lb. keeps important equipment secure front door locks securely to help prevent damage, tampering and theft vented panels allow generous airflow that keeps equipment cool reversible front door can be installed to open left or right convenient ports with removable covers allow cable routing through top and bottom highlights ships unassembled for easy transport and storage maximum load capacity of 200 lb. locking steel cabinet vented at sides, front, top and bottom flow-through ventilation keeps equipment cool mounts to wall to save valuable floor space package includes owners manual assembly hardware (2) top/bottom panels (2) side panels front door (2) vertical mounting rails (24) m6 screws (4) m6 cage nuts (4) m6 cup washers (2) keys equipment mounting hardware (12) 12-24 screws (12) m6 cage nuts (12) m6 cup washers 1 / 3   

 convenient ports with removable covers allow cable routing through top and bottom ships unassembled knock-down shipping for convenient transport and storage in confined spaces assembles in minutes using just 12 fasteners wall-mounting holes spaced 16 in. apart for standard wall stud placement easy equipment installation vertical mounting rails adjust in 7/8 in. increments to accommodate equipment up to 16.5 in. deep, such as network switches and patch panels rails adjust easilyunscrew them, slide them to desired depth, and screw them back in rails support square-hole or threaded-hole mounting rack spaces numbered for easy reference meets payment card industry standards provides physical equipment and media security required for pci dss (payment card industry data security standard) compliance specifications physical rack height (u spaces) 6 maximum device depth (in.) 16.5 maximum device depth (cm) 41.9 minimum device depth (in.) 3 minimum device depth (cm) 7.62 shipping dimensions (hwd / in.) 25.98 x 20.28 x 7.08 shipping dimensions (hwd / cm) 65.99 x 51.51 x 17.98 shipping weight (lbs.) 31.52 shipping weight (kg) 14.3 unit dimensions (hwd / in.) 14.45 x 23.63 x 17.94 unit dimensions (hwd / cm) 36.7 x 60.02 x 44.57 unit weight (lbs.) 29 unit weight (kg) 13 color black weight capacity - stationary (lbs.) 200 weight capacity - stationary (kg) 90.7 cable access hole measurement (inches) 9.812 x 2.35 (l x w) special features 2 / 3   

 grounding lug front and back door frames certifications certifications ul/csa 60950-1, EIA-310-E approvals rohs warranty product warranty period (worldwide) 5-year limited warranty ? 2016 tripp lite. all rights reserved. all product and company names are trademarks or registered trademarks of their respective holders. use of them does not imply any affiliation with or endorsement by them. tripp lite has a policy of continuous improvement. specifications are subject to change without notice. tripp lite uses primary and third-party agencies to test its products for compliance with standards. see a list of tripp lite's testing agencies:  http://www.tripplite.com/products/product-certification-agencies 3 / 3   
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