

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						PP75T120			SMCJ14CA			OPF5020			UTR4420			TPCF8304			MAX13256			VN5050A			SA7026DH			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				B800015 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  title scale date dr dwg rev the information contained in this document is proprietary to e-switch and is not to be copied or transferred sheet    of rev pcr no description date by ulp12eep1qsfcl1yelred 1.5:1 7/1/2011 B800015 b bgl 1 1  1 2 3 l1 lc xx x l2 1 pcb mounting 2 3 l1 lc 1 2 l2 (red) circuit layout 3  led l1 (yellow) lc switch schematic 10.00 [.394 in] .90 [.035 in] a 20044 released for production 7/1/11 bgl isometric 15.40 [.606 in] sq. 15.40 [.606 in] 4.00 [.157 in] 15.40 [.606 in] 2.70 [.106 in]  notes:  1. all dimensions in mm  2. general tolerance: x.x=0.4                       x.xx=0.25   3. term. nos. for reference only.  4. contact rating: 0.4va max. @ 28 v (ac or dc)  5. contact material: silver  6. electrical life: 200,000 typical  7. mechanical life:         1,000,000 cycles typ.   8. operating temp: -20c to +70c  9. operating force: 200  100 gf 10. contact resistance:        50 milli-ohm initial typ. max. 11. dielectric strength:         1000 vac for 1 minute 12. travel to make: 2.20mm  0.2 13. 2002/95/ec (rohs) compliant 14.    denotes critical parameter 15. led color:  yel: 3 chips; 2.1vdc, @20ma typ.                           red: 3 chips; 1.7vdc, @20ma typ. 10.00 [.394 in] n 1.20 [.047 in] 1.00 [.039 in] .50 [.020 in] 5.00 [.197 in] 2.50 [.098 in] 5.00 [.197 in] 5.00 [.197 in] 2.50 [.098 in] 2.50 [.098 in] 5.00 [.197 in] 5.00 [.197 in] 1.25 [.049 in] 12.00 [.472 in] o led specs units yellow red forward current ma 20 20 forward voltage @ 20ma v 1.95 typ - 2.2 max 1.95 typ - 2.2 max luminous intensity @ 20ma mcd 232 typ. 77 typ. b 20169 correct cap dimension 09/21/11 bma b
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