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		  Datasheet File OCR Text:


		  a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity obsolete k revised per eco-15-007873 14jul2015 ap sb customer drawing 8-1393485-7 raghavendra 06mar2012 carl rohde 06mar2012 carl rohde 06mar2012 4:1 1 1 k - - - - - mm - - - - - 1$ gp 00 d-sub idc female connector - - - 2011 - - 2011 00779 -  h max  1.5 max 6.13  0 -0.25 23.3 max max 1 10.7  0 -0.1 20.1 max 10$ 1$ b +0 -0.25 12.6  0 -0.76 2.84 8  0 -0.25 3 +0.2 -0 r 2.6  0 -0.16 f c a +0 -0.76 22.6 max  max 3 m3 4-40 unc  3.7 max 1.15 0.1 wire information overall conductor cross-sectional area in mm 2 awg range overall conductor diameter in mm 2 no. of single stranded wires conductor pvc insulating sleeve dia --- 30 0.25    1 solid 1.0/1.1 --- 28 0.32    1 solid 0.8/1.1 0.09    28 --- 7 stranded 0.8/1.1 0.14 26 --- 7 stranded 0.8/1.1 no not included 3.0 diameter hole 39.52 24.79 33.30 +0.15/-0.1 2.74 27.26 15 v42254-a5237-b215 8-1393486-6 yes included 3.0 diameter hole 69.70 54.96 63.50 0.13 2.76 57.44 37 v42254-a5235-w231 5-1393486-8 yes included 3.0 diameter hole 53.42 38.50 47.04 0.13 2.76 40.78 25 v42254-a5235-w230 5-1393486-7 yes included 3.0 diameter hole 39.52 24.79 33.30 +0.15/-0.1 2.74 27.26 15 v42254-a5235-w229 5-1393486-6 yes included 3.0 diameter hole 31.19 16.46 25.00 +0.12/-0.13 2.74 18.73 9 v42254-a5235-w228 5-1393486-5 yes not included 3.0 diameter hole 69.70 54.96 63.50 0.13 2.76 57.44 37 v42254-a5235-b237 3-1393486-7 yes not included 3.0 diameter hole 53.42 38.50 47.04 0.13 2.76 40.78 25 v42254-a5235-b225 3-1393486-6 yes not included 3.0 diameter hole 39.52 24.79 33.30 +0.15/-0.1 2.74 27.26 15 v42254-a5235-b215 3-1393486-5 yes not included 3.0 diameter hole 31.19 16.46 25.00 +0.12/-0.13 2.74 18.73 9 v42254-a5235-b209 3-1393486-4 yes not included m3 self-locking nuts 31.19 16.46 25.00 +0.12/-0.13 2.74 18.73 9 v42254-a5234-b209 1393486-9 yes not included 4-40 self-locking nuts 69.70 54.96 63.50 0.13 2.76 57.44 37 v42254-a5232-b237 9-1393485-0 yes not included 4-40 self-locking nuts 53.42 38.50 47.04 0.13 2.76 40.78 25 v42254-a5232-b225 8-1393485-9 yes not included 4-40 self-locking nuts 39.52 24.79 33.30 +0.15/-0.1 2.74 27.26 15 v42254-a5232-b215 8-1393485-8 yes not included 4-40 self-locking nuts 31.19 16.46 25.00 +0.12/-0.13 2.74 18.73 9 v42254-a5232-b209 8-1393485-7 no not included 3.0 diameter hole 39.52 24.79 33.30 +0.15/-0.1 2.74 27.26 15 v42254-a4237-b215 8-1393485-3 te marking strain relief pkg flange option  a b c f h  no of positions  siemens part number  te connectivity part number  obsolete obsolete obsolete 1.  cables to be used:     all commercially available ribbon cable with pvc insulation and tin or     silver plated copper wires. see wire information in table below.   2.  9 position version shown.       use only with strain relief clamp.       optional strain relief clamps:        9 position = 4-1393560-3 (v42254-a4000-d9)       15 position = 4-1393560-5 (v42254-a4000-d15)       25 position = 4-1393560-6 (v42254-a4000-d25)       37 position = 4-1393560-7 (v42254-a4000-d37)   5.  contacts are stamped and formed.       packaged in blister packs.       packaged on reels.   8.  plating details: all meet performance level 2 per din 41652 p.2 and p.4.                              underplate: nickel over entire contact      contact mating surface alternate 1: gold      contact mating surface alternate 2: gold flash over palladium-nickel                idc wire termination end: matte tin                           shell plating: bright tin over nickel                    flanges with m3 (black) or 4-40 (blue)     self-locking nuts     torque retention  70 n-cm cover in pre-clamped position cover in clamped position with optional strain relief attached flanges with holes self-locking nut version all contacts 3 6 7 9 4 3 3 3 6 7 dimensioning and tolerancing  per asme y14.5m-2009 9
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