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		  Datasheet File OCR Text:


		  93 nte  electronics,  inc.     v oice (973) 74 8 ? 508 9     f ax (973) 74 8 ? 622 4     http://www .nteinc.com circuit breakers r59 series features re pl ace s   slow  b low   gl ass cartr idg e  fus e .250? (6.35mm) quick connect  t erminal s sna p ? in mountin g v isual  t rip indicato r push button to reset breake r nte   t ype  no. current  rating amps t ypical   resistance ohms r5 9 ? 0.25 a 0 .25 14 .0 r5 9 ? 0 . 5 a 0 .50 3 .55 r5 9 ? 1 a 1 .0 0 .89 r5 9 ? 2 a 2 .0 0 .17 r5 9 ? 3 a 3 .0 0 .069 r5 9 ? 4 a 4 .0 0 .043 r5 9 ? 5 a 5 .0 0 .030 r5 9 ? 6 a 6 .0 0 .026 r5 9 ? 7 a 7 .0 0 .017 r5 9 ? 8 a 8 .0 0 .016 r5 9 ? 10 a 10 .0 0 .01 1 r5 9 ? 12 a 12 .0 0 .009 r5 9 ? 15 a 15 .0 0 .007 r5 9 ? 20 a 20 .0 0 .007 t rip  t imes 0.25 to 2 amp t ypes 3.0 to 20 amp t ypes rated  load t rip  t imes rated  load t rip  t imes 100% no  t rip 100% no  t rip 175% t rip  in  1  hour 135% t rip  in  1  hour 200% 4.5 to 28.0 sec. 200% 2.2 to 15.0 sec. 400% 1 .0  to  6 .5  se c. 400% 0.55 to 1.8 sec. 600% 0 .4  to  4 .0  se c. 600% 0.27 to 0.7 sec. 800% 0.17 to 0.45 sec. 1000% 0.12 to 0.3 sec. th erma l   c i rc ui t breake r ,   fu se h old e r t ype d41 1.53 5   (38.99 ) max .325 (8.26) max .760 (19.31 ) max .760 (19.31) max .540 (13.72) max .625 (15.88) max ) 3 8 . 4 (   0 9 1 . ) 4 . 9 (   0 7 3 . . 625   ?  . 63 5 (15.88   ?  16.13 ) . 625   ?  . 63 5 (15.88   ?  16.13 ) . 625   ?  . 63 5 (15.88   ?  16.13 ) . 570   ?  . 57 5 (14.48   ?  14.61 ) . 540   ?  . 55 0 (13.77   ?  13.97 ) recommended panel cutouts re c o mm ended  p anel  t hi ck ne ss:  . 032   ?  . 062  (. 813   ?   1 . 574 ) electrical specifications electrical  characteristics    (@  25 c) calibration:    will continuously carry 100% of rating . 0.25   to   2   amp   types : may   trip   between   101%   and   174% , but must trip at 175% of rating within one hour at +2 5 c 3.0   to   20   amp   types : may   trip   between   101%   and   134% , but must trip at 135% of rating within one hour at +2 5 c maximum operating  v oltages:    32 vdc; 250  v ac, @ 50/60 h z dielectric strength :   1500 v ac rm s resettable overload capacity : 0.25 to 2 amp types : six times rated curren t 3.0 to 20 amp types : t en times rated curren t reset  t i me : 0.25 to 2 amp types : 180 seconds max . 3.0 to 20 amp types : 10 to 60 seconds typ . interrupt capacity :    100 0   amp s @  25 0   v a c ,  50/6 0  h z .  an d   3 2   vd c in accordance with ul standard 107 7 mechanical   characteristics t ermination:     . 250 (6 . 35)  q uick connec t  t erminal s note:  soldering to terminals is not recommended . mounting:    snaps into panel from fron t ( s ee   re c ommended  p anel   cu t ou ts ) w eight:   0.35 ozs. (10 g) approx .
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