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		  Datasheet File OCR Text:


		  micro commercial components 20736 marilla street chatsworth  ca 91311 phone: (818) 701-4933 fax:     (818) 701-4939  ESDLC0524DFN10 5 volts esd protection features maximum ratings  ? operating junction &storagetemperature: -55 c to +150  c parameter symbol limits unit iec61000-4-2(esd) air  contact  17  12 kv iec61000-4-5 (surge): @ 8/20us 5   a www. mccsemi .com 1 of 4 pinconfiguration device dimensions  inches mm  dim min max min max note a .016           .020            0.40 0.50 a1 --- .002 --- 0.05 c .004 .008 0. 10 0. 20 b d .095 .102 2.40 2.60 f .020bsc 0.50bsc h .012 .017 0.30 0.425 r .005 .005 0.1 2 0. 13   dfn-10 revision:  a   ? small package saves board space ? protects four(4) i/o lines ? low clamping voltage ? 150w peak pulse power (tp=8/20us)  lead free finish/rohs compliant ("p" suffix designates rohs compliant.  see ordering information)  epoxy meets ul 94 v-0 flammability rating  moisture sensitivity level 1 peak pulse power: @ 8/20us                  150           w 3  8  4 21 5 b1 .014 .018 0. 35 0. 45 e .035 .043 0.90 1.10 g .079bsc 2.00 bsc h alogen free available upon request by adding suffix "-hf"  2016/02/04 1,2,4,5             pin           identification ppp 6,7,9,10           input lines output lines 3,8 ground micro commercial components  m c c tm .006 .010 0. 15 0. 25

 reverse stand-off voltage v rwm 5 v reverse breakdown voltage v br 6.1   8.5 v reverse leakage current i r 0.9                a electrical characteristics per line@25c(unless otherwise specified) v r =0v     f   =  1 m hz 0.4        0.8 pf junction capacitance c i/o-gnd clamping voltage v c ipp=1a tp=8/20 us     15 v clamping  voltage v c ipp=5atp=8/20 us     28 v parameter  symbol  conditions  min.  typ.  max.  units parameter    typical characteristics   www. mccsemi .com 2 of 4 revision:  a 2016/02/04 i z =1ma   any i/o pin to gnd v r =5v  any   i/o   pins   to   gnd i f =15ma  gnd   to   any   i/o   pins    1.15 v forward voltage v f c i/o-i/o   any   i/o   pin   to   gnd   figure 1     non- repetitive peak pulse power v.s pulse time   micro commercial components  m c c tm

 t   ypical characteristics   www. mccsemi .com 3 of 4 revision:  a 2016 /02/04 figure 4     normalized capacitance vs.reverse voltage   figure 3     power derating curve   figure 5     forward voltage vf map gnd to i/o pins          f   i   gure 6     breakdown voltage vb map any i/opin to gnd.   micro commercial components  m c c tm

 www. mccsemi .com         4 of 4 part number-tp tape&reel:  3kpcs/reel  ordering information : ***important no tice***   micr o commercia l components corp.  r e s erve s  the  right to make changes without further notice to any product herein to  mak e corrections, modifications , enhancements , improvements , or other changes .  m icro commercial components  cor p .  does not assume any liability arising out of the application or use of any product described herein; neither does it  co nvey any license under its patent rights ,nor the rights of others . the user of products in such applications shall assume all  r isks of such use and will agree to hold  mic ro commercial components corp .  an d all the companies whose products are  r epresented on our website, harmless against all damages.   ***life support***  mcc's products are not authorized f or us e as critical components in l ife suppor t de vice s or s ystems with out the express written  approval of micro commercial components corporatio n.   ***customer awareness***  count erf ei ting o f semi conductor parts is a growi ng problem in the industry. micro commerci al  com ponents (mcc) is taking  strong measures to protect ourselves and our customers from the proliferation of counterfeit parts. mcc strongly encourages  cu stomers to purchase mcc parts either directly from mcc or from authorized mcc distributors who are listed by country on  o ur web page cited below. products  customers b uy  either from mcc dir ectly or  from authorized mcc distributors are genuine  parts, have full traceability, meet mcc's quality standards for  hand ling an d  storag e.  mcc will not provide any warranty  cove rage or other assistance for parts bought from unauthorized sources.  mc c is committed to combat this global  prob lem and encourage our customers to do their part in stopping this practice by buying direct or from authorized  di stributors.        2016/02/04 note : adding "-hf" suffix for halogen free,  eg.  part number-tp-hf revision:  a   d evice  packing  micro commercial components  m c c tm
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