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		  Datasheet File OCR Text:


		  35 male style h 11 series 8450 ? single row (1 x 11) contact design part number and number of performance classes according to din 41612 termination length contacts loading description i 11 fully loaded 10 8450 011 001 169 fully loaded + ground in first & last position 10 8450 011 101 169 fully loaded + keying* 12 8450 011 001 169 faston (6.3 x 0.8) fully loaded + keying + ground in first & last position 12 8450 011 101 169 11 fully loaded 10 8450 011 002 169 fully loaded + ground in first & last position 10 8450 011 102 169 3.0mm (1.2 x 0.8mm) fully loaded + keying* 12 8450 011 002 169 right angled pc solder fully loaded + keying + ground in first & last position 12 8450 011 102 169 dimensions loading description 11 contacts, fully loaded 11 contacts, fully loaded with ground z1 & z32   denotes ground pin nb: connectors with keying also require 10 pieces per connector pair of p/n 80 8456 8814 00 000 additional plating & loading variations: please contact your local avx sales office or distributor. 32 29 26 23 20 17 14 11 8 5 2 10 eq sp @ 7.62 [0.300] = 76.2 [3.000] 10 eq sp @ 7.62 [0.300] = 76.2 [3.000] 94.0 [3.700] 11.0 [0.433] 88.9 [3.500] 5.08 [0.200]  12.7 [0.503] 15.5 [0.610] 2.50 [0.098] dia.

 36 female style h 11 series 8450 ? single row (1 x 11) contact design part number and number of performance classes according to din 41612 termination length contacts loading description i 11 fully loaded 20 8450 011 001 169 faston (6.3 x 0.8) 11 fully loaded with keying* 22 8450 011 001 169 dimensions loading description 11 contacts, fully loaded  nb: connectors with keying also require 10 pieces per connector pair of p/n 80 8456 8814 00 000 additional plating & loading variations: please contact your local avx sales office or distributor. 95.0 [3.740] 32 29 26 23 20 17 14 11 8 5 2 90.0 [3.543] 19.8 [0.780] 11.5 [0.450] 10.6 [0.420] 10 eq sp @ 7.62 [0.300] = 76.2 [3.000]
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