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		  Datasheet File OCR Text:


		  190 updated aug. 17, 2018.  new storage 3 x sata-600   1 x msata hardware monitoring detect cpu/system temperature, voltage and supports smart  fan control smbus system management bus for advanced monitoring/control front panel    led indicators 1 x power on/off 1 x hdd control 1 x power button 1 x system reset i/o 2 x usb 2.0 power supply 350w atx operation temperature   0c ~ +40c (+32f ~ +104f) storage temperature -20c ~ +80c (-4f ~ +176f) humidity  10% ~ 90%, non-condensing dimensions  196 mm (7.716) (w) x 407.4 mm (16.039) (d) x 330 mm (12.992) (h) weight (net/gross)   12 kg (26.49 lb)/13.3 kg (29.36 lb) certification ce compliance cpu lga1151 socket 7th/6th gen intel? core? i7/i5/i3,  pentium? & celeron? processor system memory 2 x 288-pin ddr4-2133/1866 dimm, up to 32gb chipset intel? h110  display intel? hd graphic share system memory bios ami bios watchdog timer 255 levels, 1 ~ 255 sec. expansion interface 1 x pcie x16 slot 2 x pcie x4 slot (only support x1 signal) 4 x pci slot 1 x pci express mini card slot 1 x sim slot i/o external 1 x ps/2 keyboard & mouse 1 x rs-232/422/485 (com 1) 4 x usb 3.0 1 x displayport 1 x hdmi 1 x vga 2 x 10/100/1000 mbps ethernet  (intel? i219-lm & intel? i210) 1 x audio (mic-in/line-in/line-out) internal 4 x rs-232 (internal box header) 1 x rs-232/422/485  (com 2: internal box header) 2 x usb 2.0 (internal 2.54-pin header) 1 x 8-ch programmable dio specifications IPC310-501 wall mount industrial system with lga1151 socket 7th/6th gen intel? core? processor, intel? h110, usb 3.0, sata 3.0, dual lans, vga/displayport/hdmi and msata features    wall mount industrial computer chassis   lga1151 socket 7th/6th gen intel? core? i7/i5/i3,        pentium? & celeron? processor (kaby lake/skylake)    two 288-pin ddr4-2133/1866 dimm, up to 32gb   displayport, hdmi and vga with dual-view supported    3 sata-600    4 usb 3.0 and 4 usb 2.0    supports msata and pci express mini card slot  usb 3.0 usb usb dualview pcie mini pcie mini pcie mini ddr4 ddr4 ddr4 ordering information system IPC310-501wm-us wall mount barebone system with intel? core? i7/i5/ i3 & celeron? processor, intel? h110 chipset and 350w  power supply     embedded  microboxe 2 3 4 5 6 7 8 9 1 www.axiomtek.com ? 2018 axiomtek co., ltd. all rights reserved. * all specifications and photos are subject to change without notice.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of IPC310-501 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























